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NOTE
30 DIA. HOLES FOR REINFORCEMENT (20 DIA. BARS).
NUMBER AND SPACING OF HOLES TO SUIT

g REINFORCEMENT ARRANGEMENT. SKEW CROSS GIRDERS
REQUIRE LONG SLOTTED HOLES.
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FLOOR REINFORCEMENT

/SEE NOTE ON ELEVATION
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ELEVATION ON CROSS GIRDER (AT U FRAME)

(DRAWN AT 0" SKEW)
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ELEVATION ON CROSS GIRDER (NOT AT U FRAME)

(DRAWN AT 0" SKEW)
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DETAILS AS OTHER END
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10 No. 26 DIA. HOLES
FOR M24 HR BOLTS

SECTION A-A
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C/L GIRDER WEB

540 WIDE X 65 THICK
SHEAR PLATE X 630
BOTTOM EDGE MACHINED.
THICKNESS IS AFTER
MACHINING
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ELEVATION B-B

SCALE  1:10

C/L CROSS GIRDER
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SECTION C-C
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SHEAR PLATE X 445 85
BOTTOM EDGE MACHINED.
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ELEVATION D-D

SCALE  1:10

12x12
SNIPE

DETAIL 2
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DRAWING No. NR/CIV/SD/1533

INOTES

1. | REFER TO DRAWING NO. NR/CIN/SD/1530 FOR NOTES.
2. | SHEAR PLATE TO BE IN POSITIVE CONTACT WITH THE
CROSS GIRDER AND POSITIVE CONTACT BETWEEN WEB
AND CROSS GIRDER.
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