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DRAWING No. NR/CN/SD/1824

NOTES

1. | THE STANDARD DRAWING SERIES (NR/CIV/SD/1800)
DETAILS THE WATERPROOFING DETAILS FOR THE
BALLAST WALL INTERFACE AND [TS INTERFACE WITH
STANDARD DECK ENDS ONLY. DETAILS OF STANDARD
DECKS AND WATERPROOFING CAN BE FOUND ON
THE STANDARD UNDERBRIDGE DRAWING SERIES.

2.| ALL MATERIALS AND WORKMANSHIP TO COMPLY WITH
THE NETWORK RAIL SPECIFICATION AND GUIDANCE
NR/GN/CIV/001. REFER ALSO TO NR/SD/CIV/041.

3. | FINISHES TO CONCRETE SURFACES INDICATED THUS:
U3/F3 REFER TO THE NETWORK RAIL CONTRACT
SPECIFICATION.

SPECIAL FINISHES INDICATED THUS: U2S/F2S SHALL
BE AS U2/F2 FINISH BUT THE SURFACE
SHALL NOT DEVIATE FROM THE REQUIRED PROFILE
BY MORE THAN 10mm WHEN TESTED WITH A 3m
STRAIGHT EDGE OR CONTAIN ABRUPT
IRREGULARITIES OF MORE THAN 3mm & SHALL BE
SHOT BLASTED TO REMOVE LAITENCE. ADJACENT
STEELWORK & WATERBAR TO BE PROTECTED
DURING THE SHOT BLASTING PROCESS.

ALL FORMWORK JOINTS & JOINTS BETWEEN
STEELWORK & FORMWORK ARE TO BE SEALED WITH
AN APPROVED SILICONE MASTIC BEFORE THE
CONCRETE IS POURED.

4. | WHERE ANY MATERIALS OR PRODUCTS ARE
DETAILED, THE CONTRACTOR MAY USE EQUIVALENT
ALTERNATIVES, SUBJECT TO THE APPROVAL OF THE
ENGINEER.

5. | WHERE POSSIBLE ALL SEALANT RUNS BETWEEN THE
STEEL AND CONCRETE INTERFACES TO BE
COMPLETED BEFORE INSTALLATION OF THE DECK.

6. | WHERE POSSIBLE, ALL PVC BONDING TO BE
COMPLETED PRIOR TO DELIVERY TO SITE OR PRIOR
TO INSTALLATION.

7. | CONCRETE SURFACES NOT PROTECTED BY THE
SPRAY APPLIED ACRYLIC WATERPROOFING MEMBRANE
THAT MAY BE EXPOSED TO CHLORIDES TO BE
SEALED WITH A HYDROPHOBIC PORE LINING
IMPREGNANT. REFER TO HIGHWAYS AGENCY
DOCUMENT BD43/03.
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