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Construction lagging to be
notched to accommodate

Construction lagging slid into place
prior to each row being installed.

Header bonding to key
new re—cased brickwork.

Sequence of installation
lowest to highest row

Laggings omitted for
clarity.
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Retention lagging.

Centre anchor
and washer.

Additional centring anchor and washer

may be required in poor brickwork.

View on B — (block bonding)

Header

Proprietary /
anchor.

Sequence of installation
lowest to highest row
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Construction
laggings (timber
boards).

Centring rib.
Fixing omitted
for clarity

wedges/packing.

details of brick bonds.

Note : The bond of the brickwork
repair should match existing.
See drawing NR/CIV/SD/521 for
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From (E to (ﬁ of track
or 1.5m each side of
crown for single track.
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Denotes area appropriate
for detailed repair.
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Installation Sequence & Guidance

Position and erect centring (ribs & laggings) to
the profile of arch to offer cover and support to
the area of defective brickwork to be removed.
The steel ribs should be in a radial direction and
the timber laggings in a longitudinal direction as
illustrated.  This will minimise disturbance to the
surrounding brickwork and establish the profile for
re—casing. Maximum horizontal distance between
centring to be 1000mm.

Anchors used for securing centring ribs should be
capable of resisting an unfactored pull out load of

3kN(min) for 1m?® repairs.

Initially, carefully break out defective brickwork and
tooth the sides of the opening on first tunnel ring
only. this must be carried out with the minimum
of disturbance to adjoining brickwork or masonry.

Inspect second ring to determine its condition.

At this stage it should be ascertained whether any
further remedial work should be carried out to
either the second or subsequent rings. It may be
necessary to grout, stitch or re—case the second
or subsequent rings. If however only one ring is
to be re—cased refer to drawing NR/CIV/SD/524.
Under no circumstances are half brick (“snap
headers”) to be used. All header courses are to
be fully cut out, otherwise the second ring shall
also be removed, unless instructed by the
employers representative.

If build—up of calcium deposits are found between
the rings, these should be cleaned off.

Where new brickwork is to be bonded to existing,
the surface of the existing brickwork backing shall
be wetted to control the suction rate as far as
reasonably practicable.

Brickwork re—casing to be built to the existing
tunnel profile. Al timber laggings to be firmly
positioned and wedged into place. bricks must be
"bedded” on mortar keyed into the backing and
bed course. Mortar joints to be struck flush.

Work is to be carried out from lowest to highest
row. Lagging to be slid into place prior to each
row being constructed.

Installation of the final course may be achieved by
closing from both sides of the opening using 2
laggings to slide together. Once closed withdraw
one of the laggings and follow through with the
other.

While the re—casing panel is still green the first
and bottom timber lagging can be temporarily
removed to expose the face of re—casing. This
can now be brushed clean and struck. Replace
the first lagging before the second is removed and
the process repeated.

After a period of 7 days laggings and centreings
may be removed. Any holes to be made good.

N.B.

If more brickwork has been cut out than can be
replaced in the possession, the opening must be
sealed by dry lagging using timber laggings wedged
into place.

The contractor is at liberty to propose alternative
methods and/or materials for carrying out the
works in a project specific Form A/B submission.

NOTES

Generdl

Maximum area of brickwork to be removed in any
one repair is dependent on —

total thickness of tunnel lining, condition of
brickwork, length of possession etc.

The vertical extent of repair being limited by site
conditions and possession times.

Should the condition of the backing course be
unstable then it should be brought to the urgent
attention of the emplayers representative.

Consideration should be given at all times for
trackside structures to ensure that when erecting
temporary formwork the gauging clearance is
maintained throughout the works. advice should be
sought from the territory gauging engineer via the
employers representative.

Specification

The width of repair between the centring ribs shall
not exceed a maximum O stretcher bricks, the ribs
being placed 1000mm apart.

The bond of the brick repair shall match existing.
See drawing NR/CIV/SD/521 for types of brick
bond.

Obstructions, such as cable tray brackets and down
pipes should only be removed prior to the repair
with the agreement of the employers representative.
OHLE brackets should not be removed and care
must be taken not to disturb the brickwork
adjacent to these brackets.

Temporary works details and notes on this and
related drawings are indicative only and

are meant for guidance. for each

particular project, the contractor must

satisfy himself and the employers
representative that all temporary works

are correctly designed for the expected

loading conditions and that gauging
requirements are fully satisfied whenever

track is open to traffic with temporary

works in place. The temporary works

design, drawings and Form C are to be
produced in accardance with Network Rail company

standard NR/SP/CIV/003.

Where line is to be open whilst temporary works
remain in place, the location of the temporary
works must be checked to ensure gauging
clearances are not compromised. Exceptionally
where clearances are tight and loads negligible (e.q.
self weight of new brickwork only) then plywood
with appropriate anchors may be used. The
contractor shall include details of their proposals in
their method statements.

Design Assumptions

None.

Risk Assessment

Refer to Drawing NR/CIV/SD/520.
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