
Attachment notice 

Network Rail Standards 

Proceed to document  u 

Information for users 

To access individual modules referenced within this standard, blue active links are provided from the relevant 
index pages where these are listed. Clicking on a specific reference will lead to the corresponding document. 
Please ensure to open bookmarks for easier navigation within the document and to access index of modules.

Alternatively, you may use the search facility to search for a specific document by using the 
complete document reference number – such as NR/L3/SIG/30082/002 – in the search field. 
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User information 

This Network Rail standard may contain requirements that are colour-coded 
according to the following Red–Amber–Green classification. 

Red – Mandatory requirements 

• Requirements that will be complied with, and achieved under all circumstances. 

• Accountability for the efficacy of these requirements lies with the Professional 
Head/Standard Owner. 

• These requirements are monitored for compliance.  

• Local non-compliances, discovered through engineering verification visits, will be 
reported and monitored through the quarterly Engineering Verification Report.  

• Corrective actions will be enforced where local non-compliances remain open 
beyond the agreed mitigation plan dates. 

• These are presented in a red box and with the word “shall” or a direct instruction. 

 

Amber – Conditional requirements 

• Requirements that will be complied with unless deviation has been approved. 

• Accountability for the efficacy of these requirements lies with the Professional 
Head/ Standard Owner, or their nominated Delegated Authority. 

• These requirements are monitored for compliance. 

• Derogations may be permitted; which are to be approved by Standard Owner in 
advance. 

• Derogations and Temporary Non-Compliances may be granted through the 
existing Delegated Authority arrangements. 

• These are presented with an amber sidebar and with the word “shall” or a direct 
instruction. 

 

Green – Guidance 

• Guidance based on good practice; representing supporting information, based on 
good practice, to help achieve RED and AMBER requirements. 

• This guidance is not mandatory and is not monitored for compliance. 

• Alternative solutions may be used, which do not need to be formally approved. 

• Decisions made by a competent person to use alternative solutions should be 
backed up by appropriate evidence/documentation. 

• This is presented with a dotted green sidebar and with the word “should” (usually 
in notes). 
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Issue record 

Issue Date Comments 

1 Sept 2000 First Issue 

2 Feb 2003 Updated to include clamp lock section of 
RT/E/S/19047 

3 June 2012 Total re-issue, includes updates since issue 2 and 
modularised 

 

Compliance 

This Network Rail standard is mandatory and shall be complied with by Network Rail 
and its contractors if applicable from 01/12/2012. 

This standard should be applied to all recovery and abandonment proposals 
presently at GRIP stages 1 to 3. Additionally, it should be applied, wherever practical 
and where cost savings would result, to projects presently at GRIP stages 4 or 5. 

 

Disclaimer 

In issuing this document for its stated purpose, Network Rail makes no warranties, 
express or implied, that compliance with all or any documents it issues is sufficient 
on its own to ensure safe systems of work or operation. Users are reminded of their 
own duties under health and safety legislation. 

 

Supply 

Copies of documents are available electronically, within Network Rail’s organisation. 
Hard copies of this document may be available to Network Rail people on request to 
the relevant controlled publication distributor. Other organisations may obtain copies 
of this document from IHS tel: 01344 328039. 
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1 Purpose 

This Level 2 standard mandates the application of the Clamp Lock Handbook. It is 
intended to provide instruction and guidance on the application of the Clamp Lock on 
Network Rail Infrastructure. 

Inclusion of documentation (including those issued by SPX Rail Systems) within this 
Handbook authorises it for use on Network Rail’s infrastructure. 

 

2 Scope 

This Level 2 standard applies to all applications of the Clamp Lock on Network Rail’s 
infrastructure. 

The Clamp Lock Handbook consists of this specification and a number of individually 
published sections that provide information to signalling designers, installers, 
maintainers and trainers  

Each section contains details of its scope and the requirements for compliance. 

 

3 Structure 

The Clamp Lock Handbook is published as a number of separate documents to 
facilitate the amendment and addition of information without the requirement to 
republish unchanged information. Each section is a stand alone document which 
includes its own scope and compliance requirements. 

The Clamp Lock Handbook is divided into a number of sections. The Sections 
address different parts of the application life cycle although some topics may be 
addressed in more than one section. 

 

The sections are as follows:- 

3.1.1 A000 – General Information (Appendix A) 

Guidance and information for the Clamp Lock system’s life cycle including 
maintenance, faulting, tools and reference values.  

 

3.1.2 B000 – Installation - NR60 In Bearer (Appendix B) 

Installation documentation for In Bearer Clamp Lock in NR60 Rail. 

 

3.1.3 C000 – Installation - Plain Leads (Appendix C) 

Installation documentation for Rail Clamp Point Lock. 

 

3.1.4 D000 – Installation - UIC54B (Appendix D) 

Installation documentation for Rail Clamp Point Lock in UIC54B Rail. 
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