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Issue record

Issue Date Comments

1 June 2006 First Issue

2 March 2009 Renumbered, was NR/WI/TEL/30097.
Compliance

This Network Rail standard is mandatory and shall be complied with by Network Rail
and its contractors if applicable from 05/09/2009.

When this standard is implemented, it is permissible for all projects that have
formally completed GRIP Stage 4 to continue to comply with the Issue of any
relevant Network Rail Standards current when GRIP Stage 4 was reached and not to
comply with requirements contained herein, unless the designated Standard Owner
has stipulated otherwise in the accompanying Briefing Note.

Reference documentation

NR/SP/TEL/31001 Telecommunications Maintenance Testing & Failure
Investigation
NR/L2/TEL/31002 Maintenance of Telecommunications Equipment.

NR/SP/TEL/30032 Positioning and Labelling of Lineside Telephones

Disclaimer

In issuing this document for its stated purpose, Network Rail makes no warranties,
~express or implied, that compliance with all or any documents it issues is sufficient
- on its own to ensure safe systems of work or operation. Users are reminded of their
- own duties under health and safety legislation.

Supply
Copies of documents are available electronically, within Network Rail’'s organisation.
- Hard copies of this document may be available to Network Rail people on request to

the relevant controlled publication distributor. Other organisations may obtain copies
of this document from IHS (Technical Indexes Ltd) tel: 01344 328039.
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1 Purpose

2 Scope

3 Definitions (in addition to those defined in NR/L2/TEL/31002).
4 Responsibilities

Appendix A Maintenance Frequencies for Plug Points
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Appendix B Tunnel Emergency Communication Systems.
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