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Stone Blowing - Hand Held RCS No: NR/L3/MTC/RCS0216/TK44  
Issue: 2 

 

E&P           

S&T  

Track  

Off Track  
 

Personnel 
Involved 
 

Property  

 Struck by Train (1) 
 Electrocution (3) 
 Fuelling (4) 
 Manual Handling (11) 
 Slips, Trips and Falls (12) 
 Noise (15) 
 Use of Jacks 

Key 
Risks 

 
Tools / Equipment Hand Tools Rail Jack Stone blowing lance 

 
Plant Compressor Hand held stone blower  

 

Key Risks Controls Implemented By

Key Generic  
Track Risks 

 See Generic Track Risks NR/L3/MTC/RCS0216TK00 All 
except for 14 & 5  

 

Electrocution  See Risk Control sheets NR/L3/MTC/RCS0216/GA20 
Working Adjacent to DC Electrified Rails Risk Level 
1- 5,  

 See Task Risk Control Sheet NR/L3/MTC/RCS0216/GA021 -  
Working Near Electrical Overhead Line Equipment 

Line Manager / Team 
Leader / Staff 

Use of Jacks  Equipment shall be Inspected prior to use for good condition 
 Operate jack by adopting the correct stance to the jacks 

position 
 Jack shall have a firm base 
 Check jack has been maintained and is within service date 
 Body parts / clothing and team members shall be clear when 

lowering 
 Do not stand on jacked rail 
 See Risk Control Sheet NR/L3/MTC/RCS0216/SP11 – Use of 

Jacks 

 
 
 
Team Leader / Staff 

Dust and 
Silicates 

 COSHH Assessments and controls shall be available 
 Dust Mask shall be worn 

Team Leader  

Stone Blowing 

 Eye Protection shall be worn 
 Ear  Protection shall be worn 
 Warning System (ie Touch Lookout, LOWS etc) 
 All staff shall be positioned behind direction of stone blowing 
 Only competent operators shall use equipment 

 
 
Team Leader / Staff 

Stone Blowing 
S & C 

 WORK SHALL ONLY BE UNDERTAKEN IN A GREEN 
ZONE 

Planner/Line 
Manager/team Leader 

Fuelling  See Task Risk Control Sheet NR/L3/MTC/RCS0216/GA17 - 
Decanting Fuel and Fuelling Small Plant 

Team Leader / Staff 
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Full document details: NR NR-L3-MTC-RCS0216-TK44 IS 2012

http://avadocuments2026.com/doc/nr-nr-l3-mtc-rcs0216-tk44-is-2012
http://avadocuments2026.com/doc/nr-nr-l3-mtc-rcs0216-tk44-is-2012
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PPE Required by NR / Maintenance Policy 

Wear Foot 
Protection 

Team leaders have the delegated 
authority to decide that safety glasses 
need not be worn based on on-site risk. 
This decision shall be recorded on the 
SSOWPS pack.
This does not supersede the 
requirements for eye protection detailed 
on relevant Task Risk Control Sheets.

Additional PPE Required by Task Risk Control Sheet 

Wear Dust  
Mask

Wear
 Hi 

Visibility
Clothing

Wear Safety
glasses to 

BS EN166.F

Wear Head
Protection

Wear
Hearing

 Protection

Wear Hand
 Protection
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