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Issue record
Issue Date Comments
2 December 2005 Re-issued as a SAF3 Business Process Document

Implementation

3 December 2005

Compliance

This Network Rail specification is mandatory and must be complied with by Network Rail
and its contractors from 3 December 2005.

When this specification is implemented, it is permissible for all projects, which have formally
completed GRIP Level 4, to continue to comply with the Issue of any relevant Network Rail
standards current when GRIP Level 4 was reached and not to comply with requirements
contained herein unless the head of electrification and fixed plant has stipulated otherwise in
the accompanying briefing note.

Where the head of electrification and fixed plant has specified that all projects will comply
with the requirements, specific authority not to comply can be sought in the usual manner
using the appropriate non-compliance authority processes described in Network Rail
standard, NR/SP/STP/045 Managing the process for non-compliance authority (formerly
RT/LS/P/045).

Disclaimer

In issuing this document for its stated purpose, Network Rail makes no warranties, express
or implied, that compliance with all or any documents it issues is sufficient on its own to
ensure safe systems of work or operation. Users are reminded of their own duties under
health and safety legislation.

Supply
Copies of documents are available electronically, within Network Rail’s organisation. Hard

copies of this document will be available to Network Rail employees on request to the
document controller and to other organisations from IHS Technical Indexes (01344 404409)
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| Purpose

This specification states the requirements for the design, manufacture and testing of batteries
and battery charging equipment for use in substations and at other similar locations to
provide supplies for tripping, closing, protection and control of electrical switchgear and
associated electrical distribution equipment.

The document is to be read in conjunction with the relevant procurement specification.
2 Scope

This specification applies to all new batteries and battery charging equipment installed on the
A.C. and D.C. Electrified Lines.

3 Reference documentation

EHQ/ST/D/520 Network Rail standard for ancillary wiring of electrical distribution

equipment
EN 60896 Stationary lead acid batteries general requirements and methods of test
EN 60146 Semiconductor converters general requirements and line commutated
converters
EN 60529 Specification for degrees of protection provided by enclosures (IP code)
EN 60269-1 Low-voltage fuses
BS 88
EN 60439 Low-voltage switchgear and controlgear assemblies
BS 5378 Safety signs and colours
EN 60947 Specification for low voltage switchgear and controlgear

4 Definitions
For the purpose of this specification the following definitions shall apply:

British Standard A standard published by the British Standards Institution. lIts
alphanumeric identity is prefixed by BS.

Equipment Equipment including all component parts and accessories.

European Standard A standard published by the European Committee for
Standardisation or by the European Committee for
Electrotechnical Standardisation. Its alphanumeric identity is
prefixed by EN.

International A standard published by the International Electrotechnical
Standard Commission. lIts alphanumeric identity is prefixed by IEC.
Page 5 of 24
Documents
Document Sharing Hub
Copyright Network Rail
Provided by IHS under license with Network Rail Licensee=Weston Williamson/5989497001, User=sam, albett
No reproduction or networking permitted without license from IHS Not for Resale, 03/28/2016 00:40:47 MDT

Full document details: NR NR-SP-ELP-21041ISSUE 2 2005


http://www.avadocuments.com/doc/nr-nr-sp-elp-21041-issue-2-2005
http://www.avadocuments.com/doc/nr-nr-sp-elp-21041-issue-2-2005

Ref: NR/SP/ELP/21041

Copyright Network Rail

Issue: 2
Date: December 2005
Network Rail A collective term for a specification or procedure published by a
Company Standards directorate of Network Rail.
Procurement The contract specific Network Rail documentation, such as,
Specification Invitation to Tender or Technical Workscope.
SCADA Supervisory control and data acquisition.
5 General clauses

5.1 Safety

At all times the equipment shall be safe. Measures shall be taken to ensure the safety of
persons concerned in its installation, operation, maintenance, repair and its eventual
disposal. All apparatus and connections for the safe and satisfactory operation, control
and protection of the equipment concerned, shall be provided whether or not
specifically mentioned.

The equipment shall be adequately provided with interlocking and padlocking facilities,
earthed, insulated, screened, enclosed etc.. Safe and appropriate access shall be
provided for operation and maintenance purposes.

The supplier shall provide recommendations for training in safe operation and
maintenance of the equipment.

5.2 Design, manufacture and workmanship

The equipment shall be designed and manufactured in accordance with best practice,
taking cognisance of the system in which it will operate. All material shall be of the
quality and of the type most suitable for working under the conditions specified for the
full service life of the equipment.

5.3 Spare parts and consumables

The supplier shall make recommendations to the purchaser for holdings of spare parts
and consumables based on estimated replacement rates and delivery periods to ensure
that the equipment complies with this specification throughout its specified service life.
The supplier shall indicate the extent of commonality with equipment previously
supplied.
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5.4 Drawings

Drawings of the equipment covering each of the following aspects shall be submitted to
the purchaser for scrutiny:

a) general arrangement (internal and external);

b) static and dynamic loadings and foundation and fixing requirements;

c) schematic/circuit diagrams;

d) diagram and rating plates;

e) details of cable entries and terminations;

f) detailed wiring diagram or schedules.
All drawings shall be of good, legible quality. Four copies of each drawing or as varied

by the procurement specification shall be provided.

Where it is essential for clear understanding of the circuits, block or circuit diagrams
shall include details of components which are existing or are not being provided by the
supplier. Wiring diagrams shall include any unused wires, contacts, plugs, sockets,
terminals and the like.

As an alternative to separate circuit and wiring diagrams, combined diagrams may be
provided. In this case, the position of each wire termination shall be indicated either
on the drawing or by means of a schedule of terminations.

A short description of each revision shall be provided under consecutive revision
letters or numbers together with the date.

Wherever feasible, some means shall be used to identify the location of the most
recent revision, for instance by circling the locations.

All drawings shall be brought up to date as necessary, to provide a permanent as-fitted
record and shall be supplied in the software format specified in the procurement
specification.

5.5 Instruction manual

The supplier shall produce a comprehensive and specific instruction manual covering all
aspects of installation, operation and maintenance and eventual disposal, and shall
supply the number of copies stated in the procurement specification. The manual shall
provide guidance to enable all work to be carried out safely and efficiently. The manual
shall contain only relevant information and shall include:

a) adescription of the construction, installation, functioning and rating of the

equipment;
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b) operating instructions, including safety and isolation procedure;

c) routine maintenance including any special precautions, fault finding and
major overhaul procedures and periodicity;

d) full details of recommended adjustments and settings for the equipment and
its protective devices where appropriate;

e) instructions for eventual disposal including safety and handling precautions
and recommendations;

f)  drawings, illustrations and data enabling all component parts to be readily
identified and to allow procurement for replacement purposes;

g) the drawings listed in clause 5.4 entitled ‘Drawings’;
h) alist of locations and associated serial numbers.

The manual shall be of loose leaf design with at least four retaining rings and with oil
resistant hard covers. It shall be of A4 size and include drawings reduced to A3 or A4
size. Drawings reduced in size shall remain clearly legible. The purchaser may accept
drawings larger than A3 subject to suitable, clearly labelled protective drawing storage
folders being provided for inclusion in the manual.

Three copies of the draft manual shall be submitted to the purchaser not later than the
end of the third quarter of the period between the contract date and scheduled
delivery date and in sufficient time to enable any modifications to be incorporated and
the full quantity of final copies to be available prior to delivery of the equipment.

Before the purchaser takes over full responsibility for the equipment, for example, at
the expiry of the maintenance period, any necessary modifications shall be made and
sufficient copies provided to the purchaser for incorporating into the full quantity of
manuals supplied.

5.6 Delivery

The equipment shall be suitably prepared to withstand, without damage or
deterioration, the method of transport to site, cranage, storage and positioning stated
in the procurement specification. The equipment shall be protected, as necessary,
against the weather. The destination for delivery shall be as stated in the procurement
specification.

Any factor that may affect the onward delivery to a final site (e.g. dimensions and
weight limits) shall be subject to agreement between the supplier and the purchaser.
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