
 

 

Supplement Notice 

Company Standards 

I have read & understand the supplement. 
Proceed to standard  u 

Proceed to supplement  u 

Information for users 

The attached standard: RT/CE/S/024 

Issue 1

has essential supplementary information 

 

 

Instructions for use 

It is essential that you first read and understand the supplement pertaining to the standard before proceeding to the 
standard.  You must then apply the requirements of the supplement to the standard. 
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Ref NR/SP/TRK/024
Issue 1 
Date March 1996 

 

 
 

Component Kits for BR Mk111 4- and 6- hole Glued 
Insulated Joints (formerly RT/CE/S/024) 

 

 

This temporary front sheet facilitates change to the 
new Network Rail Standards referencing 
nomenclature. 

The Ref above will be formally allocated to this 
standard when it is next changed in the meantime 
the contents, date and issue number of this Network 
Rail Standard are UNCHANGED and with 
immediate effect it should be referred to as “(new 
ref) formerly (old ref)”. 

 

 

 

 

This document is the property of Network Rail. It shall not be reproduced in whole or part nor disclosed to a third 
party without the written permission of the Standard Owner. 
© Copyright 2004 Network Rail 

Uncontrolled copy once printed from its electronic source.  
Published & Issued by:  Network Rail; 40 Melton Street, London NW1 2EE 
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©  Copyright 1996 Railtrack PLC
All rights reserved. No part of this publication may be reproduced, stored in a retrieval
system, or transmitted, in any form or by any means, electronic, mechanical, photocopying,
recording or otherwise. without the prior written permission of Railtrack PLC.
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RAILTRACK LINE SPECIFICATION

COMPONENT KITS FOR BR Mk III 4- AND 6- HOLE
GLUED INSULATED JOINTS

___________________________________________________________________________

Summary

This specification defines the items required (excluding rail, bolts, MGL pins and adhesive) to
make up a component kit for the production of glued insulated rail joints of the BR MkIII 4-
or 6-hole design.

Issue record

This specification will be updated when necessary by distribution of a complete replacement.
Amended or additional parts of revised pages will be marked by a vertical black line in the
margin.
Issue:  1 Date:  March 1996 Comments:  Supersedes GC/ES0129

Responsibilities

This specification shall be complied with by all personnel responsible for specifying,
procuring or supplying BR MkIII glued insulated rail joints for use in Railtrack’s
infrastructure.

Users of this specification shall ensure that they use the latest available versions of any
documents to which reference is made.

Implementation

The provisions of this specification are mandatory and apply from two months after the
issue date shown at the top of this page unless a temporary non-compliance has been
authorised by Director Civil Engineering.

Disclaimer

Railtrack PLC has used its best endeavours to ensure that the content, layout and text of
this document are accurate, complete and suitable for its stated purpose.  It makes no
warranties, express or implied, that compliance with the contents of this document shall be
sufficient to ensure safe systems of work or operation.  Railtrack PLC will not be liable to
pay compensation in respect of the content or subsequent use of this document for any
purpose other than its stated purpose or for any purpose other than that for which it was
prepared except where it can be shown to have acted in bad faith or there has been wilful
default.

Supply

Persons requiring controlled copies of this specification shall obtain them from their
Directorate’s Document Control Point.
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