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Ref: RT/CE/S/084
Issue: |

Date: April 2004
Issue Record
Issue Date Comments
Issue | April 2004 New Specification
RT/CE/P/042 is superseded by this Specification and
RT/CE/S/085.

This Specification will be updated when necessary by distribution of a complete
replacement. Amended or additional parts of revised pages will be marked by a
vertical black line in the margin.

Implementation

This Specification is mandatory and shall be implemented from st July 2004.

Compliance

This Specification shall be complied with by persons responsible for the management
of Tunnels.

Disclaimer

Network Rail has used its best endeavours to ensure that the content, layout and
text of this document are accurate, complete and suitable for its stated purpose. It
makes no warranties, express or implied, that compliance with the contents of this
document shall be sufficient to ensure safe systems of work or operation. Network
Rail will not be liable to pay compensation in respect of the content or subsequent
use of this document for any purpose other than its stated purpose or for any
purpose other than that for which it was prepared except where it can be shown to
have acted in bad faith or there has been wilful default.

Supply
Copies of documents are available electronically, within Network Rail’s organisation.

Hard copies of this document will be available to Network Rail staff on request to the
Document Controller and to other organisations from Technical Indexes Ltd (01344
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| Purpose

The purpose of this Specification is to define the requirements for the management of
existing Tunnels within Network Rail’s infrastructure such that there is no
unacceptable risk to safety as a result of their condition, use or location.

This Specification contains requirements supplementary to Network Rail Company
Standard RT/CE/P/032 - “Managing Existing Structures”, in respect of the scope of
this Specification. Compliance with this Specification, and with other documents
referenced herein, will ensure compliance with RT/CE/P/032 and the Railway Group
Standards as listed in Appendix A in respect of the management of structures in the
scope of this Specification.

2 Scope

This Specification applies to all Tunnels and other structures that have been assigned
Structure Category C in accordance with RT/CE/P/032, and to those appointed by
Network Rail to be responsible for the management of such structures.

Guidance on the assignment of an individual structure to Structure Category C is
included in Appendix B. The word “structure” in this Specification means any
structure that has been assigned Structure Category C.

The group of Network Rail Standards for the Management of Existing Structures is
shown in Appendix B of RT/CE/P/032. Within this Specification, references to
Specifications within the group of Standards for the Management of Existing
Structures are made in relation to the Structure Category i.e. EX(A) to (G) and the
Volume number, as well as the Network Rail Standard number.

Health and safety requirements applicable to operational safety are not within the
scope of this Specification.

This Specification does not define the organisational and commercial responsibilities
for delivering the requirements of the Specification.

3 References Documentation

Railway Group Standards
GC/RTS5100 Safe Management of Structures
GC/RTS5152 Mineral Extraction and Landfill — Managing the Risk

GC/RTS5180 Safe Asset Management of Infrastructure — Tunnels

GC/RT5202 Vegetation — Managing the Risk

GI/RT7001 Management of Safety Related Records of Elements of the
Infrastructure
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Network Rail Standards Forming the Group of Standards for Existing
Structures
RT/CE/P/032 “Managing Existing Structures”

Section A — Specification for the Management of Bridges and Culverts

RT/CE/S/035 Volume EX(A) 3 - “Assessment of Structures”
RT/CE/S/047 Volume EX(A) 6 - “Standards of Competence for Examination of
Structures”

Section C — Specification for the Management of Tunnels

RT/CE/S/085 Volume EX(C) 2 - “Examination of Tunnels”

Other Network Rail Standards

RT/CE/P/037 “Managing the Risk Arising from Mineral Extraction and Landfill”

RT/CE/P/044 “Managing Structures Works”

RT/CE/S/003 “Technical Approval of Design, Construction and Maintenance of
Civil Engineering Infrastructure”

RT/CE/S/069 “Lineside Facilities for Personal Safety”

RT/E/S/21085  “Design of Earthing and Bonding Systems for 25 kV A.C. Electrified

Lines”
RT/LS/P/O14 “Safety Review Groups”
RT/LS/P/O15 “Rolling Stock Acceptance Board”

Network Rail Guidance Note
RT/LS/G/001 “Managing Safety Risk”

Network Rail Good Practice Guides
Data Gathering for the Management of Tunnels
Location and Treatment of Tunnel Shafts

4 Definitions

Additional Examination

An examination of a specific part of a structure in detail, or to monitor a particular
defect, condition, movement or component of a structure following an incident or
report, which is carried out in addition to Visual and Detailed Examinations.

Assessment

The determination of the safe load carrying capacity of a structure taking into account
the physical condition and location of the structure. The term includes site
inspection with site measurements and the carrying out of any calculations and
checks.
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Blind Shaft
A Shaft that has been sealed or capped in such a way as to render the position of the
Shaft discernible.

Detailed Examination

A close examination of all accessible parts of a structure, generally within touching
distance, of sufficient quality to produce a record that includes the condition of all
parts of the structure, the uses to which the structure is being put, recommendations
for remedial action, and any other relevant facts.

Evaluation

The appraisal with regard to condition, use and location of all relevant information
and circumstances relating to a structure to establish whether action is required to
ensure that the level of safety and serviceability of the structure remains acceptable.

Failure
The situation in which a structure is no longer capable of performing the function
required of it.

Hidden Shaft
A Shaft that has been sealed or capped in such a way as to render the position of the
Shaft indiscernible.

Maintenance Work

Any planned work requiring the reinstatement of the components of a structure
without resulting in a permanent change to the general form of the structure, or any
permanent reduction of the existing structure gauge or standards of safety.

The term includes:

like-for-like repairs and replacement of components;

repairs and replacement of components in similar or modern equivalent
materials provided that such substitution does not affect the integrity or
performance of the structure;

“good housekeeping” activities such as cleaning, painting, removal of
harmful vegetation from structures, clearing mud and silt from
watercourses and the like.

Monitoring
Continual or regular checking by observation or measurement to verify or establish
changes in the condition or environment of the Tunnel.

Other Works
Works not directly related to the management of the structural integrity of a Tunnel,
but which could nonetheless affect its fitness for purpose.
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Remedial Work
All repairs, renovation or renewal work to a Tunnel.

Shaft
An opening between a Tunnel bore and ground level usually provided to ventilate or
give access during construction or afterwards.

Significant
Anything that measurably changes the safety of a Tunnel.

Sensitive Structure

A structure which requires Detailed Examinations to be carried out at intervals less
than the normal interval defined in Specification Volume EX(C) 2 — “Examination of
Tunnels” (RT/CE/S/085) because the rate of deterioration is unpredictable or
exceptionally rapid, or because of the loads carried, or because of the particular
structure or site conditions.

Structure Category

The category (A, B, C, D, E, F or G) to which a structure is assigned, in accordance
with RT/CE/P/032 — “Managing Existing Structures”, that defines which management
processes are to be used to manage the structure.

Structures Works

Physical intervention to a structure including strengthening, replacement (part or
whole), structural temporary works, Maintenance Works and preventative
maintenance, e.g. painting, re-pointing and waterproofing. It excludes routine
Maintenance Works such as vegetation clearance, drain clearance and debris removal.

Tunnel

A structure provided to allow the railway or services to pass under higher land,
Buildings and/or water, which has been excavated without removing the surface of
the land. The term includes the bore, any associated Shafts, adits, portals, inverts and
drainage system within, or attached to the structure of the Tunnel. The term
excludes track drainage which is not integral with the structure. The term also
applies to any other type of construction that needs to be examined as a Tunnel.

Tunnel Management Strategy
A document that defines the specific management processes, competencies and
timings that are required for the management of a particular Tunnel.

Undertrack Crossing

A buried service route passing under the track(s) below the level of the underside of
the sleepers or track slab. The term excludes services laid through a bridge span or
in the roadway beneath a bridge span.
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Visual Examination

An examination to identify changes in the condition of a structure carried out from a
safe observation location, without using special access equipment but using
permanent access ladders and walkways, binoculars and hand held lighting where
necessary.

Zone of Influence
An area of land above a Tunnel that may be influenced by the existence of the Tunnel.

5 Competencies, Roles and Responsibilities

Persons responsible for the management of Tunnels in accordance with this
Specification shall have sufficient skill, knowledge and experience of the management
of Tunnels, structural safety and the mechanisms of structural deterioration and
Failure to manage Tunnels of the required type. They shall have knowledge of Tunnel
construction techniques used to construct the Tunnels for which they are
responsible.

Such persons shall be competent in accordance with the requirements of Unit | of
Specification Volume EX(A) 6 - “Standards of Competence for the Examination of
Structures” (RT/CE/S/047).

6 Management Actions

Existing Tunnels shall be managed over their life cycle by the processes idealised in
Figure |. This Specification and Network Rail Company Standard RT/CE/P/044
“Managing Structures Works” together define the management process in Figure |
for structures in Structure Category C.

The management processes comprise:

routine management processes;
Structure Category specific management processes;
particular management processes.

Page 9 of 31
Documents

Document Sharing Hub

Copyright Network Rail
Provided by IHS under license with Network Rail Licensee=Weston Williamson/5989497001, User=sam, albett
No reproduction or networking permitted without license from IHS Not for Resale, 03/28/2016 01:17:44 MDT

Full document details: NR RT-CE-S-084 ISSUE 12004


http://www.avadocuments.com/doc/nr-rt-ce-s-084-issue-1-2004
http://www.avadocuments.com/doc/nr-rt-ce-s-084-issue-1-2004

Ref: RT/CE/S/084
Issue: |
Date: April 2004

Incident Reports and
Defects:

NETWORK RAIL HQ

1. Establish Policy

2, Define Standards

3. Financial Management
4. Audit

5. Regulatory Reporting

- Bridge Strikes

- Scour

- Flooding

- Vandalism

- External Events
- Defects

Covered by

RTICE/PI032 ™ |

Feedback Process

A

Enquiries:
External & Internal

- Route Clearance

\‘

Management

Control Procedures

Listing and
Identification

STEADY STATE
MANAGEMENT

Examination
NelAction Evaluation Evaluation No Action

o Intervention
5 ! Required ;
0 Engineering Option
't Development

______ _ ' L Option P
v Appraisal <
: . Intervention
. Scope /<€
H ; / OPTION APPRAISAL
Doo|lcacocoodboa0a00,0

Enhanced
Examination
Regime

Operating
Restriction

- Infrastructure Change

- Outside Party Proposals
- Abnormal Road Loads

- Other Change of Use

_ Covered by
RT/CE/P/044

Figure |

The Structures Management Process for Structures Owned or Managed
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