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Abstract

This standard consists of specifications covering solid sawn-naturally durable hardwood crossarms and braces.
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FOREWORD

The information contained in this Foreword is not part of this American National Standard (ANS) and has not been processed
in accordance with the American National Standards Institute’s (ANSI’s) requirements for an ANS. As such, this Foreword
may contain material that has not been subjected to public review or a consensus process. In addition, it does not contain
requirements necessary for conformance to the standard.

This standard was developed by Accredited Standards Committee O5 on Specifications for Wood Crossarms & Braces (ASC
O5) under the sponsorship of the Alliance for Telecommunications Industry Solutions (ATIS). This Committee was organized
in December 1924 and has produced revisions of this specification from time to time as required or deemed beneficial.

ANSI guidelines specify two categories of requirements: mandatory and recommendation. The mandatory requirements are
designated by the word shall and recommendations by the word should. Where both a mandatory requirement and a
recommendation are specified for the same criterion, the recommendation represents a goal currently identifiable as having
distinct compatibility or performance advantages.

Suggestions for improvement of this standard will be welcome. They should be sent to ASC O5 Secretariat, c/o ATIS, 1200 G
Street, NW, Suite 500, Washington, DC 20005.

This standard was processed and approved for submittal to ANSI by Accredited Standards Committee O5 on Specifications
for Wood Crossarms & Braces. Committee approval of the standard does not necessarily imply that all Committee members

voted for its approval.

At the time it processed and approved this standard, the ASC O5 membership was comprised of the following:

Nelson Bingel, Chairman

Colin McCown, Vice Chairman
Jean-Paul Emard, ATIS Secretariat
Chad Underkoffler, ATIS Chief Editor
J. R. Gonzalez, P.E., Technical Editor

AW. Williams Inspection Co, | E.D. Williams Jr. (Alt)

Ine. E.D. Williams (Alt) Electric T&D Randy Hopkins
Alabama Power Company Robert Patterson Hughes Brothers, Inc. Stephen Smith
American Inst. Of Timber | Jeff Linville Intec Services Andrew Kudick
Construction Ron Goff (Alt) Laminated Wood Systems, Inc. Robert Reisdorff

American Wood Protection Assn.

Colin McCown

Bell Lumber & Pole Company

Todd Brown

Langdale Forest Products Co

Jim Hickman

C. Eric Hall (Alt)

Brooks Manufacturing Shannon Terrell McFarland Cascade Les Lonning
Dwayne Carter (Alt) MclIntyre Associates, Inc. Craig McIntyre
ComeEd Distribution Engineering | David D’'Hooge Minnesota Power Reed Rosandich

Cox Industries

James Healey

Mississippi State University

H. Michael Barnes

Byron Altman (Alt)
Natural Rural Electric Coop. | James Carter
East Otter Tail Telephone Co. Allen Arvig Assoc. Nick Klein (Alt)
Edison Electric Institute Gregory Obenchain North American Wood Pole | H. Martin Rollins
EDM International Rob Nelson Council Carl Johnson (Alt).
Andrew Steward Oregon State University Jeffrey Morrell

Full document details: 05 05.6 2010

ii

Documents

Document Sharing Hub

‘paifwaad ST UDTINOTJISTP JO UOT3aNpoJdad Jayidng on

“HHLHMY QHOW RO 0000+ 9T:85:8T $T7-90-T202 UD PapeoTumop ‘Wod°383J4354Ja3 SuoTdTdasgns ‘377 38adisydal fg WOJ3W 03 pasuadT] TeTJaiew payyituhdog


http://www.avadocuments.com/doc/o5-o5-6-2010
http://www.avadocuments.com/doc/o5-o5-6-2010

ANSI 05.6.2010

Osmose Utility Services, Inc. Nelson Bingel, III The Oeser Company Tim Durbin
Outside Plant Consulting | Larry Slavin Timber Piling Council Dean Matthews
Services, Inc.

Timber Products Inspection Mike Dilbeck

PLS Poleyard

Bill Latunen

Qwest

Michael Fargano

Rural Utilities Services

H. Robert Lash

Southern California Edison

Arthur Peralta
Brian Flynn (Alt)

Southern Pressure Treaters Assn.

Joseph Wheat
Tom Greene (Alt)

State University of NY

Robert Meyer

T.R. Miller Mill Company

Ron Cauley

University of Canterbury

David Carradine

University of New Brunswick

Y.H. Chui

Western Area Power

Administration

Gerald Paulson

Karen Rowe (Alt)

Western Red Cedar Pole Assn. Steve Kracht

Western Wood Preservers | Robert West

Institute

Wood Preservation Canada Henry Walthert
Craig Frohlich (Alt)

Telcordia Technologies

Trevor Bowmer

Full document details: 05 05.6 2010

ii

Documents

Document Sharing Hub

‘paifwaad ST UDTINOTJISTP JO UOT3aNpoJdad Jayidng on

“HHLHMY QHOW RO 0000+ 9T:85:8T $T7-90-T202 UD PapeoTumop ‘Wod°383J4354Ja3 SuoTdTdasgns ‘377 38adisydal fg WOJ3W 03 pasuadT] TeTJaiew payyituhdog


http://www.avadocuments.com/doc/o5-o5-6-2010
http://www.avadocuments.com/doc/o5-o5-6-2010

ANSI 05.6.2010

TABLE OF CONTENTS

"paiyTwaad ST UOTINGTJISTP J0 UOT33np

1  SCOPE & GENERAL REQUIREMENTS 4
1.1 T 000) 2 U SUTPRRRUSNt 4
1.2 GENERAL REQUIREMENTS ....ceiiiiiiiutttitieeeeeiitteeeeeeeeeiesaaeeseseesiasaasssesesseesssasssesesssesssssasssesssssnsssssseeesesiessrsseseseesmmmsaresseeessnnnns 4
2 NORMATIVE REFERENCES 4
3  DEFINITIONS 5
4 MARKING 8 -
4.2.1 SPecies DESIGIALION .............c.ccccoriiriiiiiiiiiii ettt ettt ettt ettt et ettt e ) :
4.2.2 Example. (This information may be in some other form or order, if authorized by the purchaser.)........................ 9 z
5 STORAGE 9
6 QUALITY CONTROL 9
7 REJECTION 9
8 DESIGNATED FIBER STRENGTH 9
9 SPECIFICATIONS FOR CROSSARMS 13 H
9.1 OPTIONS & LIMITATIONS (REQUIREMENTS ) .....eeetteeteeeereeeseessreeasseessseeensessssesassessssesassessssessssesssssssssessssessssessssesassessnne 13 f
9.2 MANUFACTURING REQUIREMENTS .....uuutiiiiiiiiiiiiieeteeeeeeieiitareeeseeseesssressseessesssseseeesssssmsssssssssssssssssseessessomssssssssesssnnnns 13 m
10 LIMITATIONS 13 ?
T0.T CHECKS vverertessueeeeee e ssssees 258 13 :
10.2 TENSION WOOD ....couuuiiiiiiiaiiieieetesie et 14 -
L0.3 CRACKS woovieieeteeeeteteee ettt e v et ettt et eteee et et et et eas s et es e es et e s e s et eas s et ess s et esses et es et esess et et ees s et ens et et ess s et easesessas et eseseesesnasesees 14 z
10.4  ADVANCED DECAY (DOTE OR ROT) ..eeutteiteeueesiesseerueenseeseeeesseesssesseasseesseansesssesseesssesseenseesesssesssessessseensesssesssesssessenses 14 g
LO.5  DECAY ittt ettt ettt ettt ettt e bt bt e e bt e bt e e bt e e bt e e bt e e bt e e bt e e hbe e bt e e eat e e bt e e eateenhteeshteesabe e bbeenareens 14 5
LO.6  DENSITY .eeteitieiiieiitee ettt ettt ettt ettt ettt ettt e bte ettt e bte ettt esbae ettt eabteeabteea bt e esee e s beeaste e bbeeeaeeessbeenbeeesbeansbeesnbeenaneesabeennnaens 14
TO.7  KONOTS ceeeetiieiieeitieeitteette et e eteeeteeeabeeesaeessteeansaeasseeassaeasseeansaesnseeansaesssaeasseeasseeasseeansaeasseesnseensseeansaeanseesssesnsseenssesnnsenns 14
T0O.8  PITH CENTERS ..euttieitteetieeteeeteeetteeteeeseesseeasseessseeasseessseeassessssesassessssesansessssesassesssssssssessssessssesssseenssessssessssessssessseens 14
JO.9  SAPWOOD ..oiouiiiiiiieitieeiteeete ettt ertteetteebee e taeeteeeteeasseeesseeasseessseeanseesssaeanseeasseeanseesssaeasseesssesanseeasseeansessssesasseessseensseens 14
10.10 SEASONING ....eeeetitetreetteestteeteeessteeteeessreeseeesssaesseessseessseesssesasseessseessssensssesssssssssenssesssseenssessssesnssesssseensseesssesnseens 14
10.11 SHAKES .. utttetteeteeeitee ettt etteesteesstteeteeassesseeassaesseesssaesseeassessseessseansseessseensseensseensseensseenssesnsseenssessssesnsseesssessseens 14
10.12 SLOPE OF GRAIN .....oieuiitieetietteteeseeetestesseesstasseasseassesssesseasseesseenseassesssesssesssesseeseensssnseeseenssesseensesnsesssesnsesssesseesses 15
10.13 SPLITS ...ttt ettt ettt ettt et ettt ettt ettt ettt e bte ettt e bt e eabe e e bee ettt eab e e e st e eabbeensbe e bt e e bt e e bt e ebee e st e enbte e bt e e bt e e nabeennbeesabeenaneens 15
10.14 TIORN GRATIN ...eetteitteiteeite ettt et e sttt ettt e sut e ettt e shteebte e bee e bte e bbeeateeabte e ate e bt e eaee e bbeenbee e st e enbeeenbesabeeenbeenneeenanesnseas 15
10.15 WWANE ettt h ettt e b e e ht e b et e hee e bt e e bt e e bt e e bt e e bt e ea bt e e bt e e bt e e ab e e bt e e abe e bt e e snee e bt e e sbaeenbes 15
10.16 WWARP ettt ettt e h e e h e s bt e ht e e bt e e bt e bt e e bt e e bt e e bt e e bt e e bt e e bt e e bt e e ehteebteeeate e bt e e nbaeenbes 15
10.17 WORM HOLES (PIN HOLES).....eeuteetteetteteesttesseesseeseessesssesseesseenseensesssesssesssesseensesssesssesssessesnsesssesssesseesssessesssesnsesssenns 15
11 SEASONING 15
A  TEST SETUP FOR EVALUATION OF CROSSARM BENDING MOR 17
B  ADJUSTING TEST RESULTS TO OBTAIN FIBER STRENGTH 20
C BIBLIOGRAPHY 21
D REQUIREMENTS FOR CONSIDERATION OF NATURALLY DURABLE HARDWOOD SPECIES INTO
05.623
DT U SCOPE ..ottt ettt ettt e st e ea bt e s bt e e a bt e e a bt e s bt e e bt e e bt e et e e s bt e eab e e e bt e e abe e e bt e eabe e e bae e bt e e hteenbeeenbeeeneas 23
D.2 REQUIREMENTS ....eitttiiutteeittenittesteesteesseesttesseesaseesuseesaseessstessteesseessseesstesaseesnseesssesssseesnseeanseesnseesnseesnssesnseesnseesssesnsees 23
E - MEASURING DENSITY 25
ﬁ Documents

Document Sharing Hub

Full document details: 05 05.6 2010


http://www.avadocuments.com/doc/o5-o5-6-2010
http://www.avadocuments.com/doc/o5-o5-6-2010

ANSI 05.6.2010

ELLSCOPE ..ottt e et et e e e e e et a e e e e e eeta—bateeeeeee——taae e et aaaa———aaeaeeeaai——aataaeeeaaararaaaeeeaaes 25
E2. MASS, VOLUME & DENSITY ...ooiiiiuttettieeeieiiiieeeeee et eeestaeeeeeeeetestaseteesesessaaseeesesssesassssesessesssassessesssessasesssesssemsisressseessonnns 25
E.3 MEASURING THE MASS... .
E.4 MEASURING VOLUME .....uuutiiiiiiiiiiiieeteeeeeeieeteeeeeeeeetesataseeeseeesasssasesessessasaaseeeeesssesaasseetesseaaaasseeseessassaasesseesssesnareeeseesennes

E.5 PROCEDURE FOR MEASURING DENSITY ....uuttiiiiiiiiiiiiieieeeeeeiestereeeeeeeeseaaeeeeeeeesessaasseesessessssasssssesssesssssesssesssssssssssesessennnns 26

TABLE OF FIGURES

FIGURE 1 FEATURES OBSERVED DURING GRADING

FIGURE 2 - CROSSARM SECTIONS ......eciittiteiittteeeeteeeeeitseeeeeuseeeaatseseaesssseaassaeaasssssaesssseasssssaasssseeeasssessessseeaasssseeessssssassseeeaseseenses
FIGURE 3 - RECOMMENDED DIMENSIONS FOR CROSSARMS WITH ARMS HAVING 2,4, 6, AND 8 PIN HOLES .....cuvvvveeviviinreeeeeeeeennns 11
FIGURE 4 - SAMPLE OF SPECIFICATION PREPARED BY USER ... .
FIGURE 5 - CROSSARM EDGES.......uviiiiitieeeiiteeeeeteeeeeeteeeeeetaeeeeeteeeeeesseeeaesssseaassssseesssssseesssseeassseseasssseaesssseeanssseeensseseaeseeeeasseeaans

FIGURE 6 - TEST SETUP FOR EVALUATION OF CROSSARM BENDING MOR ...ttt 17
FIGURE 7 - COMMON SHAPES AND THEIR VOLUME FORMULAS

TABLE OF TABLES

TABLE 1- LIST OF APPROVED SPECIES ......ccciiuttieiittieeeeiteeeeeetteeeeeseeeeeiaseseeetssaeaasssseeessseesaassssseasssseeasseesaesssaeeasseseesassseesasssseensseseeases
TABLE 2 = FIBER STRENGTH ....ooiiiittiieieitieeeeiteeeeetteeeeeteeeeeeteeeeaetseseaeeaseseaeaseaeaassssseesssseseessssseassessaeasseessesssseaassssseessseesanssseeeaseeeenses
TABLE 3 - FACTORS FOR DETERMINING FIBER STRENGTH VALUES.... .
TABLE 4 - FACTORS FOR DETERMINING FIBER STRENGTH VALUES ......ccciiuiiiiiiiiieeeiieeeeeteeeeeiteeeeestseseeetsseeeeeseeeeessseseeessseessssesaans

Documents

Document Sharing Hub

1ii

Full document details: 05 05.6 2010

‘paifwaad ST UDTINOTJISTP JO UOT3aNpoJdad Jayidng on

“HHLHMY QHOW RO 0000+ 9T:85:8T $T7-90-T202 UD PapeoTumop ‘Wod°383J4354Ja3 SuoTdTdasgns ‘377 38adisydal fg WOJ3W 03 pasuadT] TeTJaiew payyituhdog


http://www.avadocuments.com/doc/o5-o5-6-2010
http://www.avadocuments.com/doc/o5-o5-6-2010

AMERICAN NATIONAL STANDARD 05.6.2010

American National Standard for Wood Poles and Wood Products —

Solid Sawn-Naturally Durable Hardwood Crossarms &
Braces — Specifications & Dimensions

‘paiyTwaad ST UOTINGTJISTP J0 UOT33npo

971 %

1 SCOPE & GENERAL REQUIREMENTS
1.1 Scope

This standard consists of specifications covering solid sawn-wood crossarms and braces manufactured
from naturally durable hardwoods. The specifications are intended to cover communications
crossarms, power crossarms, heavy-duty crossarms, and heavy-duty braces. Crossarms are intended
primarily for use as beams. Heavy-duty crossarms may also be used as struts or columns in braced H-
frames. Braces used may be tension-type, compression-type, or both.
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Only crossarms and braces that meet the naturally durable hardwood species criteria established in this
Standard will be allowed to be listed as an approved naturally durable hardwood cross arm or brace.

All naturally durable hardwood crossarms and braces listed in this Standard shall be tested in
accordance with ASTM D2017 - 05 and have an Indicated Class of Resistance of “Resistant” for all
applicable test fungi.

NOTE: This Standard does not purport to establish the durability or Indicated Class Resistance of any particular

species listed herein. The users of this Standard shall review all pertinent data and make their own determination as
to the appropriateness of the natural durability of a particular species for the user’s application.
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1.2 General Requirements

All naturally durable hardwoods for crossarms and braces shall originate from managed forests with
sustainable forest management practices and shall be certified by an agency or third party acceptable to
the end user as a sustainably managed forest. Examples of such certifying organizations include
Programme for the Endorsement of Forest Certification™ (PEFC), formerly the Pan European Forest
Certification; Sustainable Forestry Initiative® (SFI), Forest Stewardship Council® (FSC); Sistema
Brazileiro de Certificagao Florestal (CERFLOR); as well as others.

Complete detailed instructions shall be given to the supplier whenever the requirements of this
Standard are modified to meet special conditions.

2 NORMATIVE REFERENCES

The following standards contain provisions which, through reference in this text, constitute provisions
of this American National Standard. At the time of publication, the editions indicated were valid. All
standards are subject to revision, and parties to agreements based on this American National Standard
are encouraged to investigate the possibility of applying the most recent editions of the standards
indicated below.
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ANSI C2-2007, National Electrical Safety Code!, or applicable State Regulations

ASTM D198-05a, Standard methods of static tests of lumber in structural sizes.)

ASTM D2017-05, Standard Test Method of Accelerated Laboratory Test of Natural Decay Resistance of Woods.3
ASTM D2915-03, Standard practice for evaluating allowable properties for grades of structural lumber.))
ASTM D9-05, Standard terminology relating to wood and wood-based products.?)

AWPA E1-09, Standard Method for Laboratory Evaluation to Determine Resistance to Subterranean Termites.
AWPA E7-09 Standard Method of Evaluating Wood Preservatives by Field Tests with Stakes.

AWPA M6-07, Brands used on forest products.?)

SPIB, Grading Rules — 2002 Edition, Southern Pine Inspection Bureau.?)

SPIB, Special Product Rules for Structural, Industrial and Railroad Freight Car Lumber

WCLIB, Standard Grading Rules No. 17: West Coast Lumber Inspection Bureau?

3 DEFINITIONS

The following definitions are equivalent to those given in ASTM D9-05, WCLIB Standard Grading Rules
No. 17, or SPIB Grading Rules, and shall apply to the terms used in this standard.

3.1 brashness: Commonly, the tendency of the wood to fail suddenly under stress, and to break at
relatively small deflection across the grain, with little or no splintering. It is also called brittleness.
Possible causes of brashness include heat degradation or the presence of decay. Three characteristics
indicative of the brashness of a piece are:

a) Exceptionally low specific gravity or weight, as compared to average weight for its species;
b) An especially small proportional amount of latewood; and
c) Fibers with thin walls.

3.2 check: Lengthwise grain separation, usually occurring across or through the growth rings, as a
result of seasoning. This is shown in Figure 1.

1 Available from < http:/ /shop.ieee.org/store >.

2 Available from American Society of Testing and Materials (ASTM), < http:/ /www.astm.org >.
% Available from Southern Pine Inspection Bureau (SPIB), < http:/ /www.spib.org >.

% Available from West Coast Lumber Inspection Bureau (WCLIB), < http:/ /www.wclib.org >.
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MEASURE AVERAGE DEPTH

4

RADIAL LINE

3-in (7.6cm)
MEASURING LINE

(a) Rate of Growth

——

(c) Shake (d) Split

Figure 1 Features observed during grading

3.3 compression failures: Localized buckling of fibers, produced by the compression of wood along
the grain beyond its ultimate capacity.

3.4 crack: A break or fracture across the grain of the wood.

3.5 decay: A disintegration of wood substance due to the action of wood-destroying fungi, resulting
in loss of strength. Also called dote or rot.

3.5.1 advanced (typical) decay: The older stage of decay in which the disintegration is readily
recognized because hardness and other strength properties are reduced. Decided discoloration
or bleaching of the rotted wood may be apparent. Unsound red heart is a typical example of
advanced decay.

3.5.2 firm red heart: A stage of incipient decay, characterized by a reddish color in the
heartwood.

3.5.3 incipient decay: The early stage of decay that has not proceeded far enough to soften or
otherwise perceptibly impair the hardness of the wood. Although the wood is invaded and
some of its properties may have deteriorated, no visible change has occurred, with perhaps the
exception of minor discoloration. Incipient decay can occur in living trees.
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3.6 density: Mass (weight) of wood per unit volume. Strength is related to density. Higher working
strengths can be assigned to wood when lightweight pieces are eliminated, by specifying limits for rate
of growth and minimum percentages of summerwood.

3.7 dote: See decay.

3.8 equilibrium moisture content (EMC): Moisture content at which the wood is neither gaining nor
losing moisture at a given temperature and relative humidity.

3.9 heart center: The pith or center core of the tree. “Free of heart centers” (FOHC) means “without
pith” (side-cut).

3.10 heartwood: The inner portion of wood between the pith and the sapwood, composed entirely of
nonliving cells. It is usually darker in color and more durable than the sapwood. Heartwood and
sapwood are comparable in strength.

3.11 hit and miss: An area with a series of skips that are not over 1.6 mm (1/16 inch) deep and with
surfaced areas between individual skips is called “hit and miss dressing.”

312 latewood: That portion of the annual growth ring that is formed during the latter part of the
yearly growth period. It is usually denser, darker in color, and stronger mechanically than earlywood.
This term is preferred to summerwood.

3.13 nail plate: A galvanized metal plate placed on the end-surfaces to prevent split-widening.
3.14 pitch pocket: An opening between growth rings that usually contains, or has contained, resin.
3.15 pith: The small core in the structural center of a log. See heart center.

3.16 rate of growth: The amount of tree growth each year, expressed as the number of growth rings
per inch (2.5cm) (see Figure 1). Growth rings in naturally durable hardwoods may not be discernable
under 10X magnification. In such cases a minimum density of 60 lbs/ft3, measured in the green state,
must be observed.

3.17 red heart: See decay.
3.18 rot: See decay.

319 sapwood: The outer portion of wood next to the bark, usually lighter in color than the
heartwood, and containing some living cells while the tree is alive. If left untreated, sapwood is as
strong as heartwood, but is not naturally durable.

3.20 sections: For ease of description, crossarms are divided into sections as shown in Figure 2.

| )
T 1
TOP HALF | TOP CENTER SECTION |

Gfoms m g [ END L T e —g END

SECTION
/) LOWER HALF q\ /ﬁ.owera CENTER SECTION
' BRACE BOLT HOLES ‘
L BRACE BOLT HOLES A Z— (INCLUDED IN CENTER SECTION) —&

Figure 2 - Crossarm sections

3.21 shake: A lengthwise separation along the grain, the greater part of which occurs between, or
through, the growth rings. This is shown in Figure 1.
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