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Approval of an American National Standard requires review by ANSI that the
requirements for due process, consensus, and other criteria for approval have
been met by the standards developer.

Consensus is established when, in the judgement of the ANSI Board of
Standards Review, substantial agreement has been reached by directly and
materially affected interests. Substantial agreement means much more than
a simple majority, but not necessarily unanimity. Consensus requires that all
views and objections be considered, and that a concerted effort be made
towards their resolution.

The use of American National Standards is completely voluntary; their
existence does not in any respect preclude anyone, whether he has approved
the standards or not, from manufacturing, marketing, purchasing, or using
products, processes, or procedures not conforming to the standards.

The American National Standards Institute does not develop standards and
will in no circumstances give an interpretation of any American National
Standard. Moreover, no person shall have the right or authority to issue an
interpretation of an American National Standard in the name of the American
National Standards Institute. Requests for interpretations should be
addressed to the secretariat or sponsor whose name appears on the title
page of this standard.

CAUTION NOTICE: This American National Standard may be revised or
withdrawn at any time. The procedures of the American National Standards
Institute require that action be taken periodically to reaffirm, revise, or
withdraw this standard. Purchasers of American National Standards may
receive current information on all standards by calling or writing the American
National Standards Institute
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Foreword (This foreword is not part of American National Standard ANSI/OPEI Z130.1-2020.)

This is the seventh edition (sixth revision) of American National Standard for Golf
Cars - Safety and Performance Specifications, ANSI/ILTVA Z130.1-2012. The first
edition of the standard was published in 1979. The first through sixth editions were
developed under the auspices of the International Light Transportation Vehicle Asso-
ciation (ILTVA). This revision was prepared by the OPEI Z130.1 / Z135 Golf Car and
PTV Committee, as part of OPEI's continuing work on standards.

A summary of the principal changes included in this revision follows:

- Several definitions were added or revised;

- The vehicle identification number requirements were revised;

- Safety warnings were revised to specify warnings for both occupants and oper-
ators;

- Previous fuel system requirements were replaced with the requirement to com-
ply with ANSI/OPEI B71.10.

The standard contains no normative annex and one informative annex.

Suggestions for improvement of the standard are welcome. They should be sent to
the Outdoor Power Equipment Institute, 1605 King Street, Alexandria, VA, 22314, or
via e-mail to info@opei.org. 

Consensus for this standard was developed by use of the Canvass Method, as well
as through public consultation in ANSI Standards Action. 

The persons listed below were recognized as having an interest in the standardiza-
tion of golf cars and were included on the consensus body. Additional stakeholders
were recognized as having an interest, however OPEI was unable to make contact
with these stakeholders, or they declined to participate. Inclusion in this list does not
necessarily imply that all organizations concurred with the submittal of the proposed
standard to ANSI.

Geoff Stewart, P.E., C.R.E., Chairman
(Club Car, LLC)

Z130.1-2020 Consensus Body

User Interest Category

Chris Darieng (Richmond Hill Golf Club)
Dennis Hurst
Zach Lee (PGA Tour)

Producer Interest Category

Vick Hall (Trojan Battery)
Steve Nissen (Club Car, LLC)
Dan Ostroksy (Yamaha Motor Company)
Chris Spencer (Textron Specialized Vehicles)

General Interest Category

Jimmy Eavenson (Independent Consultant)
Gary Heydinger (SEA)
John Triolo (golfcarcatalog.com)
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PART I INTRODUCTION 

 
1 Scope and purpose 

1.1 Scope 
This standard provides safety and performance specifications relating to golf cars, driven by 
electric motors or internal combustion engines specifically intended for and used on golf courses 
for transporting golfers and their equipment.  

This standard does not apply to:  

- Personal Transport Vehicles (PTVs), which are covered by ANSI/OPEI Z135 (formerly 
ANSI/ILTVA Z135);   

- autonomous vehicles; 
- hybrid electric vehicles (powered by a combination of an internal combustion engine and 

a battery with an electric motor); 
- vehicles designed for the transportation of persons with disabilities. 

The effective implementation date of this standard shall be two (2) years after the publication 
date and shall apply to all products built after that date. Newly manufactured golf cars may also 
comply with the requirements of this standards any time after the publication date. 

NOTE – The units in this standard are given in metric. English units are included in parentheses for 
information only. 

1.2 Purpose 
The purpose of this standard is to promote safety in the design, manufacture, maintenance and 
operation of golf cars. This standard may be used as a guide by regulatory authorities desiring 
to formulate safety rules and regulations. This standard is also intended for voluntary use by 
others associated with manufacturing, maintaining or utilizing golf cars.   

2 Normative references 

The following standards contain provisions which, through reference in this text, constitute provisions 
of this American National Standard. At the time of publication of this standard, the editions indicated 
were valid. However, all publications and standards are subject to revision and obsolescence. 
Accordingly, users are encouraged to investigate the possibility of applying the most recent editions 
of the standards referenced herein. 

ANSI Z535.1, Safety Colors 

ANSI Z535.3, Criteria for Safety Symbols 

ANSI Z535.4, Product Safety Signs and Labels 

ANSI/NFPA 30, Flammable and Combustible Liquids Code 
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ANSI/NFPA 58, Storage and Handling of Liquefied Petroleum Gases 

ANSI/OPEI B71.10, Off-Road Ground-Supported Outdoor Power Equipment – 
Gasoline Fuel Systems – Performance Specifications and Test Procedures 
 
ISO 3864, Graphic Symbols – Safety colours and safety signs – Part 1: Design principals for safety 
signs and safety markings 
 
NASA-STD-3000, Revision B, July 2003, Man-Systems Integration Standards, Volume I, Section 3, 
ANTHROPOMETRY AND BIOMECHANICS1 

US Environmental Protection Agency Urban Dynamometer Drive Cycle (UDDS)  
SAE J1718, Measurement of Hydrogen Gas Emission from Battery-Powered Passenger Car and Light 
Trucks during Battery Charging 
SAE ICS 1000, Recreational Off-Road Vehicle Product Identification Numbering System 
SAE J1163, Determining Seat Index Point 

 
3 Definitions 

For purposes of this standard, the following definitions apply: 

3.1 accessory: A manufacturer-approved device installed on the golf car to enhance its 
usability and functionality. 

3.2 adequate clearance: The clearance necessary to avoid damage to components during 
use. 

3.3 authorized persons: Persons determined by the controlling party to be knowledgeable 
about golf cars and capable of operating them for their intended use consistent with 
these safety standards and regulatory authority rules governing golf car operation. 

3.4 golf car braking system: A system used to slow, prevent, or stop the movement of the 
golf car. 

3.5 center of gravity of the test load: The point at which the load mass is concentrated, 
located horizontally in the center of the load-bearing surface and vertically by its 
distance above the surface. 

3.6 controlling party: The person responsible for the management and maintenance of a 
golf car. 

3.7 fire hazard: Any condition that presents the possibility of creating a fire by ignition of a 
combustible material. 

3.8 fire protection equipment: Equipment used to prevent, control or extinguish a fire in 
accordance with state and local fire protection codes. 

3.9 fuel system: All tanks, lines, hoses, pumps, filters, connections, caps, fittings and other 
components necessary to store and carry fuel from the fuel tank to the engine. 

3.10 fully charged batteries: A battery or battery set that has been charged using the 
manufacturer’s approved charger and charging algorithm where the charging cycle 

                                                           
1 Available from National Technical Information Service, U.S. Department of Commerce, Springfield, VA 22161. 
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terminated normally, and that can achieve over 80% state of rated ampere-hour capacity 
at 27°C (80.6 °F). 

3.11 golf bag test weight: A cylinder approximately 914 mm (36 inches) long, approximately 
254 mm (10 inches) in diameter, and weighing 23 kg (50 lb) plus or minus 2%, with the 
center of gravity at the geometric center of the cylinder. 

3.12 golf car: A vehicle used to convey a person or persons and equipment to play the game 
of golf in an area designated as a golf course. 

3.13 hand hold: A device connected to the vehicle that can be encircled by the fingers of 
one hand for the purpose of improving personal stability. 

3.14 hip restraint: A device, anchored securely to the golf car, creating a barrier or 
impediment to help keep the occupant within the golf car. 

3.15 insulated tools: Those tools that are covered with a non-conducting material to prevent 
an inadvertent electrical short circuit and to protect the user from the dangers of 
electrical shock. 

3.16 newly manufactured: Either a completely new vehicle or a vehicle modified to meet the 
definition of a golf car where it did not do so prior to the modification. 

3.17 occupant: Any person occupying the golf car. 
3.18 occupant test weight: A test weight approximately 305 mm (12 in) square and weighing 

91 kg (200 lb) ± 2% with the center of gravity at the geometric center of the weight.   The 
vertical height of the test weight center of gravity should be between 125 mm (5 in) and 
177.8 mm (7 in).  

3.19 operator: An occupant controlling the operation of the golf car from the operator’s seat. 
3.20 operator seat: The seat located directly behind the steering wheel. 
3.21 parking brake: A device that, when properly engaged, prevents movement of the parked 

vehicle. 
3.22 PIN: A 17-digit Product Identification Number for off-road recreation vehicles governed 

by the Society of Automotive Engineers. 
3.23 regulatory authority: The person(s) establishing the rules for use of golf cars. 
3.24 reverse warning device: A sound-producing device to alert of reverse or pending 

reverse operation. 
3.25 roll-over: A rotation of the golf car of at least 90° along the longitudinal axis in any 

direction from its normal upright position. 
3.26 service brake: The primary braking system of the golf car used to reduce the speed or 

stop movement of the golf car. 
3.27 shall: Indicates a mandatory requirement. 
3.28 should: Indicates a permissive condition (a recommendation). 
3.29 speed control device: An actuator used by the operator to vary or fix the rate of travel 

of the golf car. 
3.30 stopping distance: The distance traveled between the point of service brake application 

and where the golf car comes to rest. 
3.31 test vehicle: A golf car used for testing which conforms to the manufacturer's 

specifications for optimum performance. All optional and accessory items offered by 
the manufacturer shall be considered in performing each test, which shall be conducted 
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