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Lieferanten

Proze-Abteilung

Lagerung

Anforderungen :

: Steingewerbesalz, unvergdllt

: Zum Regenerieren in Wasserenthirtungsanlagen, in denen ein
unvergalltes Kochsalz vorgeschrieben ist.

. Grob kristallin in untenstehender Abmessung
Klar in Wasser 18slich

Gehalt an NaCl Gew.-%: mind. 98

Unldsliches Gew.=%: max. 0,2
Siebanalyse

(nur Werk Bochum)

KorngrdBe mm iber 1 Gew.
KorngroBe mm 0,5 bis 1  Gew.
KorngroBe mm 0,5 bis 0,3 Gew.
Korngrofe mm 0,1 bis 0,3 Gew.
KorngrdoRe mm unter 0,1  Gew.

-%:
-%:
-%:
-%:
-%:

0,2
37
42,5
20
0,3

: Per kg, B 041 0190 in Sdcken
mit ca. 50 kg Inhalt.

Die Opel-Material-Nr. ist auf allen Gebinden jeder Lieferung
deutlich sichtbar anzubringen.

. Bei der Vorstellung von Mustermaterialien ist der Lieferant
verpflichtet, vollstdndige Kenndaten mit Angabe der Material-
Basis, minimalen und maximalen chem. physikal. Analysenwerte,
Lagerbedingungen, genauen Hinweise zu allen bestehenden
Verordnungen wie VbF, GefStoffV, UVV, Umweltschutz mitzulie-
fern. Ferner ist ein Material-Priifbericht beizufligen, aus dem
die gemaB Abprifung nach Material-Spezifikation ermittelten
Werte detailliert ersichtlich sind.

Fiir den Serienbedarf muB der Lieferant die Verantwortung
dafiir libernehmen, daB die gelieferte Ware die Opel-Material-
Vorschriften erfillt und dem freigegebenen Erst-Produkt
entspricht. Diese Garantie muB unaufgefordert bei jeder
Material-Lieferung durch einen schriftlichen Vermerk auf dem
Lieferschein oder einem beigefiigten Priifzeugnis bestdtigt
werden.

: Trocken lagern!
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TDCE ME Number  : B 0400190

Works Engineering MATERIAL SPECIFICATION Group :R

Process and Page :1lofl
Paint Engineering First issue  : 04-04-1934
c-a

Material Name: Rock sodium chloride, non-denatured

Application  : For regeneration in water softening plants, in which non-denatured common salt
is to be used.

General ) ) .
Description  : Coarse crystalline with the following measurements

Requirements

Clear, soluble in water

NaCl content wt.-%: min. 98

Insoluble matter wt.-%: max. 0,2

Sieve analysis

(only plant Bochum)

grain size mm above 1 wt.-%: 0,2

grain size mm 0,5 to 1 wt.-%: 37

grain size mm 0,3 to 0,5 wt.-%: 42,5

grain size mm 0,1 to 0,3 wt.-%: 20

grain size mm below 0,1 wt.-%: 0,3

Delivery : Per kg, B 041 0190 in bags with approx. 50 kg content.

The Opel material number has to be clearly labelled and visible on all batches.

Directive for

Suppliers : Upon presentation of samples the supplier is obligated to provide a complete
and correctly presented VDA-Sicherheitsdaten-Erfassungsblatt with the delivery
(VDA-Blatt 4787).
Furthermore, a material test report must be provided which shows detailed re-
sults of the test according to material specification.
For serial shipments the sugglier must guarantee that the delivered material ful-
fills the Opel material specifications and that no changes have been conducted
on the released material.
This guarantee must be confirmed for each delivery by a written statement on the
delivery note or an attached test certificate. Each material change has to be in-
dicated by the supplier before delivery. Material deviatinf from the original ma-

terial has to be released by the responsible department of the TDC prior to any
delivery.
Storage : Store in dry conditions!
Environment
Protection : Prohibite n - (see QU 000...)
VTl L F P
; new 26-07-93 H. Fenkl M. Gebauer
Alteration Date Author Group Leader Dept. Head
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