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Material
Name

Application

General

n-Propanol

Description ¢ Colorless, clear solution.

REQUIREMENTS
1.0 Properties in Supply Condition
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Prohibited substances

Purity wt.-%:
Density (+20 °C) kg/L:
Distillation

(DIN 53 171) °C:
Boiling residue vol %:
Odor

Evaporation index

(DIN 53 170)

Flash point

(DIN 51755) °C:

For cleaning the circulating paint pipe of Hydro-metallic-base coat.

Benzene, chlorinated hydrocarbons

at Jeast 99

Free of suspended matter and mechanical im-
purities. The purity of each shipment has to be
certified with a special remark that the solvent is
delivered in cleaned packages.

0.803 to 0.805

96 to 98
below 1

not unpleasant
15t0 17

above +21

Per kg, B 041 0442 in barrels with 180 kg each.

The Opel material number has to be labelled clearly visible on all batches.
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Directive for )

Suppliers . On delivery of samples the supplier is required to furnish the following: com-
plete identity data with declaration of the material base, minimum and maxi-
mum chemical/physical analysis data, exact references to all existing German
regultions such as VbF, GefStoffV, UVV, environment rotection.
Furthermore, a material test report must be provided which shows detailed re-
sults of the test according to material specification.

For serial shipments the supplier must guarantee that the delivered material
fulfills the Opel material specifications and that no changes have been conduc-
ted at the released material

This guarantee must be confirmed for each delivery by a written remark on the
delivery note or an attached test certificate. Each material change has to be in-
dicated by the supplier before delivery. Material deviating form the original ma-
terlial has to be released by the responsible department of the TDC prior to any
delivery.

Danger Class : None (VbF)
Explosive limits vol.-%: low2,1

top 13,5
Ignition temperature °C: 410
Hazardous
Material
Regulations ~ : Subject to identification
Hazard classification : inflammable
Danger symbol : (F)
Declaration of spec. hazard : R: 10-18
Safety advice : S 7-16
Traffic
Regulations : Class Rn-No, Figure
GGVS 3 2301 3b
GGVE : 3 301 3b
ADNR 3 6301 3b
UN-Nr. 1274
Environment
Protection . Water-polluting Material - Refer to plant directive 460/1,
item 3.9
Waste Disposal - Refer to plant directive 440
5see index of residue)
Prohibited Contents - see QU 000 001)
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