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ITDC ME MATERIAL SPECIFICATION Group: F
Paint and Page: 1o0f2
Corrosion Protection First Issue : 20. Aug. 1998
Material Name : Spray cleaner
Application : 1. Forthe cleaning of parts and systems that are contaminated with

anaerobic adhesives.

2. As a cleaning and degreasing spray for clutches and brakes in
maintenance areas, high-lift truck repair shops, engine pools as
well as for general repair works.

General
Description : Colorless, transparent organic liquid.
Basis: Mixture of alcohol, ketone, aliphatic hydrocarbons (free of
aromatic compounds) and propane/butane as a propellant.
Density (+20°C)  kg/l : 0.690 to 0.800
Solvent content  wt.-%: 75 to 90
Requirements

1.0  Requirements on Delivery
1.1 Application prohibited : Benzene and chlorinated hydrocarbons.
1.2 Purity : Free of impurities and solids.

2.0 Processing Requirements

2.1 Cleaning properties : Oily and fatty contaminations as well as
anaerobic adhesives must come off easily.

Moreover, drying must be fast without leaving
visible residues.

2.2 Compatibility with materials : During application, the spray cleaner must
neither attack metal, rubber, glass or ceramics.

3.0 Requirements after usage: None
Delivery : Perpiece, B 041 1339 in atomizers with approx. 500 ml content

The Opel material number has to be labelled clearly visible on all batches.
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Directive for
Suppliers : Upon the presentation of samples the supplier is obligated to present a
complete and correctly filled in EU-Safety Data Sheet.

Furthermore, a material test report must be provided which shows detailed
results of the test according to material specification.

For serial shipment, the supplier must guarantee that the delivered mate-
rial fulfills the Opel material specification and that the released material has
not been changed.

This guarantee must be confirmed for each delivery by a written statement
on the delivery note or an attached test certificate. Each material change
has to be indicated by the supplier before delivery. Material deviating from
the original material has to be released by the responsibie department of
the ITDC prior to any delivery.

Material
Handling . See EU-Safety Data Sheet, current Plant Regulations and Engineering
' Material Specifications (QU 000 ...), if need be Accident-Prevention Regu-
lations/UVV and Hazardous Material Safety Instructions.
Deviating
Laws and
Regulations : For use in other countries the valid laws and existing regulations in the re-

spective countries are to be followed.
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