EUROPE

ENGINEERING
STANDARDS

Test Procedure

Road GME6755

Tire Wear Test

1 Introduction

1.1 Purpose. To determine tire wear for various tire
makes and designs on different road surfaces.

1.2 Foreword. Not applicable.

1.3 Applicability. For all tires.

1.4 Definitions. Not applicable.

Note: Nothing in the specification, however, super-
sedes applicable laws and regulations unless a spe-
cific exemption has been obtained.

Note: In the event of a conflict between the German

and the English language, the German language shall
take precedence.

2 References

None.

3 Resources

3.1 Facilities. = 320 km long circuit track comprising
the following:

¢ =30 % motorway

e = 70 % Category 2 and 3 country roads with
= (10...20) % proportion of bends

(e.g. circuit track in southern Spain (Conil) or the
Spessart-course).

3.2 Equipment.
3.2.1 Calibrated tire gauge with 0.1 mm graduation.

3.2.2 Tire pressure gauge.

Ermittlung des ReifenverschleiBes

1 Einleitung

1.1 Zweck. Ermittlung des Reifenverschleilles ver-
schiedener Reifenfabrikate und -konstruktionen auf
unterschiedlichen Fahrbahnoberflachen.

1.2 Vorwort. Nicht anwendbar.

1.3 Anwendbarkeit. Fir alle Reifen.

1.4 Definitionen. Nicht anwendbar.

Hinweis: Falls keine Ausnahmen vereinbart wurden,
darf die Vorschrift keine anzuwendenden Gesetze
und Regelungen auler Kraft setzen.

Hinweis: Im Falle von Unstimmigkeiten zwischen

dem deutschen und dem englischen Text ist der
deutsche Text ausschlaggebend.

2 Referenzen

Keine.

3 Gerate und Einrichtungen

3.1 Einrichtung. Rundstrecke =~ 320 km lang mit fol-
gender Aufteilung:

¢ = 30 % Autobahn

70 % Landstralle 2. und 3.

= Ordnung mit
= (10...20) % Kurvenanteil

(z.B. Rundstrecken in Stidspanien (Conil) oder Spes-
sart-Kurs)

3.2 Ausriistung.
3.2.1 Kalibrierte Reifenmessuhr mit 0.1 mm Teilung.

3.2.2 Reifendruck-Messgerat.
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3.2.3 Evaluation program for tire wear test.

3.3 Test Vehicle / Test Piece. The test vehicle shall
conform to the current or released chassis standards.

The test tires shall have passed all the required
tests for release in accordance with the release
procedures.

3.4 Test Time.

Calendar time: = 6 weeks
3.5 Test Required Information. Not applicable.

3.6 Personnel / Skills. Not applicable.
4 Procedure

4.1 Preparation.

4.1.1 Test Vehicle. All test vehicles shall be con-
structed according to the relevant chassis release
status. The geometry shall be adjusted to the nominal
values according to drawings or to the corresponding
threshold tolerance values in order to determine
possible adjustments to production tolerances on
wear characteristics.

The axle alignment shall be checked at 5000 km in-
tervals.

4.1.1.1 Loading. 2 persons (driver + water-filled
dummy) + 20 kg of luggage in the luggage compart-
ment. Vehicles with rear-axle geometries similar to
semi-trailing arm axles shall also be loaded to total
permissible weight in at least one vehicle for half the
duration of the drive.

4.1.1.2 Air Pressure. According to the partial load
or total permissible weight.

4.1.2 Test Tires. The tires shall be mounted on suit-
able rims for the vehicle and marked according to their
position on the vehicle.

4.1.2.1 Tread Depth Measurement. The measuring
points, which are spread across the width of the tire,
are specified on a form on which the tread pattern is
printed.

At least 4 measuring points for narrow tires and
6 measuring points for wide tires (> 205 mm) shall be
marked (see Figure 1).

3.2.3 Auswertprogramm flr den Reifenverschleild.

3.3 Testfahrzeug/Probekérper. Das Versuchsfahr-
zeug muss dem aktuellen bzw. freigegebenen Fahr-
werksstand entsprechen.

Die Versuchsreifen missen alle zur Freigabe erforder-
lichen Tests nach Freigabeprozeduren erfiillt haben.

3.4 Priifzeit.

Kalenderzeit: = 6 Wochen

3.5 Zum Priifen benétigte Informationen. Nicht

anwendbar.
3.6 Personal / Fahigkeiten. Nicht anwendbar.

4 Durchfithrung

4.1 Vorbereitung.

4.1.1 Versuchsfahrzeug. Alle Versuchsfahrzeuge
werden auf entsprechenden Freigabestand des
Fahrwerks gebaut. Die Geometrie ist auf Sollwerte
nach Zeichnung bzw. auf entsprechende Toleran-
zeckwerte zur Abklarung von moglichen Produktions-
einstellungstoleranzen auf das VerschleiRverhalten
einzustellen.

Die Achseinstellwerte sind in 5000 km Intervallen zu
kontrollieren.

4.1.1.1 Beladung. 2 Personen (Fahrer + Wasser-
puppe) + 20 kg Gepack im Kofferraum. Bei Fahrzeu-
gen mit Hinterachsgeometrie ahnlich Schraglenker-
achsen auch zulgssiges Gesamtgewicht mindestens
an einem Fahrzeug in einer Fahrthalfte.

4.1.1.2 Luftdruck. Entsprechend Teillast bzw. zu-
lassigem Gesamtgewicht.

4.1.2 Versuchsreifen. Die Reifen sind auf die zum
Fahrzeug passenden Felgen zu montieren und ent-
sprechend der Position am Fahrzeug zu beschriften.

4.1.2.1 Profiltiefenmessung. Die iber die Reifen-
breite verteilten Messstellen werden auf einem Form-
blatt mit einem Profilabdruck festgelegt.

Uber die Reifenbreite sind bei schmalen Reifen min-
destens 4, bei Breitreifen (> 205 mm) 6 Messpunkte,
zu markieren (siehe Abbildung 1).
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