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Tire Rolling Resistance - Basic Test

1 Introduction

1.1 Purpose. Determination of the rolling resistance
of tires.

1.2 Foreword. Up to now the tire rolling resistance
was determined with the aid of the “ROWI” test vehicle
constructed by Opel on its own authority.

Inthe context of globalization and supplier integration,
determination of the rolling resistance of tires shall be
performed according to 1SO 8767.

1.3 Applicability. For all passenger vehicle tires.
1.4 Definitions. Not applicable.

Note: Nothing in the specification, however, super-
sedes applicable laws and regulations unless a spe-
cific exemption has been obtained.

Note: In the event of a conflict between the German

and the English language, the German language shall
take precedence.

2 References

Note: Only the latest approved standards are appli-
cable unless otherwise specified.

2.1 Normative.

ISO 8767
2.2 GM. None.

2.3 Additional. None.

3 Resources

3.1 Facilities. Measuring institute and tire manufac-
turer test stands.

Reifen-Rollwiderstand - Basismes-
sung

1 Einleitung

1.1 Zweck.
Reifen.

Ermittlung des Rollwiderstandes von

1.2 Vorwort. Bisher wurde die Messung des Reifen-
rollwiderstandes mit Hilfe des von Opel in Eigenver-
antwortung gebauten “ROWI"-Messwagens ermittelt.

Im Rahmen der Globalisierung sowie Supplier Inte-
gration muss die Bestimmung des Rollwiderstandes
von Reifen nach ISO 8767 erfolgen.

1.3 Anwendbarkeit. Fir alle Pkw-Reifen.

1.4 Definitionen. Nicht anwendbar.

Hinweis: Falls keine Ausnahmen vereinbart wurden,
darf die Vorschrift keine anzuwendenden Gesetze
und Regelungen auler Kraft setzen.

Hinweis: Im Falle von Unstimmigkeiten zwischen

dem deutschen und dem englischen Text ist der
deutsche Text ausschlaggebend.

2 Referenzen

Hinweis: Wenn nicht anders angegeben, ist jeweils
die neueste Fassung der angegebenen Referenz guil-

tig.
2.1 Normative.

2.2 GM. Keine.

2.3 Zusatzliche. Keine.

3 Gerite und Einrichtungen

3.1 Einrichtung. Prifstdnde von Messinstituten so-
wie der Reifenhersteller.
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3.2 Equipment. Not applicable.

3.3 Test Vehicle / Test Piece. Passenger vehicle
test tires.

3.4 Test Time. Not applicable.

3.5 Test Required Information. Not applicable.

3.6 Personnel / Skills. Not applicable.

4 Procedure

4.1 Preparation. Not applicable.

4.2 Conditions.

4.2.1 Environmental Conditions.
ISO 8767.

According to

4.2.2 Test Conditions. Deviations from the require-
ments of this test procedure shall have been agreed
upon. Such requirements shall be specified on com-
ponent drawings, test certificates, reports etc.

4.3 Instructions. The test shall be performed ac-
cording to ISO 8767.

5 Data

5.1 Calculations. Not applicable.

5.2 Interpretation of Results. The measurement re-
sults shall be compared to the results for the reference
tires in the specifications.

The rolling resistance coefficient ¢, for the test tire and
the cr-value for the reference tire shall be determined.

5.3 Test Documentation. The results shall be repre-
sented in a test report with reference to this test pro-
cedure.

3.2 Ausristung. Nicht anwendbar.

3.3 Testfahrzeug / Probekérper. Pkw-Versuchsrei-
fen.

3.4 Priifzeit. Nicht anwendbar.

3.5 Zum Priifen benétigte Informationen. Nicht

anwendbar.

3.6 Personal / Fahigkeiten. Nicht anwendbar.
4 Durchfiihrung

4.1 Vorbereitung. Nicht anwendbar.

4.2 Bedingungen.

4.2.1 Umgebungsbedingungen. Nach I1SO 8767.

4.2.2 Prifbedingungen. Abweichungen von
den Bedingungen dieser Test Procedure miissen
vereinbart werden. Diese Bedingungen sind auf
Teilezeichnungen vorgeschrieben bzw. missen auf
Prifzeugnissen, Berichten u. dergl. angegeben
werden.

4.3 Prifanleitung. Die Prifung ist nach ISO 8767
durchzufiihren.

5 Ergebnisse

5.1 Berechnungen. Nicht anwendbar.

5.2 Bewertung der Ergebnisse. Die Messergeb-
nisse sind mit den im Lastenheft angegebenen Re-
ferenzreifen zu vergleichen.

Der Rollwiderstandsbeiwert ¢, des Priifreifens und der
cr-Wert des Referenzreifens sind zu ermitteln.

5.3 Darstellung. Die Ergebnisse sind unter Hinweis
auf diese Test Procedure in einem Priifbericht darzu-
stellen.
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