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Despite spot checks possibly performed by the receiver, itis the supplier's responsibility that the delivered parts are in line with thesg
specifications. Deliveries of samples, first ofi-tool parts and parts, the performance of which has been changed, must be accompanied by a test
report showing the test results in terms of figures./
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. Ware diese Vorschriften erfililt. Ein Prifbericht mit zahlenmafigen Ergebnissen aus Priffungen der Lieferung selbst, ist bei jeder Semusterung,
Erstbelieferung und Ausfihrungsédnderung mitzugeben.
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ENGINEERING MATERIAL SPECIFICATION GME L0004

STAND
EUROPE WERKSTOFFVORSCHRIFT

Reference is made to the following specifications, national and intemational standards:

B 042 0900 HD-Engine oil

DIN 51562, Part 1 01.83 Viscometry; Determination of kinematic viscosity using the
standard design Ubbelohde viscometer

E DIN 51757 06.92 Testing of mineral oils and related materials; determination of
density

DIN ISO 2592 09.81 Petroleum products; determination of flash and fire points,
Cleveland open cup method

DIN ISO 2909 07.79 Petroleum products; calculation of viskosity index from
kinematic viscosity

DIN 1ISO 3016 10.82 Petroleum products; determination of pour point

DIN I1SO 3771 04.85 Petroleum products; total base number; perchloric acid
potentiometric titration method

GME 60255 Resistance of Elastomers to Liquids and Greases.

1 General Description

HD - engine ol

Material-Number: B 042 0900
Supplier: Deutsche Shell AG
Supplier-Deesignation: Shell Helix Plus
Colour: natur, transparent
2 Application

For test of elastomer and other gasket materials. The test oil shall be used in accordance with the
relevant material specifications, test specifications, test msthods, engineering drawings ect.

3 Requirements

3.1 Classification CCMC G5, API SH
3.2 Class of Viscosity SAE 10W-40

3.3 Density

to DIN 51757

at +20°C 0,860 to 0,875 kg/l

3.4 Flash Point
to DIN 1SO 2592 > +225°C

3.5 Pour Point

to DIN ISO 3016 -33°C max
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