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Revisions/Anderungen

Date/Datum | Sym/Pos Description/Beschreibung Appd/Gen

was Issue: V/1972

war Auspabe: V/1972

1 was GME 13 368

war GME 13 368

Content completely rewnrked 1
12.Mal 80 |- Inhalt wollst&ndig liberarbeitet

5

was Issue 2, Date of Issue 5/80
war Ausgabe 2, Ausgabedatum 5/80

2 Richtlinien R=315 deleted
Richtlinien R-315, entfernt
3 Rlause 7.1.2 effects of cavitation to vibration
test R-315 deleted
Posg. 7.1.2 Kavitationsverhalten im Schwingversuch ,§>
nach den Richtlinien R-315 entfernt TR

4 was blue dyed };;: Zi/
10-06-81 war blau eingef&arbt }

was Issue 3, Date of Issue 6/81
war Ausgabe 3, Ausgabedatum 5/81

5 Clause 4.20 storege of anti-freeze concentrate added
Pos. 4.20 Lagerstabilit&t von Frostschutzmittel zuges
fugt.

: cont. sge page 16
Approved/Genehmigt FofksetDing siehe 5. 16
1
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Qa’uxhah Motors LTD Adam Opel! AG
Engindering Materials Laboratory PEK Werkstoffentwicklung

Despite spot checks possibly performed by the receiver, it is the supplier's responsibility that the delivered parts are
in line with these specifications. Deliveries of samples, first off-tool parts and parts, the performance of which has
been changed, must be accompanied by a test report showing the test results in terms of figures.

Unbeschadet etwaiger durch den Abnehmer erfoigenden Stichprobenprifungen trigt der Lieferant die Verant-
wortung dafiir, daB die gelieferte Ware diese Vorschriften erfiillt. Ein Prisfbericht mit zahlenmaRigen Ergebnissen aus
Priifungen der Lieferung selbst ist bei jeder Bemusterung, Erstbelieferung und Ausfiihrungsanderung mitzugeben.
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SNCENLCII MATERIAL SPECIFICATION

A WERKSTOFF VORSCHRIFT |GME ¢ se0

This specification is generally based on the BM 1899M gpecificatione
Automptive Engine Coolant: Anti-freeze concentrate - Ethylene Glycol type.

Reference is made to the following GME Specifications and national staridards:

GME 60 255 Resistance of Elastomers to Liguids and Greases
GME 13 001 Coolant Hose - Textile reinforced EPDM
GME L-6K5-1 Canlant Evaluatiaon
®
ASTM D 86-72 Standard Method of Test for Distillation of Petroleum
Products
ASTM D 445-74 Standard Method of Test for Kinematic Viscosity of

Transparent and Opaque Ligquids (and the Calculation
of Dynamic Viscosity)

ASTM D 111965 Standard Method of Test for ASH Content of Engine
Antifreezes, Antirusts, and Coolants

ASTM D 1121=72 Standard Method of Test for Reserve Alkalinity of
Engine Antifreeze, Antirusts, and Coolants

ASTM D 1122-58 Standard Method of Test for Specific Gravity of
Engine Antifreezes by Hydrometer

ASTM D 1123-73 Standard Method of Test for Water in Engine Coolant
Concentrate by the IodineReagent Method

ASTM D 1177-65 Standard Method of Test for Freezing Point of
Rgueous Engine Antifreeze Solution

ASTM D 1287-65 Standard Method of Test for PH of Engine Antifreezes,
Antirusts, and Coolants

ASTM D 138470 Standard Method for Corrosion Test for Engine Anti-
freezes in Glassware

ASTM D 1881=73 Standard Method of Test for Foaming Tendencies of
Erngine Coolants in Blassware

ASTM D 2515-74 Standard Specifications .and Operating Instructisons

Annex 2, Figure A 2.1 for Glass Capillary Kinematic Viscometers

ASTM D 2570-73 Standard Method for Simulated Service Cerrosion

Testing of Engine Coolants
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Diese Werkstoffvorschrift wurde in Anlehnung an die Beneral Motors Specification
EM 1899-M (Automotive Engine Coplant; Antifreeze Cancentrate-Ethylene Glycol-
Type) erstellt

Folgende GME Vorschriften und naticnale Normen kommen in dieser Werkstoffvor-
schrift zur Anwendung:

GME 60 255 Besténdigkeit von Elastomeren gegen Flissigkeiten u.
Fette

GME 13 001 Kihlwasserfiihrende Schlduche aus EPDM mit Textileine
lage

GME L=6K5=1 Frostschutzmittel Beurteilung

. ASTM D 86-72 Standard Method of Test for Distillation of Petroleum

Products

ASTM D 445-74 Standard Methad of Test for Kinematic Viscosity df

Transparent and Opague Liquids (and the Calculation
of Dynamic Viscosity)

ASTM D 1118-65 Standard Method of Test for ASH Content of Engine
Antifreezes, Antirusts, and Coolants

ASTM D 1121-72 Standard Method of Test for Reserve Alkalinity of
Engine Antifreeze, Antirusts, and Coolants

ASTM D 1122-58 Standard Method af Test for Specific Gravity of
Engine Antifreezes by the Hydrometer

ASTM D 112373 Standard Method of Test for Water in Engine Coolant
Concentrate by the Iodine Reagent Method

ASTM D 1177=65 Standard Method of Tegt for Freezing Point of Aqueaus
Engine Antifreeze Soluticn

ASTM D 1287=65 Standard Method of Test for PH of Engine Antifreezes,
Antirusts, and Coolants

ASTM D 1384-70 Standard Method for Corrosion Test for Engine Anti-
freezes in Glassware

ASTM D 1881-73 Standard Method of Test for Foaming Tendencies of
Engine Coolants in Glassuare

ASTM D 2515-74 Standard Specifications and Operating Instructions

Annex 2, Figure AR2.1 for Glass Capillary Kinematic Viscometers

ASTM D 2570=73 Standard Method for Simulated Service Corrasion

Testing of Engine Coolants
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DIN 51 550; 412.1976  Bestimmung der v1skusitat,»fnllgufaei'ng Grundlagen

DIN 51 562; Teil 1, 12.78 Messung der Kinematischen Viskositdt mit aém
Ubbelohde-Visknsimeter, Normal-Ausfiihrung

DIN 51 597; 1.1972 Bestimmung des Cloudpaints und des Pourpoints

DIN 51 751; 5.1978 Bestimmung des Siedeverlaufes

DIN 51 757; Pgs.7; 6.1971 Bestimmung der Dichte

DIN 51 758; 1.1978 Bestimmung des Flammpunktes im geschlossenen
Tiegel nach Pensky Mariens

DIN 51 777; Blatt 1, 9.1974 Bestimmung des Wassergehaltes nach Karl Fischer

DIN 51 803; 4.1974 Bestimmung der Asche von Schmierfetten

IP 5/42 _ ASH from Grease

IP 15/67 Pour Point of Petroleum Oils

IP 71/73 Kinematic Viseasity of Transparent and Opague

Liquids and the Calculation of Dynamic Viscosity

Reference

For internal handling at Opel, the Opel Processing Department has issued the
material specification 8 040 0DO&8,

For internal handling at Vauxhall Motors, ethylene glycol meeting this specifi-
cation will be identified by the part numbers:

For bulk delivery (undyed) .= 91017439
(:) For barrel supply{green/yellow -dyed) - 51017440
For barrel supply(cerise dyed) - 91017438

1e General Description

Automotive engine anti-freeze concentrate consisting of high quality ethylen%
glycol together with suitable corrosion inhibitors. The ethylene glycol shaly
have minimum impurities and eiher glycols shall not constitute more than 5 %
v/v. '

Due to the formation of nitrosamines, amine/nitrite additive combinations
are not permissible. Mineral oil, dirt and any other contaminants shall not
be present.

The cancentrate must be miscible in all properties with water but the re-
gquirements of this specification are intended to ensure satisfactory per-
formance when used at any dilution . between 25% and 75%.

2e Application

Inhibited ethylene glycol for the protection of automotive cooling systems |
against freezing and corrosion.
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DIN 51 550; 12.1378 Bestimmung der Viskosit#t, Allgemeine Grundlagen

DIN 541 562; Teil 1, 12.1978 Messung der Kinematischen Viskositdt mit dem
Ubbelohde~-Viskosimeter, Normal-Ausfiihrung

DIN 51 597; 1.1872 Bestimmung des Cloudpoints und des Pourpoints

DIN 51 751; 5.1978 Bestimmung des Siedeverlaufes

DIN 51 757; Pos. 7, £.1971 Bestimmung der Dichte

DIN 51 758; 1.1978 Bestimmung des Flammpunktes im geschlossenen Tiegel
nach Pensky Martens

DIN 51 777; Blatt 1, 9.137% Bestimmung des Wassergehaites nach Karl Fischer

DIN 51 803; L.1974 Bestimmung der Asche von Schmierfetten

IP 5/L2 ASH from Grease

IP 15/67 Pour Point of Petroleum Oils

IP 71/73 Kinematic Viscosity of Transparent and Opague

Liguids and the Calculation of Dynamic Viscosity

Hinweis

Fiir die interne Handhabung bei Opel wurde ven der ProzeBabteilung die Material-
spezifikation B 040 D068 festpelegt.
Fiir die interne Handhabung bei Vauxhall Motors wurden Ffalgefde TeileﬁUmmern

freigegeben.

Anlieferung im Kesselwagen (ungefarbt) - 91017439
Anlieferung in Fi#ssern (:) {griin/gelb eingefirbt) - 91017440
Anlieferung in Fissern (rotlich eingefirbt) - 91017438
1. Alloemeine Beschrelbung

Kihlwasserzusatz aus technisch reinem Bthylenglykol mit Zusdtzen von
Korrosionsschutzmltteln, das techn. - Athylenglykul darf 5 Vpl.=% max andere
Elykole enthalten..

Wlegen Bildung von Nitrosaminen sind aminhaltlge Additivs zusammen mit ni-
trithaltigen Stoffen nicht zulBssig.

Mineraldl,Schmutz und endere Verunreinigungen, diirfen nicht verhanden sein.

Obwohl die Anforderungen fiir eine Konzentration des Zusatzes von 25 bis 75%
gelten, muB der Zusatz in jedem Verh#ltnis mit Wasser mischbar sein.

2. Verwendung

Kihlwasserzusatz zur Vermeidung von Frost-u. Korrosionsschidden im Kihlsystem
von Verbrennungsmotoren.
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