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58 000 km (36 000 mile) DURABILITY TEST, MILLBROOK PG
1. INTRODUCTION
1.1 This procedure was formerly Appendix 1 to Vauxhall Schedule

200-120 "36 000 Mile Durability Test for Passenger Vehicles"
as a simulation of Opel's Durability Driving Schedule GME R-0-7
or GME R-0-8, respectively.

2. OBJECTIVE
2.1 The object of the test is to ascertain whether or not the design
and manufacturing quality of a particular component or a
complete vehicle is suitable,

3. GENERAL PROVISIONS

3.1 The vehicle will be operated within the Millbrook Proving
Ground of Vauxhall Motors Ltd,

3.2 The completf test route, which utilises the Hill Route,
Belgian Pave, Salt-water Trough, and High-speed Circuit, is
90, 3 km in length,

3.3 The following table shows the distances and proportions of
the various types of road surfaces during one complete cycle of
the test route,

km (Miles) %_
Blacktop/Tarmac 15,4 (9, 6) 17,1
Belgian Pavé 2,9 1, 8) 3,2
Concrete ‘ 72,0 . (45, 0 79,7
TOTAL 90,3 56,4 100, 0
3.4 The following table shows the frequency of certain operations during

one cycle. They will be adhered to unless road, traffic or weather
conditions dictate otherwise,

Engine Start and Stop 4
Wipers and Washers 2 (table cont'd. overleaf)..
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Wide-open-throttle from

Standing Start 10
Wide-open-throttle at Speed 5
Parking Brake on Level 5 plus as necessary
Pafking Brake Up-Hill 4 .
Parking Brake Down-Hill 1
Reverse Uphill on 11, 6% 1
- Brake Stops from 70% of '
max. speed. 6
Parking Manoeuvre 1 per shift
Horn 6
Indicators ) 2 plus as necessary
Hazard Flasher 20 mins, every shift minimum.

3.5 The vehicle is to be supplied to the Proving Ground with the
complete history of all previous work carried out on it,
including its special features list and birth sheet where
applicable,

3.6 The vehicle will be prepared and operated in accordance with the
Divisional Operating Procedure: Test T1, as applicable,

3.7 The vehicle is to be loaded, and the load secured, so that, with
a representative driver, each axle carries two-thirds of its
maximum payload; maximum load in trunk/rear compartment
40 kg, (88 1b,).

3.8 The "70% of maximum speed" point is to be established on the
laden vehicle and marked on the calibrated speedometer.

4, START-OF-SHIFT OPERATIONS

At the start of each shift the following operations are to be
performed ;-

4.1 All doors, hood, trunk lid and locks operated once each,
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4.2 All windows, including no-draught vents and other ventilation
controls, fully opened and closed once each.
4,3 Heater controls for temperature, flow direction and fan speed I
~ operated over their full range and then set, as required, to
suit driver comfort.
4.4 Both front seat tip-up mechanisms operated once,
4.5 Reclining seats to be operated from up-right to flat then
- adjusted to suit,
4.6 Inertia-reel belts to be pulled out and returned,
4.7 Tyre pressures to be checked. Adjust to spec. if tyres are
cold,” Warm tyres.to be adjusted only if below spec,
4,8 Check security of test load.
4.9 Ensure all lights are clean, visible and operative,
S. DRIVING INSTRUCTIONS
5,1 Use mainbeam headlights during all daylight running and main
or dipped beam, as required, during hours of darkness.
5.2 Where fitted, hazard flaghers to be switched on during tea
breaks and at any breakdown on the test road system.
5.3 Observe shift instructions given for 4-speed manual transmission

(for 3-speed and 5-speed manual transmissions, specific instruc-

tions are to be supplied by Test Engineer.) For automatic
transmission, proceed in Drive and do not shift lever unless
instructed otherwise,

5.4 Driving Schedule Approx. distance

km

{miles)

Leave workshop area, proceed to Island A, then
over bridge to Island B and take first left to
High-speed Circuit, 1,8
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