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Test Procedure

GME R-0-24

Squeak and Rattle Deterioration
Test for Passenger Cars

DPG S&R

Verdnderung des Quietsch- und
Rasselverhaltens an Pkw-
Fahrzeugen

DPG S&R

1 Introduction

Note: Nothing in the specification, however, su-
persedes applicable laws and regulations uniess a
specific exemption has been obtained.

Note: In the event of a conflict between the Eng-
lish and the domestic language, the Engfish lan-
guage shall take precedence.

1.1 Purpose. The purpose of this program is to
test the deterioration of body related noise con-
cerns i.e. the sqeak and rattle behaviour during
life mileage of passenger cars.

1.2 Foreword. Basis for this test is the test report

of the measuring group No 73401 dated 27/01/54

and 25/02/94. The program simulates a mileage of

150,000 km under customer conditions. The bo-

gey varys depending on the considered model:

Actually between 4000 km with the Omega and

7000 km with the Corsa / Tigra. The stress to the

vehicle is reached by:

s max payload

» tire pressure ¢of 4 bar

* 50 km/h on the uneven block roads of the
durability test track combined with the second
short cut in Testcenter Dudenhofen

1.3 Applicability. For all passenger cars.

2 References

Note: Only the latest approved standards are
applicable unless otherwise specified.

2.1 Normative. Not applicable.

2.2 GM.
GME L/R-0-38

2.3 Additional.

- AADVKAO1

AADVKAQS

Test reparts, measuring group ITDC no 73401,
dates of issue 27/01/94 and 25/02/94

1 Einleitung

Hinweis: Falls keine Ausnahmen vereinbart wur-
den, darf die Vorschrift keine anzuwendenden
Gesetze und Regelungen auler Kraft setzen.

Hinweis: iIm Falle von Unstimmigkeiten zwischen
dem englischen und dem landessprachiichen
Text, ist der englische Text ausschlaggebend.

1.1 Zweck. Das Programm dient der Ermittlung
der Veranderung karosseriebezogener Gerau-
sche, insbesondere Quietschen und Rassein Uber
der Laufstrecke eines Pkw-Lebens.

1.2 Vorwort. Basis dieses Tests ist der Laborbe-

fund der MelRgruppe Nr. 73461 vom 27.01.94 und

25.02.94. Das Programm simuliert eine Kunden-

jaufstrecke von 150.000 km. Die Sollaufstrecke im

Programm variiert je nach Fzg.-Modell zur Zeit

zwischen 4000 km im Omega und 7000 km im

Corsa / Tigra.

Erreicht wird die Schadigung durch:

¢+ maximale Zuladung,

¢ 4 bar Reifenluftdruck

e 50 km/h auf der unebenen Pflasterstrecke im
Dauerversuch in Verbindung mit dem 2. Kurz-
schiufy im Testzentrum Dudenhofen.

1.3 Anwendbarkeit. Fir alle Pkw’'s.

2 Referenzen

Hinweis: Wenn nicht anders angegeben, ist
jeweils die neueste Fassung der angegebenen
Referenz giiltig.

2.1 Normative. Nicht anwendbar.

2.2 GM.
GME L/R-0-38

2.3 Zusidtzliche.

AADVKAD1

AADVKAQS

Prifbericht der Melgruppe ITDC Nr. 73401 vom
27.01.94 und 25.02.94
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3 Resources

3.1 Facilities. ITDC Proving Ground Dudenhofen
or equivalent test route.

3.2 Equipment. Not applicable.

3.3 Test Vehicle / Test Piece. Vehicle equipped
as specified.

3.4 Test Time. Not applicable.

3.5 Test Required Information.
Not applicable

3.6 Personnel / Skills. Skilled driver.

4 Procedure

4.1 Preparation. Before the scheduie starts
checks according to paragraph 4.3.1 shall be
performed.

4.2 Conditions
4.2.1 Environmental Conditions. Not applicable.

4.2.2 Vehicle Ballast. The vehicle runs at max.
permissible payload.

4.2.3 Mileage. The test distance shail cover
130,000 xm of customer driving. it depencs
mainly on the corsidered model and shail be fixed

with every new model depending on the relative

camage.

4.2.4 Road Types Shares

3 Gerite und Einrichtungen

3.1 Einrichtung. ITEZ Testzentrum Dudenhofen
oder dquivalente Prifstrecke.

3.2 Ausriistung. Nicht anwendbar.

3.3 Versuchsfahrzeug / Probekérper. Entspre-
chend ausgeristetes Fahrzeug.

3.4 Priifzeit. Nicht anwendbar.

3.5 Zum Priifen benétigte Informationen. Nicht
anwendbar

3.6 Personal / Fihigkeiten. Geschulter Dauer-
versuchsfahrer.

4 Durchflihrung

4.1 Vorbereitung. Vor Fahrtantritt sind die Kon-
trollen entsprechend Abschnitt 4.3.1 durchzufth-
ren.

4.2 Bedingungen

4.2.1 Umgebungsbedingungen. Nicht  anwen-
bar.

4.2.2 Fahrzeugbeladung. Das Fahrzeug lauft mit
maximaler Zuladung.

4.2.3 Laufstrecke. Die Programm-Sollaufstrecke
soli 130.000 Kunden-km abdecken. Sie hangt in
hohem MaRe vom jeweiligen Modell ab und muf
daher auch mit jedem neuen Modeil in Abhéngig-
keit der relativen Schadigung neu festgelegt wer-
den.

4.2.4 Streckenanteile der verschiedenen Fahr-
bahntypen '

km %

uneven Belgian block road

normal asphailt road
short wave asphalt road

E O O R S

Grobpflasterstrafie uneben 1.03 52.0
uneven German block road  Kleinpflasterstrale uneben 0.52 26.3
normale Asphalitstrafle 0.21 10.6
kurzwellige Asphaltstralle 0.22 11.1

Total Summe:

4.2.5 Route Characteristic
1 programrun: length:  1.98 km

1.88 100.0

4.2.5 Streckencharakteristik
1 Programmumiauf: Streckenlénge: 1,98 km
ca. 2' 40"

time: about 2’ 40" Zeitdauer:
vehicle speed: 80 km/h Geschwindigkeit: 50 km/h
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4.2.6 Test Conditions. Deviations from the requi-
rements of this test procedure shall have been

agreed upon. Such requirements shall be speci-

fied on component drawings, test certificates,
reports etc.

4.3 Instructions

4.3.1 Checks, Measurements and Evaluations
to be performed

4.3.1.1 Checks in the Workshop and Evaluati-
ons :

4.2.6 Priifbedingungen. Abweichungen von den
Bedingungen dieser Test Procedure miissen ver-
einbart werden. Diese Bedingungen sind auf Tei-
lezeichnungen vorgeschrieben bzw. mussen auf
Prifzeugnissen, Berichten u. dergl. angegeben
werden.

4.3 Priifanleitung

4.3.1 Durchzufithrende Kontrollen, Messun-
gen, Beurteilungen und Betédtigungen

4.3.1.1 Kontrollen im Werkstattbereich und
Beurteilungen

percentage of bogey
0% | 20% | 100%
Safety check Sicherheitsinspektion X
Speedometer check Tachometerpriffung X
S&R evaluation according GME L/R-0-38 S&R-Beurteilung nach GME UR-0-38 X X X
Fracture check Einrilkontrolle X

4.3.1.2 Checks and Operations during Test
Drive ‘

4.3.1.2.1 The QM working instructicn AADVKAQ1
shall be implemented before beginning the test
drive. .

4.3.1.2.2 During the first lap of every hourly drive
(driver changes every hour) the following operati-
ons have to be cairied out:

« Fully open and ciose all windows, doors, hood,
decklid / tailgate and sunroof

» operate all switches, covers / flaps, air outiets
and levers in the P27-stop or in the second
short cut (depending on traffic density)

4.3.1.2 Kontrollen und Betdtigungen im Fahr-
betrieb

43.1.21 Vor Programmfahrtbeginn ist die QM-
Arbeitsanweisung AADVKAO1 auszufiihren.

4.3.1.2.2 Wahrend der ersten Programmrunde

eines jeden  einstindigen  Fahrabschnittes

(Fahrerwechsel jede Stunde) sind folgende Beta-

tigungen durchzufihren:

¢ Offnen und SchlieRen aller Fenster, Tlren
Haube, Heckraumdecke! / -klappe und Schie-
bedach sowie

o Betatigung aller Schalter, Kiappen, Disen und
Hebel im Bereich des 2. Kurzschlusses oder
am P27-Haltepunkt (je nach Verkehrsdichte).
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