EUROPE

ENGINEERING
STANDARDS

Test Procedure

Road GME R-10B-15

Ridging

1 Introduction

1.1 Purpose. Testing the vehicles reaction to driving
at a tangent over longitudinal ridges (track grooves,
joints, etc.).

1.2 Foreword. Not applicable.

1.3 Applicability. For all tires with an aspect ratio
of <65 % (height / width).

1.4 Definitions. Not applicable.

Note: Nothing in the specification, however, super-
sedes applicable laws and regulations unless a spe-
cific exemption has been obtained.

Note: In the event of a conflict between the German
and the English language, the German language shall
take precedence.

2 References

Note: Only the latest approved standards are appli-
cable unless otherwise specified.

2.1 Normative. None.

2.2 GM.

GMUTS L/R-0-1
2.3 Additional. None.

3 Resources

3.1 Facilities. Suitable track with track grooves or
road irregularities, joints (e.g. test track 17 at Miche-
lin/Ladoux).

Langsfugenempfindlichkeit

1 Einleitung

1.1 Zweck. Mit diesem Test soll gepriift werden, wie
das Fahrzeug beim spitzwinkligem Uberfahren von
Fahrbahn-Langsfugen (Spurrillen, Trennfugen, etc.)
reagiert.

1.2 Vorwort. Nicht anwendbar.

1.3 Anwendbarkeit. Fiir alle Reifen mit einem Quer-
schnittverhaltnis (Hohe / Breite) von < 65 %.

1.4 Definitionen. Nicht anwendbar.

Hinweis: Falls keine Ausnahmen vereinbart wurden,
darf die Vorschrift keine anzuwendenden Gesetze
und Regelungen auller Kraft setzen.

Hinweis: Im Falle von Unstimmigkeiten zwischen
dem deutschen und dem englischen Text ist der
deutsche Text ausschlaggebend.

2 Referenzen

Hinweis: Wenn nicht anders angegeben, ist jeweils
die neueste Fassung der angegebenen Referenz giil-
tig.

2.1 Normative. Keine.

2.2 GM.

2.3 Zuséatzliche. Keine.

3 Gerite und Einrichtungen

3.1 Einrichtung. Geeignete Strecke mit Spurrillen
bzw. Fahrbahnabséatzen, Trennfugen (z.B. Versuchs-
strecke 17 bei Michelin/ Ladoux).

© Copyright 2001 General Motors Corporation All Rights Reserved

Originating Department: GME Specification Center

August 2001 Page 1 of 3

Documents
Copyright by the ADAM OPEL AG

Mon Sep 12 10:34:47 2016
Full document details: OPEL GME R-10B-15 2001


http://www.avadocuments.com/doc/opel-gme-r-10b-15-2001
http://www.avadocuments.com/doc/opel-gme-r-10b-15-2001

GME R-10B-15

GM EUROPE ENGINEERING STANDARDS

3.2 Equipment.
3.2.1 Axle measuring stand.
3.2.2 Tire pressure gauge.

3.3 Test Vehicle / Test Piece. Vehicle with standard
chassis and specified geometry for the test tires.

Test tires and corresponding reference tires.

3.4 Test Time. Not applicable.

3.5 Test Required Information. Not applicable.
3.6 Personnel / Skills. Not applicable.
4 Procedure

4.1 Preparation.

4.1.1 The test tire shall be mounted on the approved
rims.

4.1.2 The test tire shall be mounted on the vehicle
and the tire adjusted to partial load pressure.

4.2 Conditions.

4.2.1 Environmental Conditions.
paragraph 4.3.

According to

4.2.2 Test Conditions. Deviations from the require-
ments of this test procedure shall have been agreed
upon. Such requirements shall be specified on com-
ponent drawings, test certificates, reports etc.

4.3 Instructions.

4.3.1 The vehicle shall be driven at various speeds
up to viax ON the relevant test tracks. Track grooves,
joints, etc. shall be crossed several times at a tangent
(5...10)°.

4.3.2 The reaction of the vehicle when crossing the
track grooves etc. shall be evaluated subjectively ac-
cording to GMUTS L/R-0-1.

3.2 Ausriistung.
3.2.1 Achsmessstand.
3.2.2 Reifendruck-Messgerat.

3.3 Testfahrzeug / Probekdrper. Fahrzeug mit seri-
enmaligem Fahrwerk und Sollgeometrie, fir das die
Prifreifen vorgesehen sind.

Priifreifen und entsprechende Basisbereifung.

3.4 Priifzeit. Nicht anwendbar.

3.5 Zum Priifen benétigte Informationen. Nicht

anwendbar.

3.6 Personal / Fahigkeiten. Nicht anwendbar.
4 Durchfithrung

4.1 Vorbereitung.

4.1.1 Der Versuchsreifen ist auf die Freigabe-Felgen
Zu montieren.

4.1.2 Der Versuchsreifen ist auf das Fahrzeug zu
montieren, Teillastluftdruck ist einzustellen.

4.2 Bedingungen.

4.2.1 Umgebungsbedingungen. Entsprechend Ab-
schnitt 4.3.

4.2.2 Prifbedingungen. Abweichungen von
den Bedingungen dieser Test Procedure miissen
vereinbart werden. Diese Bedingungen sind auf
Teilezeichnungen vorgeschrieben bzw. missen auf
Prifzeugnissen, Berichten u. dergl. angegeben
werden.

4.3 Priifanleitung.

4.3.1 Das Fahrzeug ist mit verschiedenen Geschwin-
digkeiten bis v,5x auf den entsprechenden Priifstre-
cken zu fahren. Spurrillen, Trennfugen, etc. sind
mehrmals unter spitzem Winkel von (5...10)° zu (iber-
fahren.

4.3.2 Die Fahrzeugreaktion beim Uberfahren der
Spurrillen, etc. ist subjektiv nach GMUTS L/R-0-1 zu
bewerten.
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