EUROPE

ENGINEERING
STANDARDS

Test Procedure

Road GME R-10B-16

Vehicle Handling on Wet Road Sur-
face (Wet Handling)

1 Introduction

1.1 Purpose. To test the tire characteristics (traction,
tracking stability, steering and cornering behavior) on
wet road surfaces.

1.2 Foreword. Not applicable.

1.3 Applicability. For all makes from the range sup-
plied by the tire industry.

1.4 Definitions. Not applicable.

Note: Nothing in the specification, however, super-
sedes applicable laws and regulations unless a spe-
cific exemption has been obtained.

Note: In the event of a conflict between the German
and the English language, the German language shall
take precedence.

2 References

Note: Only the latest approved standards are appli-
cable unless otherwise specified.

2.1 Normative. None.
2.2 GM.

GMUTS L/R-0-1
2.3 Additional. None.

3 Resources

3.1 Facilities.

3.1.1 Test Track. Wet-road handling course at Con-
tidrom (Conti Co.) or Wittlich (Dunlop Co.).

Fahrverhalten auf nasser Fahrbahn
(Nasshandling)

1 Einleitung

1.1 Zweck. Uberpriifung der Reifeneigenschaften
(Traktion, Spurstabilitat, Lenk- und Kurvenverhalten)
auf nasser Fahrbahn.

1.2 Vorwort. Nicht anwendbar.

1.3 Anwendbarkeit. Fir alle Fabrikate aus dem An-
gebot der Reifenindustrie.

1.4 Definitionen. Nicht anwendbar.

Hinweis: Falls keine Ausnahmen vereinbart wurden,
darf die Vorschrift keine anzuwendenden Gesetze
und Regelungen auler Kraft setzen.

Hinweis: Im Falle von Unstimmigkeiten zwischen

dem deutschen und dem englischen Text ist der
deutsche Text ausschlaggebend.

2 Referenzen

Hinweis: Wenn nicht anders angegeben, ist jeweils
die neueste Fassung der angegebenen Referenz giil-
tig.

2.1 Normative. Keine.

2.2 GM.

2.3 Zusitzliche. Keine.
3 Geriate und Einrichtungen

3.1 Einrichtung.

3.1.1 Versuchsstrecke. Nasshandling - Kurs im
Contidrom (Fa. Conti) bzw. Wittlich (Fa. Dunlop).
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3.2 Equipment.
3.2.1 Test wheels (x 4).

3.2.2 Stopwatch or other suitable chronometer.

3.2.3 Wetted asphalt road.

3.3 Test Vehicle / Test Piece. Completely equipped
vehicle, fitted with the tire makes to be tested.

3.4 Test Time. Not applicable.

3.5 Test Required Information. Not applicable.
3.6 Personnel / Skills. Not applicable.
4 Procedure

4.1 Preparation. The vehicle shall be checked for
correct chassis data. The function of the drive and
screen wipers shall be checked. The track shall be
sprinkled evenly.

4.2 Conditions.

4.2.1 Environmental Conditions. The environmen-
tal conditions existing at the time of the test (season-
ally dependent) shall be recorded.

4.2.2 Test Conditions. Deviations from the require-
ments of this test procedure shall have been agreed
upon. Such requirements shall be specified on com-
ponent drawings, test certificates, reports etc.

4.3 Instructions. The vehicle shall be occupied by
one person. The tires shall be inflated to partial load
pressure.

5 laps shall be driven at the maximum possible
speed. The lap times shall be recorded and the
handling characteristics evaluated according to
GMUTS L/R-0-1 (traction, braking characteristics,
vehicle handling, grip during cornering).

Comparisons to previous tests and correction of the
daily deviation shall be made possible by repeated
driving with a reference tire set.

3.2 Ausriistung.
3.2.1 Prufrader (4 Stiick).

3.2.2 Stoppuhr bzw. anderes geeignetes Zeitmess-
gerat.

3.2.3 Nasse Asphalt-Fahrbahn.

3.3 Testfahrzeug / Probekdrper. Komplett ausge-
stattetes Fahrzeug, ausgeristet mit dem zu priifen-
den Reifenfabrikat.

3.4 Priifzeit. Nicht anwendbar.

3.5 Zum Priifen benétigte Informationen. Nicht

anwendbar.

3.6 Personal / Fahigkeiten. Nicht anwendbar.
4 Durchfithrung

4.1 Vorbereitung. Das Fahrzeug ist auf korrekte
Chassisdaten zu prifen. Die Funktion von Antrieb
und Scheibenwischer ist zu prifen. Die Strecke wird
gleichmaRig beregnet.

4.2 Bedingungen.

4.2.1 Umgebungsbedingungen. Die bei der Pri-
fung vorliegenden Umgebungsbedingungen (je nach
Jahreszeit) sind eintsprechend zu notieren.

4.2.2 Prifbedingungen. Abweichungen von
den Bedingungen dieser Test Procedure miissen
vereinbart werden. Diese Bedingungen sind auf
Teilezeichnungen vorgeschrieben bzw. missen auf
Prifzeugnissen, Berichten u. dergl. angegeben
werden.

4.3 Priifanleitung. Das Fahrzeug ist mit einer Per-
son zu besetzen. Die Reifen sind mit Teillastluftdruck
zu befillen.

5 Runden werden mit der maximal mdéglichen Ge-
schwindigkeit gefahren. Die Rundenzeiten sind zu
notieren und das Fahrverhalten nach GMUTS L/R-0-1
zu beurteilen (Traktion, Bremsverhalten, Steuerver-
halten, Kurvengrip).

Vergleiche zu vorangegangenen Versuchen und die
Korrektur der Tagesdrift werden durch wiederholtes
Fahren mit einem Basisreifensatz moglich.

© Copyright 2001 General Motors Corporation All Rights Reserved

Page 2 of 4 August 2001

Documents
Copyright by the ADAM OPEL AG

Mon Sep 12 10:34:53 2016
Full document details: OPEL GME R-10B-16 2001


http://avadocuments2026.com/doc/opel-gme-r-10b-16-2001
http://avadocuments2026.com/doc/opel-gme-r-10b-16-2001

