EUROPE

ENGINEERING
STANDARDS

Test Procedure

Road GME R-10B-17

Braking Distance in Wet Conditions

1 Introduction

1.1 Purpose. Determination of the wet-surface
braking performance of various tire makes and sizes
whilst braking with locked wheels or ABS. Measure-
ments with locked wheels are only performed on
vehicles not equipped with ABS as standard.

1.2 Foreword. Not applicable.

1.3 Applicability. For all tires.

1.4 Definitions. Not applicable.

Note: Nothing in the specification, however, super-
sedes applicable laws and regulations unless a spe-
cific exemption has been obtained.

Note: In the event of a conflict between the German

and the English language, the German language shall
take precedence.

2 References

Note: Only the latest approved standards are appli-
cable unless otherwise specified.

2.1 Normative. None.
2.2 GM.

GMUTS L/R-0-1
2.3 Additional. None.

3 Resources

3.1 Facilities.

3.1.1 Wetted rail-guided asphalt road, Conti Co.
(Contidrom).

Bremswegmessung auf
Fahrbahn

nasser

1 Einleitung

1.1 Zweck. Ermittlung des Nassbremsvermdgens
verschiedener Reifenfabrikate und -groRen bei Blo-
ckier- bzw. ABS-Bremsungen. Blockiermessungen
werden nur mit Fahrzeugen durchgefiihrt, die kein
ABS als Serienausstattung haben.

1.2 Vorwort. Nicht anwendbar.

1.3 Anwendbarkeit. Fir alle Reifen.

1.4 Definitionen. Nicht anwendbar.

Hinweis: Falls keine Ausnahmen vereinbart wurden,
darf die Vorschrift keine anzuwendenden Gesetze
und Regelungen auler Kraft setzen.

Hinweis: Im Falle von Unstimmigkeiten zwischen

dem deutschen und dem englischen Text ist der
deutsche Text ausschlaggebend.

2 Referenzen

Hinweis: Wenn nicht anders angegeben, ist jeweils
die neueste Fassung der angegebenen Referenz giil-

tig.
2.1 Normative. Keine.

2.2 GM.

2.3 Zusatzliche. Keine.
3 Gerate und Einrichtungen

3.1 Einrichtung.

3.1.1 Bewasserte schienengefiihrte Asphaltbahn,
Fa. Continental (Contidrom).
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3.1.2 Test center Bridgestone / Firestone (Rome).
3.2 Equipment.

3.2.1 DIGITALKER measuring system (or equivalent)
for stopping distance measurement.

3.2.2 Evaluation computer for preparation of the
Digitalker data.

3.2.3 Peiseler wheel or external pulse generator.
3.2.4 External, calibrated speed display.

3.2.5 Shut-off valve for rear brake circuit when brak-
ing with locked wheels.

3.2.6 Device for lateral guidance on the rail.
3.2.7 Load: driver + measuring instruments.

3.3 Test Vehicle / Test Piece.

« The test vehicles shall be fitted by the operator of
the test track (FWD / RWD vehicles)

¢ Test tires

3.4 Test Time. Not applicable.

3.5 Test Required Information. Not applicable.
3.6 Personnel / Skills. Not applicable.
4 Procedure

4.1 Preparation.

4.1.1 The test tire shall be run in over a distance of
(150 £ 20) km. The tires shall be adjusted to partial
load pressure.

4.1.2 The watering device shall be switched on. It
shall be ensured that the water can drain away at the
side of the road.

4.1.3 Braking onthe testtrack, i.e. = 15 x braking with
old tires from v = 90 km/h to a standstill. Braking starts
= 5 m before the test braking point.

3.1.2 Testzentrum Bridgestone / Firestone (Rom).
3.2 Ausriistung.

3.2.1 Messsystem DIGITALKER (oder aquivalent)
zur Bremswegmessung.

3.2.2 Auswertecomputer zur Bearbeitung der Digital-
ker Daten.

3.2.3 Peiselerrad bzw. externer ABS-Impulsgeber.
3.2.4 Externe, geeichte Geschwindigkeitsanzeige.

3.2.5 Absperrventil fir hinteren Bremskreis bei Blo-
ckierbremsungen.

3.2.6 Vorrichtung zur Spurfiihrung an der Schiene.
3.2.7 Beladung: Fahrer plus Messgerate.

3.3 Testfahrzeug / Probekdrper.

» Die Versuchsfahrzeuge werden vom Betreiber der
Versuchsstrecke (FWD / RWD-Fahrzeuge) ausge-
rastet

¢ Versuchsreifen

3.4 Priifzeit. Nicht anwendbar.

3.5 Zum Priifen benétigte Informationen. Nicht
anwendbar.

3.6 Personal / Fahigkeiten. Nicht anwendbar.
4 Durchfithrung

4.1 Vorbereitung.

4.1.1 Der Versuchsreifen ist einzufahren (Laufstrecke
(150 % 20) km). Teillastluftdruck ist einzustellen.

4.1.2 Bewasserungsanlage einschalten lassen. Es
ist auf einwandfreien seitlichen Wasserablauf zu ach-
ten.

4.1.3 Versuchsstrecke einbremsen, d.h. = 15 Brem-
sungen mit alten Reifen aus v = 90 km/h bis zum Still-
stand. Der Anbremspunkt liegt = 5 m vor dem Ver-
suchsbremspunkt.
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