EUROPE

ENGINEERING
STANDARDS

Test Procedure

Road GME R-10B-19

Aquaplaning, Transverse Direction

1 Introduction

1.1 Purpose. Determination of aquaplaning behav-
ior for different makes and sizes of tires on skidpad
driving.

1.2 Foreword. Not applicable.

1.3 Applicability. For all tires.

1.4 Definitions. Not applicable.

Note: Nothing in this specification, however, super-
sedes applicable laws and regulations unless a spe-
cific exemption has been obtained.

Note: In the event of a conflict between the German

and the English language, the German language shall
take precedence.

2 References

Note: Only the latest approved standards are appli-
cable unless otherwise specified.

2.1 Normative. None.
2.2 GM.

GMUTS L/R-0-1
2.3 Additional. None.

3 Resources

3.1 Facilities.

3.1.1 Dry asphalt skidpad (Contidrom R =100 m) with
a wetted measuring sector (water depth = (5 = 1) mm).

3.2 Equipment.

3.2.1 Digitalker measuring system.

Aquaplaning - quer zur Fahrbahn

1 Einleitung

1.1 Zweck. Ermittlung des Aufschwimmverhaltens
verschiedener Reifenfabrikate und -gréen bei Kreis-
fahrt.

1.2 Vorwort. Nicht anwendbar.

1.3 Anwendbarkeit. Fir alle Reifen.

1.4 Definitionen. Nicht anwendbar.

Hinweis: Die Vorschrift darf keine anzuwendenden

Gesetze und Regelungen auler Kraft setzen.

Hinweis: Im Falle von Unstimmigkeiten zwischen
dem deutschen und dem englischen Text ist der
deutsche Text ausschlaggebend.

2 Referenzen

Hinweis: Wenn nicht anders angegeben, ist jeweils
die neueste Fassung der angegebenen Referenz giil-

tig.
2.1 Normative. Keine.

2.2 GM.

2.3 Zusiatzliche. Keine.

3 Gerite und Einrichtungen

3.1 Einrichtung.

3.1.1 Trockene  Asphalt-Kreisbahn  (Contidrom
R = 100 m) mit einem bewasserten Messsegment
(Wassertiefe = (5 £ 1) mm).

3.2 Ausristung.

3.2.1 Digitalker-Messsystem.
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3.2.2 Evaluation computer for preparation of the Dig-
italker data.

3.2.3 Acceleration sensor.

3.2.4 Antenna for data acquisition on Digitalker sys-
tem.

3.2.5 Load: Driver + measuring instruments.

3.3 Test Vehicle / Test Piece.

3.3.1 The vehicle type (engine and chassis version)
shall be selected in accordance to the tire size to be

tested and corresponds to the production status of the
current model year.

3.3.2 Test tires.
3.4 Test Time. Not applicable.

3.5 Test Required Information. Not applicable.
3.6 Personnel / Skills. Not applicable.
4 Procedure

4.1 Preparation.

4.1.1 The test tires shall be run in over a distance of
(150 £ 20) km. The tires shall be adjusted to partial
load pressure.

4.1.2 The watering device shall be switched on and
adjusted to a constant water depth of 5 mm.

At wind speeds > 10 m/s, no measurements shall be
performed.

4.1.3 The Digitalker measuring system shall be ad-
justed as specified.

4.1.4 The acceleration sensor shall be installed close
to the vehicle center of gravity.

4.1.5 The test tire set shall be installed.

4.1.6 The test series always starts with a reference
tire of the same size, the performance of which is al-
ready known from previous tests.

3.2.2 Auswertecomputer zur Bearbeitung der Digital-
ker-Daten.

3.2.3 Beschleunigungsgeber.

3.2.4 Antenne fiir die Messwertaufnhame am Digital-
ker-Messsystem.

3.2.5 Beladung: Fahrer + Messgerate.

3.3 Testfahrzeug / Probekdrper.

3.3.1 Der Fahrzeugtyp (Motor- und Chassisvariante)
ist entsprechend der zu prifenden Reifengroflbe aus-
zuwahlen und entspricht dem produktionsméaiigen
Stand des laufenden Modelljahres.

3.3.2 Versuchsreifen.

3.4 Priifzeit. Nicht anwendbar.

3.5 Zum Priifen benétigte Informationen. Nicht

anwendbar.

3.6 Personal / Fahigkeiten. Nicht anwendbar.
4 Durchfithrung

4.1 Vorbereitung.

4.1.1 Die Versuchsreifen sind einzufahren (Laufstre-
cke (150 = 20) km) und auf Teillastluftdruck einzustel-
len.

4.1.2 Bewasserungsanlage einschalten lassen und
auf konstante Wasserhéhe von 5 mm einstellen.

Bei Windgeschwindigkeiten > 10 m/s sind keine Mes-
sungen durchzufiihren.

4.1.3 Das Digitalker-Messystem ist nach Vorschrift
einzustellen.

4.1.4 Der Beschleunigungsgeber ist in der Nahe des
Fahrzeug-Schwerpunktes zu montieren.

4.1.5 Der Prif-Reifensatz ist zu montieren.

4.1.6 Der Versuchsreihenbeginn erfolgt immer mit ei-
nem aus vorherigen Versuchen schon bekannten Ba-
sisreifen der gleichen GroRe.
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