EUROPE

ENGINEERING
STANDARDS

Test Procedure

Road GME R-10B-3

Test of Production Tires

1 Introduction

1.1 Purpose. Test of tires from current production re-
garding consistent quality with respect to the release
state. The properties tested are soft handling, interior
noise and wet properties.

1.2 Foreword. Not applicable.

1.3 Applicability. For all makes from the range sup-
plied by the tire industry.

1.4 Definitions. Not applicable.

Note: Nothing in the specification, however, super-
sedes applicable laws and regulations unless a spe-
cific exemption has been obtained.

Note: In the event of a conflict between the German
and the English language, the German language shall
take precedence.

2 References

Note: Only the latest approved standards are appli-
cable unless otherwise specified.

2.1 Normative. None.
2.2 GM.

GME R-10B-11
2.3 Additional. None.

GME R-10B-16

3 Resources

3.1 Facilities.

3.1.1 Evaluation of Soft Handling. On test tracks in
the context of chassis test drives.

GME R-10B-17

Produktionsiiberpriifung
von Reifen

1 Einleitung

1.1 Zweck. Uberpriifung von Reifen aus der laufen-
den Produktion hinsichtlich einer konstanten Anlie-
ferungsqualitat die dem Freigabestand entsprechen
soll. Uberpriift werden die Soft-Handlingeigenschaf-
ten, das Gerausch- und Nasseverhalten.

1.2 Vorwort. Nicht anwendbar.

1.3 Anwendbarkeit. FUr alle Fabrikate aus dem An-
gebot der Reifenindustrie.

1.4 Definitionen. Nicht anwendbar.

Hinweis: Falls keine Ausnahmen vereinbart wurden,
darf die Vorschrift keine anzuwendenden Gesetze
und Regelungen auler Kraft setzen.

Hinweis: Im Falle von Unstimmigkeiten zwischen
dem deutschen und dem englischen Text ist der
deutsche Text ausschlaggebend.

2 Referenzen

Hinweis: Wenn nicht anders angegeben, ist jeweils
die neueste Fassung der angegebenen Referenz giil-

tig.
2.1 Normative. Keine.

2.2 GM.

GME R-10B-18
2.3 Zuséatzliche. Keine.

GMUTS L/R-0-1

3 Gerite und Einrichtungen

3.1 Einrichtung.

3.1.1 Beurteilung des Softhandlings. Auf Priifstre-
cken im Rahmen von Chassisversuchsfahrten.
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3.1.2 Evaluation of Interior Noise. According to
GME R-10B-11.

3.1.3 Evaluation of Wet Properties. According to
GME R-10B-16, GME R-10B-17 and GME R-10B-18.

3.2 Equipment.

3.2.1 Measuring Device. For the test of wet prop-
erties according to GME R-10B-16, GME R-10B-17
and GME R-10B-18. All other tests shall be evalu-
ated subjectively according to GMUTS L/R-0-1.

3.3 Test Vehicle / Test Piece. The vehicle type (en-
gine and chassis) shall be chosen according to the
tire size to be tested and normally corresponds to the
production status of the current model year.

3.4 Test Time. Not applicable.

3.5 Test Required Information. Not applicable.
3.6 Personnel / Skills. Not applicable.
4 Procedure

4.1 Preparation. The vehicle shall be chosen ac-
cording to the tire size to be tested.

Chassis equipment and axle geometry shall be
checked with regard to the nominal values before
testing and adjusted where necessary.

All other preparations according to GME R-10B-11,
GME R-10B-16, GME R-10B-17 and GME R-10B-18.

4.2.1 Environmental Conditions. According to the
tests specified in this Test Procedure.

4.2.2 Test Conditions. Deviations from the require-
ments of this test procedure shall have been agreed
upon. Such requirements shall be specified on com-
ponent drawings, test certificates, reports etc.

4.2.2.1 Loading of Vehicle.

« Soft handling with 1 or 2 persons and total permis-
sible weight and permissible rear axle load.

3.1.2 Beurteilung des Gerdusches. Entsprechend
GME R-10B-11.

3.1.3 Prifung der Né&sseeigenschaften. Ent-
sprechend GME R-10B-16, GME R-10B-17 und
GME R-10B-18.

3.2 Ausriistung.

3.21 Messgerdte. Fir die Nasseprifungen ent-
sprechend GME R-10B-16, GME R-10B-17 und
GME R-10B-18. Alle anderen Prifungen werden
subjektiv nach GMUTS L/R-0-1 beurteilt.

3.3 Testfahrzeug / Probekérper. Der Fahrzeugtyp
(Motor- und Chassisvariante) ist entsprechend der zu
priifenden Reifengréfe auszuwédhlen und entspricht
normalerweise dem produktionsmafigen Stand des
laufenden Modelljahrs.

3.4 Priifzeit. Nicht anwendbar.
3.5 Zum Prifen benétigte Informationen. Nicht
anwendbar.

3.6 Personal / Fahigkeiten. Nicht anwendbar.
4 Durchfithrung

4.1 Vorbereitung. Das Fahrzeug ist entsprechend
der zu prifenden Reifendimension auszuwahlen.

Chassisausriistung und Geometrieeinstellung vor
Versuchsbeginn sind auf Sollwerte Gberpriifen und
ggf. einzustellen.

Alle  anderen  Vorbereitungen entsprechend
GME R-10B-11, GME R-10B-16, GME R-10B-17 und
GME R-10B-18.

4.2.1 Umgebungsbedingungen. Entsprechend
den in dieser Test Procedure angegebenen Prifun-
gen.

4.2.2 Prifbedingungen. Abweichungen von
den Bedingungen dieser Test Procedure missen
vereinbart werden. Diese Bedingungen sind auf
Teilezeichnungen vorgeschrieben bzw. miissen auf
Prifzeugnissen, Berichten u. dergl. angegeben
werden.

4.2.2.1 Beladung des Fahrzeuges.

» Softhandling mit 1 bzw. 2 Personen und zulassi-
gem Gesamtgewicht bei zuldssiger Hinterachslast.

» Interior noise test with 1 or 2 persons. » Gerdusch mit 1 bzw. 2 Personen.
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