ENGINEERING

STANDARDS
EUROPE

Test Procedure

GME R-7-4
Powertrain

Water Passage for Automatic
Transmission (AT) and Automa-
tically Shifted Manual Transmis-
sion (MTA)

Wasserdurchfahrt automatische
Getriebe (AT) und automatisierte
Schaltgetriebe (MTA)

1 Introduction

1.1 Purpose. The purpose of this test is the ex-
amination and detection of water penetration of
automatic transmissions after water passage.

1.2 Foreword. None.

1.3 Applicability. For all automatic transmissions
(AT) and automatically shifted manual transmissi-
ons (MTA).

Note: Nothing in the specification, however, su-
persedes applicable laws and regulations unless a
specific exemption has been obtained.

Note: In the event of a conflict between the Ger-
man and the English language, the German lan-
guage shall take precedence.

2 References

None.

3 Resources

3.1 Facilities. Test section: freshwater basin at
Dudenhofen Proving Ground.

3.2 Equipment.
AT: Measuring glass.

3.3 Test Vehicle / Test Piece. Vehicle equipped
as follows:

1 Einleitung

1.1 Zweck. Dieses Priifverfahren dient zur Uber-
prifung und Sicherstellung von Wassereintritt in
automatisch schaltende Getriebe nach einer
Wasserdurchfahrt.

1.2 Vorwort. Kein.

1.3 Anwendbarkeit. Fir alle automatischen Ge-
triebe (AT) und automatisierten Schaltgetriebe
(MTA).

Hinweis: Falls keine Ausnahmen vereinbart wur-
den, darf die Vorschrift keine anzuwendenden
Gesetze und Regelungen aulber Kraft setzen.

Hinweis: Im Falle von Unstimmigkeiten zwischen
dem deutschen und dem englischen Text ist der
deutsche Text ausschlaggebend.

2 Referenzen

Keine.

3 Gerate und Einrichtungen

3.1 Einrichtung. Prifstrecke Silwasserbecken
in Dudenhofen.

3.2 Ausriistung.
AT: Messglas.

3.3 Versuchsfahrzeug / Probekorper. Fahrzeug
ausgestattet wie folgt:
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3.3.1 Transmission Equipment.
AT:

— New, inspected automatic transmission accor-
ding to latest design status.

— Qil level adjusted to maximum level according
to oil filling specification (see drawing).

— A water collecting device on the automatic
transmission underneath the breather (without
impairing the ventilation) with a drain pipe and
with a water collecting tank which can be re-
moved from the outside.

— Check the routing of the vent hose (see dra-
wing).

MTA:

— New, inspected manual transmission automati-
cally shifted according to latest design status.

— Qil sump temperature measuring point.

— Qil level according to oil filling specification
(see drawing).

— Oil grade according to specification.
3.3.2 Vehicle Equipment
— Air conditioning (AT).

— Engine encapsulation (if intended for producti-
on status).

— Engine cooling according to latest design sta-
tus.

— Airfilter model with air intake pipe oriented
upwards over the vehicle.

3.3.3 Vehicle Load. Permissible gross weight.

4 Procedure

4.1 Preparation. Before the test, an engine in-
spection shall be performed. Check all electrical
connections and shielding for firm seating.

MTA:

A sample of the oil filling shall be tested for water
content.

3.3.1 Getriebeausriistung.
AT:

— Neuwertiges, kontrolliertes automatisches Ge-
triebe letzten Entwicklungsstandes.

— Olstand auf Maximum eingestellt, entspre-
chend Spezifikation Olbefiillung (siehe Zeich-
nung).

— Wasserauffang-Einrichtung unter dem Entliifter
(ohne Behinderung der Entliiftung) mit Ablauf-
rohr und von aulfen abnehmbaren Wasser-
Auffangbehalter.

— Verlegung des Entlifterschlauchs (iberpriifen
(siehe Zeichnung).

MTA:

— Neuwertiges, kontrollietes automatisiertes
Schaltgetriebe letzten Entwicklungsstandes.

— Olsumpftemperaturmessstelle.

— OQlstand entsprechend Spezifikation Olbefiil-
lung (siehe Zeichnung).

— Olsorte entsprechend der Spezifikation.
3.3.2 Fahrzeugausriistung
— Klimaanlage (AT).

— Motorraumabschottung (wenn fiir Serienstand
vorgesehen).

— Motorkiihlung letzten Entwicklungsstandes.

— Luftfilter-Attrappe mit nach oben Gber den Wa-
gen gerichtetes Luftansaugrohr.

3.3.3 Fahrzeugbeladung. Zuldssiges Gesamt-
gewicht.

4 Durchfuhrung

4.1 Vorbereitung. Vor dem Fahrversuch ist eine
Motorinspektion durchzufiihren. Alle elektrischen
Anschliisse und Abschirmungen auf festen Sitz
prifen.

MTA:

Eine Probe des eingefilllten Ols ist auf Wasserge-
halt zu priifen.

© Capyright 2000 General Motors Corporation All Rights Reserved

Page 2 of 5

June 2000

Tt WLt Lt Sa ST VPV

Documents

Copyright by the ADAM OPEL AG

Mon Sep 12 10:29:22 2016
Full document details: OPEL GME R-7-4 2000


http://www.avadocuments.com/doc/opel-gme-r-7-4-2000
http://www.avadocuments.com/doc/opel-gme-r-7-4-2000

