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ENGINEERING

STANDARDS Test Procedure GME R-7B03-2
EUROPE
Rock Cycle Test Automatic Rock Cycle Test Automatisches
Transmission Getriebe
(Foreward-Backward-Cycle Test Automatic {Vorwérts-Riickwirts-Zyklus Test automa-
Transmission) tisches Getriebe)

1 Introduction

Note: Nothing in the specification, however, su-
persedes applicable laws and regulations unless a
specific exemption has been obtained.

Note: In the event of a conflict between the Ger-
man and the English language, the German lan-
guage shall take precedence.

1.1 Purpose. The purpose of this test is to check
and test the durability of a FWD or RWD drive
axle, propeller shaft and/or AT transmission when
subjected to an improper test with impulsive load
changes at full throttle.

Note: Contact the GMUTS representative or
GMUTS plant office for additional information
pertaining to this guideline.

1.2 Foreword. None.

1.3 Applicability. For all automatic transmis-
sions.

2 References

2.1 Normative.
None.

2.2 GM.
GMUTS L/R-0-2 GMUTS L/R-0-3

1 Einleitung

Hinweis: Falls keine Ausnahmen vereinbart wur-
den, darf die Vorschrift keine anzuwendenden
Gesetze und Regelungen auller Kraft setzen.

Hinweis: Im Falle von Unstimmigkeiten zwischen
dem deutschen und dem englischen Text ist der
deutsche Text ausschlaggebend.

1.1 Zweck. Dieser Test dient der Uberprufung
und Untersuchung zur Dauerhaltbarkeit einer
FWD oder RWD Antriebsachse, Gelenkwelle
und/oder eines AT-Getriebes, wenn dieses durch
schlagartige Lastwechsel mit Vollgas einem
mibrauchlichem Test unterzogen wird.

Anmerkung: Zusatzliche Informationen zu dieser
Richtlinie koénnen vom GMUTS-Beauftragten
oder -Buro des Werkes bezogen werden.

1.2 Vorwort. Kein.
1.3 Anwendbarkeit. Fur alle AT-Getriebe.

2 Referenzen

2.1 Normative.

2.2 GM.
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3 Resources

3.1 Facilities. The test shall be performed on a
level, dry and clean roadway.

3.2 Equipment.

- test vehicle with automatic transmission
- engine according to test order

- load: gross weight rating

- thermocouples to check the oil temperatures of
axle and transmission

- temperature measuring instrument (oil sump)
- tachometer
- tyres must be good as new

- To measure the torque of the propelier shaft
(C.E.L. Nr. 8-23402 or equivalent) or FWD
drive axle with wire strain gauge and conven-
ient writer to record the torque of the power
transfer (optional).

3.3 Test Vehicle / Test Piece. Test  vehicle
equipped as specified in paragraph 3.2.

3.3.1 Transmission Equipment

- New, inspected automatic transmission accord-
ing to latest design status.

— Oil level adjusted to full level according to oil
levelling specification {see drawing).

— Provide transmission vent valve with recepta-
cle. In case a vent hose is used the receptacle
shall be attached to the end of the hose. The
hose routing shall correspond with the release.

3.3.2 Vehicle Equipment
- Air conditioning

- Engine encapsulation (if provided production
start)

- Engine cooling according to latest develop-
ment status

3.3.3 Vehicle Load. Permissible total weight.

3 Gerate und Einrichtungen

3.1 Einrichtung. Der Test ist auf einer ebenen,
trockenen und sauberen Fahrbahn durchzufhren.

3.2 Ausriistung.

- Testfahrzeug mit automatischem Getriebe
— Motor je nach Versuchsauftrag

— Belastung: Zul. Gesamtgewicht

- Thermoelemte zur Uberwachung der Oltem-
peraturen von Achse und Getriebe

- Temperatur-MeRgerat (Olsumpf)
- Drehzahimesser
- Reifen miissen neuwertig sein

- Gerat zum messen des Drehmoments der
Gelenkwelle (C.E.L. Nr. S-23402 oder
gleichwertiges) oder FWD Antriebsachsen mit
Dehnmefistreifen und passendem Schreiber
zum Aufzeichnen des Orehmoments der
Kraftibertragung (freigestellt).

3.3 Versuchstfahrzeug / Probekdrper. Ver-
suchsfahrzeug mit entsprechender Ausristung
nach Abschnitt 3.2

3.3.1 Getriebeausriistung

- Neuwertiges, kontrolliertes  automatisches
Getriebe letzten Entwicklungsstandes.

- Olstand auf Maximum eingestellt, ent-
sprechend Spezifikation Olbefilllung (siehe
Zeichnung).

- Auffangbehalter am Entlufter des Getriebes;
bei Einsatz eines Entluftungsschiauches muld
der Auffangbehéalter am Ende des Schlauches
angebracht sein. Schlauchverlegung wie Frei-
gabe.

3.3.2 Fahrzeugausriistung
- Klimaanlage

- Motorraumabschottung (wenn fir Serienein-
satz vorgesehen)

- Motorkihlung letzter Entwicklungsstand

3.3.3 Fahrzeugbeladung. Zulassiges Ge-
samtgewicht.
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