ENGINEERING

STANDARDS
EUROPE

Test Procedure

Powertrain

GME R-7B03-4

Stop and Go Test of Vehicles
with Automatic Transmission
(AT) and Automatically Shifted
Manual Transmission (MTA)

Stop und Go Test fiir Fahrzeuge
mit automatischen Getrieben
(AT) und automatisierten
Schaltgetrieben (MTA)

1 Introduction

1.1 Purpose. The purpose of this test procedure
is the examination and assurance of the function
and the thermal loading of an automatic transmis-
sion (AT) and an automatically shifted manual
transmission (MTA) at maximum oil level, under
European driving and environmental conditions. It
simulates extreme stop and go traffic.

1.2 Foreword. None.

1.3 Applicability. For all automatic transmissions
(AT) and automatically shifted manual transmissi-
ons (MTA).

Note: Nothing in the specification, however, su-
persedes applicable laws and regulations unless a
specific exemption has been obtained.

Note: In the event of a conflict between the Ger-
man and the English language, the German lan-
guage shall take precedence.

2 References

None.

3 Resources
3.1 Facilities. Defined test road.

3.2 Equipment. Multi-channel temperature re-
corder (potentiometric recorder or equivalent) for
at least 6 (AT) or 3 (MTA) thermocouples to re-
cord temperatures = f (time).

3.3 Test Vehicle / Test Piece. Vehicle equipped
as follows:

3.3.1 Transmission Equipment

New, inspected automatic transmission according
to latest design status.

1 Einleitung

1.1 Zweck. Dieses Prifverfahren dient der Uber-
prifung und Sicherstellung der Funktion und der
thermischen Belastbarkeit eines automatischen
Getriebes (AT) und eines automatisierten Schalt-
getriebes (MTA) bei maximalen Olstand unter
europdischen Fahr- und Umweltbedingungen. Es
simuliert einen extremen Stop und Go Verkehr.

1.2 Vorwort. Kein.

1.3 Anwendbarkeit. Fir alle automatischen Ge-
triebe (AT) und automatisierten Schaltgetriebe
(MTA).

Hinweis: Falls keine Ausnahmen vereinbart wur-
den, darf die Vorschrift keine anzuwendenden
Gesetze und Regelungen aulber Kraft setzen.

Hinweis: Im Falle von Unstimmigkeiten zwischen
dem deutschen und dem englischen Text ist der
deutsche Text ausschlaggebend.

2 Referenzen

Keine.

3 Gerate und Einrichtungen
3.1 Einrichtung. Definierte Fahrstrecke.

3.2 Ausriistung. Mehrkanal-Temperatur-
Erfassungsgerat (z.B. Kompensationsschreiber)
fir mindestens 6 (AT) bzw. 3 (MTA) Thermoele-
mente; Messschrieb Temperatur = f (Zeit).

3.3 Versuchsfahrzeug / Probekorper. Fahr-

zeug, ausgestattet wie folgt:
3.3.1 Getriebeausriistung

Neuwertiges, kontrolliertes automatisch schalten-
des Getriebe letzten Entwicklungsstandes.

© Copyright 2000 General Motors Corporaticn All Rights Reserved

Originating Department: ITDC - Specification Cenler

June 2000

LRen A Te s A e

Copyright by the ADAM OPEL AG

Mon Sep 12 10:31:35 2016

Page 10f 8

Documents


http://www.avadocuments.com/doc/opel-gme-r-7b03-4-2000
http://www.avadocuments.com/doc/opel-gme-r-7b03-4-2000

GME R-7B03-4

GM ENGINEERING STANDARD EUROPE

3.3.11AT

— Oil level adjusted to maximum level according
to oil filling specification (see drawing).

— Collecting tank at the transmission vent valve.
If a vent hose is used, the collecting tank shall
be attached to the end of the hose. The hose
routing shall correspond to the release.

3.3.1.2 MTA

— Qil level according to oil filling specification
(see drawing).

— Oil grade according to specification.

— Fluid level for hydraulic clutch actuation ad-
justed to maximum.

— The area surrounding the transmission vent
valve must be dry and clean.

3.3.2 Vehicle Equipment
— Air conditioning

— Engine encapsulation (if intended for produc-
tion start)

— Engine cooling according to latest development
status

3.3.3 Vehicle Modification. Limiting distance for
engine throttle valve or for quantity adjusting lever
of diesel engines. For 6-cylinder engines the ad-
justing distance is to limited to 40 % and for
4-cylinder engines to 50 % of the adjusting range.

3.3.4 Vehicle Load. Permissible total weight.

4 Procedure
4.1 Preparation.
4.1.1 Temperature Measuring Points

4.1.1.1 AT. Multichannel temperature recorder
(e.g. potentiometric recorder) for thermocouples to
record temperature = f (time).

Thermocouples are required for at least the follo-
wing six temperature measuring points.

4.1.1.1.1 Measuring Point 1: Transmission Oil
Ssump Temperature. In the oil sump as near as
possible to the oil pump intake (e.g. in the oil pan).

4.1.1.1.2 Measuring Point 2: Converter Output
Temperature. In the fitting for the transmission oil
cooler line at the transmission outlet.

3.3.1.1AT

- Olstand auf Maximum eingestellt, entspre-
chend Spezifikation Olbefiillung (siehe Zeich-
nung).

— Auffangbehalter am Entlifter des Getriebes;
bei Einsatz eines Entliftungsschlauches muss
der Auffangbehélter am Ende des Schlauches
angebracht sein. Schlauchverlegung wie Frei-
gabe.

3.3.1.2 MTA

— OQlstand entsprechend Spezifikation Olbefiil-
lung (siehe Zeichnung).

— Olsorte entsprechend der Spezifikation.

— Fluidstand fiir hydraulische Kupplungsbetati-
gung auf Maximum eingestellt.

— Umgebung vom Getriebeentllifter muss tro-
cken und sauber sein.

3.3.2 Fahrzeugausriistung
— Klimaanlage

— Motorraumabschottung (wenn fiir Serieneinsatz
vorgesehen)

— Motorkiihlung entsprechend des neuesten Ent-
wicklungsstandes

3.3.3 Fahrzeugmodifikation. Wegbegrenzer fiir
Motor - Drosselklappe oder Mengenverstellhebel
bei Dieselmotoren. Bei 6-Zylinder-Motoren ist der
Verstellweg auf 40 % und bei 4-Zylinder-Motoren
auf 50 % des Verstellbereiches zu begrenzen.

3.3.4 Fahrzeugbeladung. Zulassiges Gesamtge-
wicht.

4 Durchfiithrung
4.1 Vorbereitung.
4.1.1 Temperaturmessstellen

4.1.1.1 AT. Mehrkanal-Temperatur-Erfassungs-
gerat (z.B. Kompensationsschreiber) fir Thermo-
elemente; Messschrieb Temperatur = f (Zeit).

Die Thermoelemente sind an mindestens 6 Tem-
peraturmessstellen anzubringen.

4.1.1.1.1 Messstelle  1:  Getriebe-Olsumpf-
Temperatur. Im Olsumpf moéglichst nahe an der
Ansaugung Olpumpe (z.B. in der Olwanne).

4.1.1.1.2 Messstelle 2: Wandler-Ausgang-
Temperatur. Im Anschlussstick (Fitting) der Ge-
triebe-Olkihler-Leitung am Getriebe-Ausgang.
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