RASUCEAUCIINEN VATERIAL SPECIFICATION

STANDARDS
EUROPE . g WERKSTOFF VORSCHRIFT

Minimum Performance Requirements for Automative Carpeting GME 71 20
Mindestanforderungen an Teppiche

Revisions/Anderungen

Date/Datum | Sym/Pos Description/Beschreibung Appd/Gen

Approved/Genehmng l ’

auxhall Motors LTD Adam Opel AG
Engineering Materials Laboratory PEK Werkstoffentwicklung

Despite spot checks possibly performed by the receiver, it is the supplier's responsibility that the delivered parts are
in line with these specifications. Deliveries of samples, first off-tool parts and parts, the performance of which has
been changed, must be accompanied by a test report showing the test results in terms of figures.

Unbeschadet etwaiger durch den Abnehmer erfolgenden Stichprobenpriifungen trigt der Lieferant die Verant-

wortung dafiir, daf die gelieferte Ware diese Vorschriften erfiilit. Ein Priifbericht mit zahlenmaRigen Ergebnissen aus
Priifungen der Lieferung selbst ist bei jeder Bemusterung,Erstbelieferung und Ausfilhrungsinderung mitzugeben.
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Reference is made to the following GME Test Methods and UM Material Specification

GME &0 202 Determination of the Resistance of Automotive Components
to High Humidity Environments

GME 60 276 Test Method for Determining Resistance to Odour
Propagation of Trim Materisls

GME 60 292 Test Method for Determining Colour Fastness
to Artificial Light

EME 60 301 Test Method for Determining Weight per Unit Area

GME 60 304 Test Method for Resistance to Spotting of Trim Materials
by lWater and Saline Solution

GME 60 307 Test Method for Determining the Temperature Stability
of Automotive Trim Materials

GME 60 325 Test Method for Determining Tensile Properties of
Body Trim, Sealing Materials, Deadeners etc.

GME 60 330 Test Method for Determining Colour Fastness to Rubbing
of Textiles and Coated Fsbrics

GME 60 334 Test Method for Determining the Tear Strength of
Textiles and Costed Fabrics (Single Tear Method)

GME 60 342 Test Method for Determining the Compression Characteristics
for Cushioning Materials under Static Stress

GME 60 345 Test Method for the Determination of the Resistance to
Wear of Automotive Trim Materials

GME o0 372 Test Method for Determining the Colour Fastness to Daylight
of Textiles and Coated Fabrics

GME 60 375 Test Method for Determining the Dye Stability of Textiles
{Colour Fastness to Water)

GME 60 376 Test Method for Determining Tuft Pull Out Resistance
of Carpets

VM TMF 6 Test Method for Flammability of Interior Materials
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Folgende GME-Priifverfahren und VM-Vorschrift kommen in dieser Vorschrift
zur Anwendung

GME 60 202 Beanspruchung in Kondenswasser-Klimaten
GME 60 276 Bestimmung des Geruchsverhaltens von lerkstoffen
der Karosserieausstattung
GME B0 292 Bestimmung der Lichtechtheit
GME &0 301 Bestimmung des Fl&chengewichts
GME 60 304 Wasserechtheit von textilen Fl&chengebilden
GME 60 307 Priifung der Temperaturbestindigkeit von Werkstoffen
der Karosserieausstattung
GME 60 325 Zugversuch fir Werkstoffe der Karosserieausstattung,
far Dichtungswerkstoffe, D&mpfungsplatten usw.
GME &0 330 Reibechtheit von Farbungen und Lackierungen
GME 60 334 Bestimmung der WeiterreiSkraft von Kunstleder u.d.
textilen Flichengebilden
GME 60 342 Statische Druckpriifung an Polsterwerkstoffen
GME 60 345 Scheuerpriifung von textilen Fl#ichengebilden
GME &0 372 Bestimmung der Tageslichtbest@ndigkeit
GME 60 375 Bestimmung der Farbbest3ndigkeit von Textilien
(Farbechtheit gegeniiber Wasser)
GME 60 376 Begtimmung der Schlingen-bzw. Noppenausziehkraft bei
"Tufted™ Teppichen
VM TMF 6 Test Method for Flammability of Interior Materials
o
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1. Scope

This specification defines the minimum performance requirements

for automobile carpeting materials. Such materials generally cansist

of a pile (looped or cut) af natural and/or synthetic fibres securely
woven or needled into natural and/or synthetic waven or non waven
primary backing medium, or of consolidated/needled textile type fibres.
The materials shall be securely "locked" by a secondary backing of
natural or synthetic polymeric material, dependent upon applicatien.
The material may be supplied as roll stock, finished cut and/or moulded
components. The actual construction, materials of construction and
delivery form will be shown on the relevant engineering drawing and/or
material release. Regardless of construction, all materials (parts), in
all colours, supplied to this specification shall comply with all the
requirements of this specification.

The minimum requirements given are intended to ensure adequate
screening of carpet materials, prior to Engineering development work.
Full requirements for individual patterns, qualities etc., of specific
carpet materials will be given in the appropriate PTM . . & ¢ « o &« &%
or "T 07/. « « « + « ." series of material specifications. Such speci-
fications may include more stringent requirements for certain of the
properties detalled in this document. In all cases, unless otherwise
specified, the severest regquirement is applicable.

2a Note

Samples of materials released to this specification shall be tested for
conformity with the requirements of this specification and approved by
Product Engineering Department prior to commencement of delivery of bulk
supplies.

In the event of any intentional deviations from the requirements of this
specification, it is the sole responsibility of the supplier toc inform
the purchaser of all such deviations. Furthermore the supplier shall
submit unsoliclted samples for reapproval by Product Engineering Department
prior to commencement of delivery of deviant bulk supplies.

3. Test Samples

For full testing to this specification a minimum of 5 metres by the full
width of the carpet (for roll stock materials) or 5 fully formed compo-
nents, shall be submitted. Such material (or components) shall be fully
representative of future supplies. Such test samples shall be accompanied
by s test report detailing the vendors test results in respect of the
properties specified herein.
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1. Zweck

Diese Vorschrift umfalt die grundsitzlichen Mindestanforderungen fir im
Fahrzeug eingesetzte Teppichuwerkstoffe. Diese Werkstoffe bestehen ent-
weder aus Schlingen (nicht aufgeschnittene oder aufgeschnittene Noppen)
aus Neiur- und/oder synthetischen Fasern, die fest mit einem gewebten
ogder nicht gewebten Tri#ger aus Natur~ und/oder synthetischen Fasern
verwebt sind, oder aus Textilverbundstoffen auf der Basis von Nadel-
vliesen, Diese Werkstoffe sollen, abhingig ven der Verwendung, auf der
Riickseite durch eine zweite Schicht aus natiirlichem oder synthetischem
Polymer fest gebunden sein. Die Werkstoffe kdnmen als Rollenuare fertig
geschnitten und/oder vorgeformte Teile geliefert werden. Die gewlinschte
Ausfdhrung, die Werkstoffe und die Lieferform werden auf der ent-
sprechenden Teilezeichnung cder Materialfreigabe angegeben. Ungeachtet
der Ausfiihrung missen alle Werkstoffe (Teile), in allen Farben, die
nach dieser Vorschrift geliefert werden alle Anforderungen dieser
Varschrift erfiillen.

Die hier fesigelegten Mindestanforderungen sellen bereits vor Beginn der
eigentlichen Entwicklungsarbeiten die fiir Teppiche erforderlichen
Eigenschaften gewfhrleisten. Die Anforderungen fiir die einzelnen Aus-
flihrungen und Qualitdten sind in den entsprechenden Technischen Liefer-
bedingungen fiir Werkstoffe "TM . . . . . .9 oder"T 07/. « . . . .M be-
sonders vergeschrieben und kéinnen Verschidrfungen der Farderungen gegen~
tiber dieser Vorschrift enthalten. Falls nicht anders angegeben, ist

in allen F&llen die schirfste Forderung verbindlich.

2. Bemerkung

Freigabemuster flir die diese Vorschrift zutrifft, milssen nach dieser
Varschrift gepriift und von der Produktentwicklung und Konstruktion
genehmigt sein, ehe eine Lieferung erfolgen kann.

Bei beabsichtigter Abuweichung von dieser Vorschrift ist der Hersteller
verpflichtet, unaufgefordert dem Abnehmer Proben zur erneuten Bemusterung
und Genehmigung durch die Produktentwicklung und Konstruktion vorzulegen,
bevar die Abweichung in der Lieferung einsetzen kann.

3. Prifmuster

Zur Uberpriifung aller Eigenschaften nach dieser Vorschrift sind
mindestens 5m in ganzer Breite des Teppichs (bei Rollenware) ader

5 vorgeformte Fertigteile vorzulegen. Die an der zu bemusternden
Teppichqualitdt ermittelten Werte aller geforderten KenngriéiBen sollen
repridsentativ sein flir alle nachfolgenden Serienlieferungen.

Jedem Priifmuster ist ein Prifbericht mitzugeben, der die vom Lieferanten
ermittelten zahlenm&Bigen Ergebnisse oder sonstige Angaben aus Prifungen
an dem Muster hinsichtlich der in dieser Vorschrift festgelegten An-
farderungen enthalten muB.
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