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GM INTERNATIONAL ENGINEERING STANDARD

Draft GMI R-7B01B-1

1 Introduction

1.1 Purpose _
Clutch assembly - grabbing test

1.2 Foreword
The clutch linings shall be tested for grabbing.

1.3 Applicability

For all passenger cars with a dry friction clutch.’

1.4 Definitions

Grahbing

Periodic torsional vibrations of the drive train as the
vehicle is started from rest, caused by clutch drag
and perceived as juddery accelerations.

1.5 References

1.5.1 Order of Precedence

In the event of a conflict between the text of the test
procedure and the documents cited herein, the text
of the test procedure takes precedence. Nothing in
the test procedure, however, supersedes applicable
laws and regulations unless a specific exemption
has been obtained.

Remark: In the event of a conflict between the Eng-
lish and the domestic language, the English lan-
guage shall take precedence.

1.5.2 Government Documents
N.a.

1.5.3 General Motors Documents

1.5.3.1 GMIO

GMI L-7B01B-5

Force and Distance Measurements on Assembly
Clutch/Clutch Disk

1.5.3.2 NAO
GMUTS L/R-0-1
Subjective Rating Scale

1 Einleitung

1.1 Zweck
Zusammenbau Kupplung - Rupfprafung

1.2 Vorwort
Die Kupplungsbelage werden auf Rupfen dberprif,

1.3 Anwendbarkeit
Fur alle Pkw mit Trockenreibungskupplung.

1.4 Definitionen

Rupfen

Periodisch auftretende Drehschwingungen des An-
triebsstranges im Anfahrvorgang, welche durch die
schleifende Kupplung ausgeldst werden und sich als
ruckeinde Fahrzeugbeschieunigungen auswirken,

1.5 Referenzen

1.5.1 Rangfolge der Dokumente

Im Falle eines Widerspruchs vom Text dieses Prif-
verfahrens und den Dokumenten, die in dem Prif-
verfahren enthalten sind, hat der Text des Prifver-
fahrens Vorrang. Falls keine Ausnahmen vereinbart
wurden, darf das Prufverfahren keine anzuwenden-
den Gesetze und Regelungen aufler Kraft setzen.

Hinweis: Im Falle von Unstimmigkeiten zwischen
dem englischen und dem landessprachlichen Text,
ist der englische Text ausschlaggebend.

1.5.2 Staatliche Dokumente
N.a.

1.5.3 General Motors Dokumente

1.5.3.1 GMIO

GM! L-7B01B-5

Kraft- und Wegmessungen am Zusammenbau
Kupplung/Kupplungsscheibe

1.5.3.2 NAO
GMUTS L/R-0-1
Subjective Rating Scale
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