ADAM OPEL AG Techn. Lieferbedingungen
TEZ .
Werkstoff-Entwicklung fr Werkstoffe QK 000 232
Material-Development ENGINEERING
and Testing MATERIAL SPECIFICATION

PPE/PA6-Blend

PPE/PA6-blend

Werkstoff: Polymerblend aus Polyphenylenether und Polyamid 6 (PPE/PA6)

Material: Polyblend of polyphenylene-ether and polyamide 6 (PPE/PA6G)

Verwendung: Spritzgieltype zur Herstellung technischer Teile mit hoher Tem-
peraturbestéindigkeit und MaBhaltigkeit sowie Online-Lackierbar-
keit, z.B. Gehduse-Steuergerdt, passive Sicherheitsgurte.

Application: Injection moulding type for manufacturing technical parts requi-
ring high temperature resistance and dimensional stability as
online—paint-ability e.g. housing-control unit,
passive safety belts.

Handelsname: Noryl GTX 910

Trade Name:

Lieferant: General Electric Plastics GmbH, D-6090 Riisselsheim
Supplier: "
Lieferform: Granulat

Form of Delivery: Granules
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Unbeschadet etwaiger durch den Abnehmer erfolgenden Stichprobenprifungen tragt der Lieferant die Verantwortung daftr, daB die
gelieferte Ware die Opel-Zeichnungsvorschriften erfailt.

Ein Prafbericht mit zahlenmaBigen Ergebnissen aus Priifungen der Lieferung selbst ist bei jeder Bemusterung, Erstbelieferung und Aus-
fuhrungsanderung mitzugeben.

Despite spot checks possibly perfromed by Opel, it is the supplier’s responsibility that the delivered parts are in line with the Opel dra-
wings. Deliveries of samples, first off-tool parts and parts, whose performance has been changed, must be accompanied by a test report
showing the test results in terms of figures.
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QK 000 232

Forderungen/Requirements
Dichte 1,10 g/cm® DIN 53 479
Density
Streckspannung 60 N/mm? )
Tensile Stress at Yield )
)
Dehnung bei Streckspannung (6 + 1) % )
Strain at Tensile Stress - ) DIN 53 455,
at Yield ) Probekdrper 3,
) Test piece 3,
ReiBfestigkeit 57 N/mm? ) v/speed =
Tensile Stress at Break ) 100 mm/min
)
Reifidehnung 100 3 )
Elongation at Break
Biegefestigkeit 100 N/mm? DIN 53 452
Flexural Strength
Elastizititsmodul aus DIN 53 457,
dem Zugversuch 2150 N/mm? Probekdrper 3
Modulus of Elasticity nach DIN 53 455
by the Tensile Test Test piece to
DIN 53 455

Elastizitdtsmodul aus

dem Biegeversuch. _ 2100 N/mm® DIN 53 457
Modulus of Elasticity

by the Flexural Test

Kerbschlagzdhigkeit u DIN 53 453,

Notched Impact Strength Norm-Kleinstab,
+23°C 13 kJ/m? Standard small
-20°C 9 kJ/m? rod

Rugeldruckhérte H 358/30 115 N/mn? DIN 53 456

Indentation Hardness

H 358/30

Vicat-Erweichungstemperatur DIN 53 460

Vicat Softening Temperatur

VST/B/120 +195 °C

Formschwindung 1,2 bis 1,6 2 DIN 16 901

Mould Shrinkage 1,2 to 1,6

Linearer Warmeausdehnungs—

koeffizient 9 * 107 1K DIN 53 752
Coefficient of Linear

Thermal Expansion
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