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ADAM OPEL AG Techn. Lieferbedingungen
TEZ fi
tr Werkstoffe
Werkstoff-Entwicklung QK 000 346
Material-Development ENGINEERING
and Testing MATERIAL SPECIFICATION

Acetal-Copolymerisat.

Acetal-copclymer.

Werkstoff: ' Acetal-Copolymerisat (Polyoximethylen, POM) gegentiber QK 000 322
hahere Festigkeit, Steifheit und Harte.

Material: Acetal-copolymer (Polyoximethylene, POM) compared to QK 000 322,
however, with increased strength, stiffness and hardness.

Verwendung: LeichtflieBende SpritzgieBtype zur Herstellung diinnwandiger Formtelle.

Application: Easy flow injection moulding type for manufacturing of thin-walled
mouldings.

Handelsname: Hostaform C 13031

Trade Name:

Hersteller: Hoechst AG, D-6230 Frankfurt (Main) 80

Supplier:

Lieferform: Granulat

Form of Delivery: Granules
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Unbeschadet etwaiger durch den Abnehmer erfolgenden Stichprobenprifungen tragt der Lieferant die Verantwortung dafr, daB die

gelieferte Ware die Opel-Zeichnungsvorschriften erflllt. !
Ein Prafbericht mit zahlenmaBigen Ergebnissen aus Prufungen der Lieferung selbst ist bei jeder Bemusterung, Erstbelieferung und Aus- |
fihrungsanderung mitzugeben. i

Despite spot checks possibly perfromed by Opel, it is the supplier's responsibility that the deiivered parts are in line with the Opel dra-
wings. Deliveries of samples, first off-tool parts and parts.whose performance has been changed, mustbe accompanied by a testreport
showing the test results in terms of figures.
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QK 000 346

Forderungen/Requirements
a) zu dokumentierende Eigenschaften/values for documentation

Dichte (1,41£002) g/em’ DIN 83 479
Density

Schmelzindex
Meit Flow Index
MF1 190/2,16 (13:1,5) g/10 min DIN 53 735

Elastizititsmodul aus

dem 3-Punkt-Biegeversuch 2700 N/mm? ISO 178
Modulus of Elasticity by

the 3-Point-Flexural Test

Kerbschlagzahigkeit nach Izod
Notched Impact Strength to izod
bei/at +23°C 4 kd/m? 1SO 180

Vicat Erweichungstemperatur
Vicat-Softening-Temperature
VST/B/50 +154 °C DIN 53 460

b) nur zur Information/only for information

Streckspannung 71 N /mm? DIN 53 485
Tensile Stress at Yield Probekérper 3/
Test piece 3
Dehnung bel Streckspannung 8 % v/speed =
Strain at Tensile Stress at Yield 50 mm/min
Kugeldruckhérte
indentation Hardness 156 N/mm? DIN 53 456
(H358/30) :
Formbestandigkeit in der Warme
Temperature of Deflection under Load
Verfahren/Method A +112 °C DIN 53 461

Umweltschutz nach QU 000 001 - Cadmium.
Environmental Protection to QU 000 001 - Cadmium.

Hinweis
Weitere Informationen siehe QK 000 000.

Reference
For further information refer to QK 000 000.
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