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ADAM OPEL AG Techn. Lieferbedingungen QK 000 471
TEZ fir Werkstoffe
Werkstoff-Entwicklung
ENGI ERING . Polyester-Elastomer
Material-Development NE Polyester-Elastomer
and Testing MATERIAL SPECIFICATION
Werkstoff: Thermoplastisches Polyester-Elastomer (Ester-Ether-Block-
Copolymerisat, EEBC).
Material: Thermoplastic polyester-elastomer (ester-ether-block-
copolymer, EEBC).
Verwendung: SpritzgieB- und Extrusionstype zur Herstellung flexibler Teile z.B.
Gelenk-Schaltung
Application: Injectlon moulding- and extrusion type for manufacturing flexible

parts e.g. joint-gear shift
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Unbeschadet etwaiger durch den Abnehmer erfolgenden Stichprobenpn‘.if-u'ngen tragt der Lieferant die Verantwortung dafiir, daB die
gelieferte Ware die Opei-Zeichnungsvorschriften erfilit.
Ein Prifbericht mit zahlenm#Bigen Ergebnissen aus Prifungen derLieferung selbst ist bei jederBemusterung, Erstbelieferung und Aus-
fuhrungssnderung mitzugeben.

Despite spot checks possibiy perfromed by Opel, it is the Supplier's responsibility that the delivered parts are in line with the Opel dra-
wings. Deliveries of samples, first off-tool parts and parts, whose performance has heen changed, must be accompanied by atestreport

showing the test results in terms of figures.
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QK 000 471

Forderungen/Requirements
Dichte 3
1,2 | 4
Density 8 g/em DIN 83 479
Schmelzindex
Meit Flow Index
MFI 240 / 2,16 12 g/10 min DIN 53 735
Zugfestigkeit 47 N 2 JDIN 53 455,
Tensile Strength /mm )Probekérper 3/
)Test piece 3,
ReiBdehnung as0 o W/speed =
Elongation at Break )50 mm/min
Elastizitatsmodul aus
dem 3-Punkt-Biegeversuch 1 2 7
Modulus of Elasticity by 240 N/mm DIN 53 45
3-Point-flexural Test
Abrasion Resistance mm 5
Schmelzpunkt o l 7
Melting Point +236 C DIN 53 736
Harte (82%3) Shore D DIN 53 505
Hardness
Formbesténdigkeit in DIN 53 461
der Warme
Temperature of Deflaction
under Load
Verfahren A/Method A +48 °C
Verfahren B/Method B +132 °C
Umweltschutz nach QU 000 001 - Cadmium.
Environmental Protection to QU 000 001 - Cadmium.
Hinweis
Weitere Informationen siehe QK 000 000.
Reference
For further information refer to QK 000 000.
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