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TECHN. LIEFERBEDINGUNGEN i
ADAM OPEL AG FUR WERKSTOFFE
TDC QK 000530
Central Laboratories ENGINEERING
MATERIAL SPECIFICATION

Polymethylmethacrylat, modifiziert
Polymethyl Methacrylate, modified

Werkstoff: Polymerisat auf Basis Methacrylsauremethylester (PMMA), durch Einbau von
Acryl-Elastomer schlagzéh modifiziert.
Material: Polymer based on methacrylic methyl ester (PMMA), impact resistant modified

by acrylic-elastomer.

Kurzzeichen: > PMMA <
Symbol:
Verwendung: SpritzgieB- und Extrusionstype zur Herstellung technischer Teile mit hoher

Transparenz, Temperaturbesténdigkeit und verbesserter Schlagzéhigkeit, z.B.
Blende-B-Saule, auB3en.

Application: Injection moulding- and extrusion type for manutacturing technical parts requiring
high transparency, temperature resistance and improved impact strength, e.g.
moulding-B-pillar, outer.

Handelsname: Lucryl KR 2008/1
Trade Name:

Lieferant: BASF AG

Supplier: D 67056 Ludwigshafen
Lieferform: Granulat

Form of Delivery: Granules
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Unbeschadet etwaiger durch den Abnehmer erfolgenden Stichprobenprifungen tragt der Lieferanfie Verantwortung dafir, daB die gelieferte
Ware die Opel-Zeichnungsvorschriften erflllt. Ein Prifbericht mit zahlenmaBigen Ergebnissen aus Prifungen der Lieferung selbst ist bei jeder
Bemusterung, Erstbelieferung und Austiihrungsénderung mitzugeben.

Despite spot checks possibly performed by Opel, it is the supplier's responsibility that the delivered parts are in line with the Ope! drawings.
Deliveries of samples, first off-tool parts and parts, whose performance has been changed, must be accompanied by a test report showing the
test results in terms of figures.
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QK 000530
Forderungen / Requirements
a) zu dokumentierende Eigenschaften / values for documentation
Eigenschaften Mittelwert Standardab- | Einheit Norm
Properties Average Value | weichung Unit Standard
Standard
Deviation

Dichte 1SO 1183
Density 1,18 0,01 glem®
Schmelzevolumenrate 1ISO 1133
Melt Volume-Flow Rate
MVR 230/3,8 1.8 0,13 cm/10 min
Zugmodul ISO 527
Tensile Modulus 2400 100 MPa
Charpy-Schlagzahigkeit ISO 179/ 1eU
Charpy Impact Strength

bei/at +23°C 50 4 kJ/m2
Vicat-Erweichungstemperatur 1SO 306
Vicat Softening Temperature

VST/B/50 105 1,0 °C
b) nur zur Information / only for information
Eigenschaften Mittelwert Einheit Norm
Properties Average Value Unit Standard
Verarbeitungsschwindung 1S0 294-4
Mould Shrinkage

fangs / longitudinal 0,65 %
Streckspannung I1SO 527
Yield Stress 60 N/mm?2
Streckdehnung ISC 527
Yield Strain 4,0 %
Charpy-Schlagzéhigkeit ISO 178 /1eU
Charpy Impact Strength

bei/at -30°C 20 kJ/m2
Charpy-Kerbschlagzéhigkeit 1ISO 179/ 1eA
Charpy Notched Impact Strength

bei/at +23°C 80 kJ/m?2

beiat -30°C 20 kd/m?2
Formbesténdigkeitstemperatur ISO 75-2
Temperature of Deflection under
Load

Verfahren/Method A 81 °C

Verfahren/Method B 97 °C
Vicat-Erweichungstemperatur 1SO 306
Vicat Softening Temperature

VST/A/50 112 °C
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