ADAM OPEL AG
TEZ
Werkstoff-Entwickiung

Material-Development
and Testing

Techn. Lieferbedingungen
flr Werkstoffe

ENGINEERING
MATERIAL SPECIFICATION

QK 000 534

Zell - Polyurethan
Cell - polyurethane

Werkstoff:
Material:

Kurzzeichen:
Symbol;

Verwendung:

Application:

Handelsname:
Trade Name:

Lieferant:
Supplier;

Lieferform:
Form of Delivery:

Zell - Polyurethan auf Basis NDI, antimikrobiell und kélteflexibel eingestelit
Cell - polyurethane based on NDJ, antimicrobial and cold flexibie adjusted

>PUR-E<

Zur Hersteliung technischer Feder- und Dampfungselemente sowie
Dichtungen, z.B. Hohlpuffer und Zusatzfedern.
For manufacturing technical spring and damping elements and seals,

e.g. hollow bumper and additional springs.

Cellasto MHKG 24-45

Elastogran GmbH, D - 40448 Lemftrde

Granulat
Granules

Ausfertigungs-Nr.:
Issue:
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Datum:
Date:

Genehmigt:
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Unbeschadet etwaiger durch den Abnehmer erfolgenden Stichprobenprifungen trigt der Ligféfant die Verantwortung dafir, daB die
gelieferte Ware die Opel-Zeichnungsvorschriften erfiillt..
Ein Prifbericht mit zahlenmaBigen Ergebnissen aus Prafungen der Lieferung selbst ist bei jeder Bemusterung, Erstbelieferung und Aus-
fithrungsé&nderung mitzugeben.

Despite spot checks possibly perfromed by Opel, it is the supplier's responsibility that the delivered parts are in line with the Opel dra-
wings. Deliveries of samples, first off-tool parts and parts, whose performance has been changed, must be accompanied by atestreport
showing the test results in terms of figures.
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QK 000 534

Forderungen / Requirements

zu dokumentierende Eigenschaften / values for documentation

Dichte

Density (0,45 £ 0,05) g/em3
Zugfestigkeit

Tensile Strength ' 3,8 N/mm?
Dehnung beim Bruch

Elongation at Break 400 %
WeiterreiBwiderstand

Tear Propagation Strength 12 N/mm

Riickprallelastizitét
Rebound Resilience : 50 %

Druckverformungsrest
Compression Set
a) (72 - 0,5) h bei/at +23°C 1K
(50 £ 2) % Verformung/Deformation 4,5 % max
b) (22 - 0,2) h beifat +80°C £ 1K
(40 = 2) % Verformung/Deformation 18 % max

Hydrolysebesténdigkeit
Hydrolysis Resistance

42 d beifat +80°C £ 1K
unter Wasser / under water

a) Zugfestigkeit

Tensile Strength 1,5 N/mm?2
b) Dehnung beim Bruch

Elongation at Break 180 %

i

DIN 53 420, Pos. 5b

DIN 53 571
Rrobekdrper A /
Test piece A

DIN 53 515

DIN 53 512

DIN 53 §72

in Anlehnung an /
with reference to
DIN 53 571
Probekdrper A /

r test piece A
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