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QK 000 567

Polyurethan-Elastcmer
Polyurethane-elastomer

Werkstoff: Polyurethan-Elastomer (PUR)

Material: Polyurethane—-elastomer (PUR)

Verwendung: Spritzgieftype zur Herstellung technischer Teile mit hoher Flexi-
bilitdt auch bei niedrigen Temperaturen, z.B. Ummantelung—-
Antenne.,

Application: Injection moulding type for manufacturing technicals parts
requiring high flexibility also at low temperatures e.g. jacket—
antenna

Handelsname: Elastollan C 78 A

Trade Name:

Hersteller: Elastogran Polyurethane GmbH, D~2844 Lemfdrde
Supplier:
Lieferform: Granulat

Form of Delivery: Granules
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Unbeschadet etwaiger durch den Abnehmer erfolgenden Stichprobenprafungen trégt der Lieferant die Verantwortung dafir, daB die
gelieferte Ware die Opel-Zeichnungsvorschriften erfailt.

Ein Prifbericht mit zahlenmaBigen Ergebnissen aus Prufungen der Lieferung selbst ist bei jeder Bemusterung, Erstbelieferung und Aus-
fahrungsénderung mitzugeben,

Despite spot checks possibly perfromed by Opel, it is the supplier’s responsibility that the delivered parts are in fine with the Opel dra-
wings. Deliveries of samples, first off-taol parts and parts,whose performance has been changed, must be accompanied byatestreport
showing the test results in terms of figures.
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Forderungen/Requirements:

Dichte 1,18 cm?
Density ! o/

Hirte (80 + 3) Shore A
Hardness (27 + 3) Shore D

Zugfestigkeit 55 N/mm?
Tensile Strength

ReiBdehnung 600 g
Elongation at Break

Spannungswert ¢ 100 3,5 N/mm?
Stress at a given

Strain Q‘ 100

Spannungswert £ 300 7,5 N/mm?
Stress at a given

Strain 5 300
WeiterreiBwiderstand 55 N/mm
Tear Propagation Strength

Abrieb 35 oo
Abrasion

Druckver formungsrest

Compression Set
72 h bei/at +23°C 25 %
24 h bei/at +70°C 40 %

Riickprall-Elastizitit 44 3
Rebound Resilience

Riltesprddigkeits—
temperatur -45 °C

Low-temperature Brittle—
ness-Point

Umweltschutz nach QU 000 001 - Cadmium,
Environmental Protection to QU 000 001 - Cadmium.
Hinweis:

Weitere Informationen siehe QK 000 000.

| Reference:

For further information refer to OK 000 000.

OK 000 567

DIN 53 479

DIN 53 505

JDIN 53 504,
)Normstab S2/
)Standard
Jrod 82,
)V/speed =
)100 mm/min

)

)

DIN 33 515

DIN 53 516

DIN 53 517

DIN 53 512

DIN 53 546
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