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TECHN. LIEFERBEDINGUNGEN
ADAM OPEL AG FUR WERKSTOFFE
ITDC QK 000579
Central Laboratories ENGINEERING
MATERIAL SPECIFICATION

PP/EPDM - Blend
PP/EPDM - Biend

Werkstoff: Polymerblend aus Polypropylen und EPDM

Material: Polymerblend from polypropylene and EPDM

Kurzzeichen: > PP+EPDM <

Symbol:

Verwendung: SpritzgieRtype zur Herstellung technischer Teile mit hoher Schlagzahigkeit und

Flexibilitat auch in der Kaite, z.B. Trager-Verkleidung, StoRfanger
Der Werkstoff basiert auf QK 000581, jedoch mit reduzierter UV-Bestandigkeit
und darf daher nur fir Teile verwendet werden, die nicht direkt den
Witterungseinfilssen ausgesetzt sind

Application: Injection moulding type for manufacturing technical parts requiring high impact
resistance and flexibility also at low temperatures, e.g. support-cover-bumper.
The material is based on QK 000681, but with reduced UV-resistance and shall
therefore only be used for parts which are not exposed directly to weathering

effects.
Handelsname: Hifax SP 25/ A mit reduzierter UV-Bestanigkeit
Trade Name: with reduced UV-resistance
Lieferant: Montell GmbH
Supplier: Weiherstr. 40
95405 Bayreuth
Lieferform: Granulat
Form of Delivery: Granules
Forderungen: siche QK 000581
Requirements see
Ausfertigungs-Nr.: Datum: Ausgefertigt: (‘AT Genehmigt: Seite von
tssue: 2 Date:  03/89 Prepared: g‘/ Approved: ' Page 1 of 2

Unbeschadet etwaiger durch den Abnehmer erfolgenden Stichprobenpritfungen tragt der Lieferant die Verantwortung dafiir, daf die gelieferte
Ware die Opel-Zeichnungsvorschriften erfilit. Ein Prifbericht mit zahlenméigen Ergebnissen aus Prifungen der Lieferung selbst ist bei jeder
Bemusterung, Erstbelieferung und Ausfithrungsanderung mitzugeben.

Despite spot checks possibly performed by Opel, it is the supplier's responsibility that the delivered parts are in line with the Opel drawings.
Deliveries of samples, first off-tool parts and parts, whose performance has been changed, must be accompanied by a test repert showing the
test results in terms of figures.
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QK 000579

04.03.98 | War Ausfertigungs-Nr. 1, Datum 05/88 o 4
Handelsname war Moplen SP 25 A
was Issue No. 1, date 05/88
Tradename was Moplen SP 25 A
Datum Beschreibung / Description Gepraft Genehmigt
Date Checked Appd.
Anderungen / Revisions
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