TECHN. LIEFERBEDINGUNGEN

ADAM OPEL AG FUR WERKSTOFFE
ITDC QK 000702
Central Laboratories ENGINEERING

MATERIAL SPECIFICATION

Polyethersulfon mit Glasfasern
Polyethersulfone with Glass Fibres

Werkstoff: Polyethersulfon mit 30 Massenanteil in % Glasfasern

Material: Polyethersulfone with 30% by mass glas fibres

Kurzzeichen: > PESU-GF30<

Symbol:

Verwendung: Spritzgieldtype zur Herstellung technischer Teile mit hoher Steifigkeit und

Dimensionsstabilitit auch bei hohen Temperaturen, sowie ausgezeichneter
Chemikalienbestandigkeit, z.B. Stift-Ol, Druckventil

Application: Injection moulding type for manufacturing technical parts requiring high stiffness
and dimensional stability also at high temperatures, as well as an excellent
resistance to chemical substances, e.g. pin-oil, compression valve

Handelsname: Ultrason KR 4113

Trade Name:

Lieferant: BASF AG

Supplier: D 67056 Ludwigshafen

Lieferform: Granulat

Form of Delivery: Granules
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Unbeschadet etwaiger durch den Abnehmer erfolgenden Stichprobenpriifungen tragt der Lieferant die Verantwortung dafiir, daf} die gelieferte
Ware die Opel-Zeichnungsvorschriften erflillt. Ein Priifbericht mit zahlenmaRigen Ergebnissen aus Priifungen der Lieferung selbst ist bei jeder
Bemusterung, Erstbelieferung und Ausfliihrungsanderung mitzugeben.

Despite spot checks possibly performed by Opel, it is the supplier's responsibility that the delivered parts are in line with the Opel drawings.
Deliveries of samples, first off-tool parts and parts, whose performance has been changed, must be accompanied by a test report showing the
test results in terms of figures.
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QK 000702

Forderungen / Requirements
a) zu dokumentierende Eigenschaften / values for documentation

Eigenschaften Mittelwert Standardab- | Einheit Norm
Properties Average Value |weichung Unit Standard
Standard
Deviation
Dichte 1ISO 1183
Density 149 0,1 g/om3
Glihriickstand Massenanteil [ISO 3451
Ash 30 1,0 in%/ (bei/at +950°C)
% by mass
Zugmodul ISO 527
Tensile Modulus 10000 300 N/mm?2
Charpy-Schlagzahigkeit ISO 179/ 1eU
Charpy Impact Strength
bei/at +23°C 16 3,5 kJ/m?2
Formbestandigkeitstemperatur ISO 75-2
Temperature of Deflection under
Load
Verfahren/Method B 215 1,5 °C
Viskositatszahl ISO 1628
Viscosity Number 58 2,0 cmdfg
b) nur zur Information / only for information
Eigenschaften Mittelwert Einheit Norm
Properties Average Value Unit Standard
Bruchspannung ISO 527
Stress at Break 102 N/mm?2
Bruchdehnung ISO 527
Strain at Break 1,3 %
Charpy-Kerbschlagzahigkeit ISO 179/ 1eA
Charpy Notched Impact Strength
bei/at +23°C 4,0 kJ/m?2
Formbestéandigkeitstemperatur ISO 75-2
Temperature of Deflection under
Load
Verfahren/Method A 211 °C
Koeffizient der linearen War- DIN 53752
meaus-dehnung
Coefficient of Linear Thermal
Expansion
langs/longitudinal (+23...+80°C) (0,1 x 10-4 1/K
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