@ TECHN. LIEFERBEDINGUNGEN
s ADAM OPEL AG FUR WERKSTOFFE
ITDC QK 001244
Central Laboratories ENGINEERING
MATERIAL SPECIFICATION

Methylmethacrylat-Acrylnitril-Butadien-Styrol-Polymer

Methylmethacrylate-Acrylonitrile- Butadiene-Styrene Polymer

Werkstoff: Methylmethacrylat-Acrylnitril-Butadien-Styrol-Polymer

Material: Mathylmethacrylate-acrylonitrile-butadiene-styrene polyrner

Kurzzeichen: > MABS <

Symbol:

Verwendung: SpritzgieBtype zur Herstellung transparenter technischer Teile,

2.B. Griffmulde - Schiebedach
Application: Injection moulding type for manufacturing transpartent technical parts
e.g. escutcheon - sun roof

Handelsname: Terlux 2802 TR

Trade Name:

Lieferant: BASF AG

Supplier: D 67056 Ludwigshafen

Lieferform: Granulat

Form of Delivery: Granules
Ausfertigungs-Nr.. Datum: Ausgefertigt: Genehmigt: Seite ven
Issue: 4 Date:  09/98 Prepared: @/ Approved: Page 1 of 4
Unbeschadet etwaiger durch den Abnehmer erfolgenden Stichprobenpriifungen tragt der Lieferant die Verantwortung dafir, daB die gelisferte
Ware die Opel-Zeichnungsvorschriften erfdllt. Ein Prifbericht mit zahlenmaBigen Ergebnissen aus Prafungen der Lieferung sslbst ist bei jeder
Bemusterung, Erstbelieferung und Ausfiihrungsdnderung mitzugeben.
Despite spot checks possibly performed by Opel, it is the suppller's responsibility that the delivered parts are in line with the Opel drawings.
Deliveries of samples, first off-tool parts and parts, whose performance has been changed, must be accompanied by a test report showing the
test rasuits in tarms of figures.
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QK 001244

Forderungen / Requirements
a) zu dokumentierende Eigenschaften / values for documentation

Eigenschaften Mittelwert Standardab- | Einheit Norm
Properties _ Average Value | weichung Unit Standard
Standard
Deviation
Dichte 1SO 1183
Density 1,08 0,01 glem®
Schmelzevolumenrate ISO 1133
Melt Volume-Flow Rate
MVR 200/10 21 0,4 cm3/10 min
Zugmodul ISO 527
Tensile Modulus 2100 100 MPa
Charpy-Kerbschlagzahigkeit 1ISO 179/ 1eA
Charpy Notched Impact Strength
bei/at +23°C 6.0 1,0 kJ/m2
Vicat-Erweichungstemperatur I1SO 306
Vicat Softening Temperature
VST/B/50 93 1,6 °C

b) nur zur Information / only for information

Eigenschaften Mittelwert Einheit Norm
Properties Average Value Unit Standard
Verarbeitungsschwindung ISO 294-4
Mould Shrinkage
langs / longitudinal 0,55 %
Streckspannung 1SO 527
Yield Stress 48 N/mm?
Streckdehnung 18O 527
Yield Strain 4,0 %
Charpy-Schlagzahigkeit ISO 179/ 1eU
Charpy Impact Strength
bei/at +23°C 130 kJ/m2
beifat -30°C 79 kd/m?2
Chamy-Kerbschlagzihigkeit ISO 179/ 1eA
Charpy Notched Impact Strength
bei/at -30°C 2 kJ/m2
Formbesténdigkeitstemperatur ISO 75-2
Temperature of Deflection under
Load
Verfahren/Method A 93 °C
Verfahren/Method B ?{,3 °C
Verfahren/Method C °C
Vicat-Erweichungstemperatur 1SO 306
Vicat Softening Temperature
VST/A/50 108 °C
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