ADAM OPEL AG Techn. Lieferbedingungen

Werkstoff-Entwicklung
Material-Development

TEZ flr Werkstoffe TM 5852 00

ENGINEERING Einschicht-Dammatte/
Single Layer Insulation

and Testing MATERIAL SPECIFICATION

1 Werkstoff / Material
Drei Ausfiihrungen / Three Types:

11

Ausfihrung A / Type A: 1750 g/dm® = 10 %.
Polyurethan-Elastomer mit flammhemmenden Fiillstoffen (halogenfrei), grauschwarz./
Polyurethane-elastomer with flame retardant fillers (halogenfree) greyish black.

1.2

Ausfithrung B / Type B: 2400 g/dm3 + 10 %.
Polyurethan-Elastomer mit lammhemmenden Flillstoffen (halogenfrei) grauschwarz./
Polyurethane-elastomer with flame retardant fillers (halogenfree) greyish black.

1.3

Ausfiihrung C / Type C: 34 g/dm® = 10 %.
Polypropylen-Partikelschaum. [1]
Polypropylene-particle foam.

2 Verwendungszweck / Application

Einschicht-Dammatte zur Schallisolation, z.B. Isolierung-Akkumulator./
Single layer insulation for sound isolation, e.g. insulation-accumulator.

3 Bemerkung / Note

Freigabemuster, fiir die diese Vorschrift zutrifft, miissen nach dieser Vorschrift geprift werden und von
der Produktentwicklung und Konstruktion genehmigt sein, ehe eine Lieferung erfolgen kann. Bei
beabsichtigter Abweichung von dieser Vorschrift oder von den bisher freigegebenen Mustern ist der
Hersteller verpflichtet, unaufgefordert den Abnehmer mit einer Dokumentation iiber alle vorgesehenen
Veranderungen zu informieren. Auf Anforderung sind Priifmuster in der gednderten Ausfilhrung zur
erneuten Bemusterung und Genehmigung durch die Produktentwickiung und Konstruktion vorzulegen,
bevor die Abweichung in der Lieferung einsetzen kann./

Samples of components or material released to this specification shall be tested for conformity with the
requirements of this specification and approved by Product Engineering Department prior to
commencement of delivery of bulk supplies.

In the event of any intentional deviations from the requirements of this specification or the previously
released samples, it is the sole responsibility of the supplier to inform the purchaser unsolicited with a
documentation of all such deviations. Upon request the supplier shall submit samples of the changed
version for reapproval by Product Engineering Department prior to commencement of delivery of
deviant butk supplies.
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Unbeschadet etwaiger durch den Abnehmer erfolgenden Stichprobenprifungen tragt der Lieferant die Verantwortung dafr, dag die
gelieferte Ware die Opel-Zeichnungsvorschriften erfiillt.
Ein Prafbericht mit zahlenmaBigen Ergebnissen aus Prifungen der Lieferung selbst ist bei jeder Bemusterung, Erstbelieferung und Aus-
fuhrungsénderung mitzugeben.

Despite spot checks possibly perfromed by Opel, it is the supplier’s responsibility that the defivered parts are in line with the Opel dra-
wings. Deliveries of samples, first off-tool parts and parts, whose performance has been changed, must be accompanied by a test report
showing the test results in terms of figures.
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4 Anforderungen / Requirements

Erstbemusterungen, sowie die laufende Qualitats-

Uberwachung werden an Probek&rpem ohne Vorbe-

handlung {(Anlieferungszustand) durchgefiihr.

Soweit nicht anders angegeben, gelten die For-

derungen fiir alle Ausfiihrungen. Die Priifungen

Pos. 4.3 und 4.4 gelten nur fiir Ausfiihrung A und B./

For initial sample approval and for routine quality

control tests shall be performed on test pieces in

the as received condition without any special pre-

coditioning. Unless otherwise specified the require-

ments apply to all types. The tests to clauses 4.3

and 4.4 are applicable for types A and B only.

4.1 Werkstoff / Material

4.1.1 Ausfithrungen A und B / Types Aand B Polyurethan-Ela-
stomer mit flamm-
hemmenden Filllstof-
fen (halogenfrei)/
Polyurethane-ela-
stomere with flame
retardant fillers
(halogenfree)

4.1.2 Ausfihrung / Type C  [1] Polypropylen-
Partikelschaum/
Palypropylene-
particle foam

4.2 Rohdichte / Densitiy

nach/to GME 60 283, Teil /Part 1

4.2.1 Ausfihrung / Type A 1750 g/dm® + 10 %

4.2.2 Ausfiihrung / Type B 2400 g/dm® + 10 %

4.2.3 Ausfiihrung / Type G [1] 34 g/dm® + 10 %

4.3 Gliihriickstand / Residue on Ignition

nach/to GME60333-A2-

4.3.1 Ausfithrung / Type A 50 Massenanteil
in %/
% by mass + 10 %

4.3.2 Ausfihrung / Type B 75 Massenanteil
in%/
% by mass + 10 %
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