ADAM OPEL AG Techn. Lieferbedingungen TM 5906 00
TEZ ..
Werkstoff-Entwickiung fiir Werkstoffe Partill;elschalum fii
i ENGINEERING ormteile/
Material-Development Particle F
and Testing MATERIAL SPECIFICATION Moulding paric"

1 Werkstoff / Material

Partikelschaum in drei Ausfithrungen: / Particle foam in three types:

1.1 Ausfiihrung / Type 1: Polyethylen-Partikelschaum. Rohdichte des Schaumes (55  10) kg/m3. /
Polyethylene-particle foam, Density of foam (55 + 10) kg/m3,
Kurzeichen/Symbol: >PE-E<

1.2 Ausfiihrung / Type 2: Polypropylen-Partikelschaum, Rohdichte des Schaumes (22 + 4) kg/m3. /
Polypropylene-particle foam, Density of foam (22 + 4) kg/m3,
Kurzzeichen/Symbol: >PP-E<

1.3 Ausfiihrung / Type 3: Polyethylen-Partikelschaum, Rohdichte des Schaumes (25 + 4) kg/m?3. /
Polyethylene-particle foam, Density of foam (25 + 4) kg/m3,
Kurzzeichen/Symbol: >PE-E<

2 Verwendungszweck / Application

Als Formteil fir eine Werkzeugbox, die in die Reserveradmulde eingelegt wird. /
As moulded part for tool box, fitted in the spare wheel hoilow.

3 Bemerkung / Note

Lieferung einsetzen kann. /

Samples of components or material released to this specification shall be tested for conformity with the
requirements of this specification and approved by Product Engineering Department prior to commencement
of delivery of buik supplies. In the event of any intentional deviations from the requirements of this
specification or the previously released samples, it is the soje responsibility of the supplier to inform the
purchaser unsolicited with a documentation of all such deviations. Upon request the supplier shall submit
samples of the changed version for reapproval by Product Engineering Department prior to commencement
of delivery of deviant bulk supplies,

Ausfertigungs-Nr.: Datum: Ausgefertigt: l,\.k/\( Genehmigt: ey Seite von
5 10/93 < % Eer 1 5

Issue: Date: Prepared:

Approved: Page of

Unbeschadet etwaiger durch den Abnehmer erfolgenden Stichprobenprf:fungen tragt der %erant die Verantwortung daftr, daB die
gelieferte Ware die Opel-Zeichnungsvorschriften erflillt,

Ein Prifbericht mit zahlenmaBigen Ergebnissen aus Prafungen der Lieferung selbst ist bei jeder Bemusterung, Erstbelieferung und Aus-
ﬁ]hrungsanderung mitzugeben.

Despite spot checks possibly perfromed by Opel, it is the supplier's responsibility that the delivered parts are in line with the Opel dra-
wings. Deliveries of samples, first off-tool parts and parts, whose performance has been changed, must he accompanied by atestreport
showing the test results in terms of figures.
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4 Anforderungen / Requirements

Soweit nicht anders angegeben, gelten die Prifungen

fiir alle Ausfiihrungen. /

Unless otherwise stated, the test shall be applicable

for all types.

4.1 Rohdichte / Density

nach/to GME 80 283, Teil/Part 1

4.1.1 Ausfiihrung / Type 1 (55 £ 10) kg/m3

4.1.2 Ausfithrung / Type 2 (22 £ 4) kg/m3

4.1.3 Ausfuhrung / Type 3 : (25 + 4) kg/m®

4.2 Biegefestigkeit / Flexural Strength

Das Formteil wird auf 2 Auflager von je 100 mm Kein Bruch/

Breite aufgelegt und dann in der Mitte per Hand No break

durchgedriickt bis es durch die Auflager rutscht.
Die Priifung erfolgt bei +23°C + 5 K./

The moulded part is placed on two bearings,
each 100 mm width, and then pressed manually
through the bearings.

The test shall be carried out at +23°C + 5K.

Priifskizze / Test sketch:
100 , 100
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F
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