~ TECHN. LIEFERBEDINGUNGEN

ADAMT%I(:’:EL AG 7 FUR WERKSTOFFE TM 920700
Central Laboratories ENGINEERING Elastikband / Elastic Tape

MATERIAL SPECIFICATION

1 Werkstoff / Material

Elastikband aus Polyester mit Elastikfaden aus IR/BR. /
Elastic tape made from polyester with elastic threads made from |R/BR.

2 Verwendungszweck / Application

Elastikband fur Tasche Vorderrickenblende z.B. Fangband Vorderrickentasche. /
Elastic tape for cover front seat back e.g. catch tape for front seat back.

3 Bemerkung / Note

Freigabemuster, fur die diese Varschrift zutrifft, mussen nach dieser Vorschrift geprift werden und von der
Produktentwickiung genehmigt sein, ehe eine Lieferung erfolgen kann. Bei beabsichtigter Abweichung von
dieser Vorschrift oder von den bisher freigegebenen Mustern ist der Hersteller verpflichtet, unaufgefordert den
Abnehmer mit einer Dokumentation Gber alle vorgesehenen Veranderungen zu informieren. Auf Anforderung
sind Prufmuster in der ge&nderten Ausfihrung zur erneuten Bemusterung und Genehmigung durch die
Produktentwicklung vorzulegen, bevor die Abweichung in der Lieferung einsetzen kann. /

Samples of companents or material released to this specification shall be tested for conformity with the require-
ments of this specification and approved by Product Engineering prior to commencement of delivery of bulk
supplies. In the event of any intentional deviations from the requirements of this specification or the previously
released samples, it is the sole responsibility of the supplier to inform the purchaser unsolicited with a
documentation of all such deviations. Upon request the supplier shall submit samples of the changed version
for reapproval by Product Engineering prior to commencement of delivery of deviant butk supplies.
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Unbeschadet etwaiger durch den Abnehmer erfolgenden Stichprobenpriifungen tragt der Lieferasf die Verantwortung dafiir, daR die gelieferte
Ware die Opel-Zeichnungsvorschriften erfallt. Ein Prifbericht mit zahlenméRigen Ergebnissen aus Prifungen der Lieferung setbst ist bei jeder
Bemusterung, Erstbelieferung und Ausfiihrungsanderung mitzugeben.

Despite spot checks possibly performed by Opel, it is the supplier's responsibility that the delivered parts are in line with the Opel drawings.
Deiiveries of samples, first off-tool parts and parts, whose performance has been changed, must be accompanied by a test report showing the
test results in terms of figures.
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TM 920700

SOoLL/ IST/
Specified value Actual value
4 Anforderungen / Requirements
4.1 Flachengewicht / Weigth per Unit Area
nach/to GME 60301 - 700 g/m? min
4.2 Dicke / Thickness
nach/to GME 60303 -1D - 1,1 mm min
4.3 Werkstoff / Material
4.3.1 Kette / Warp
4.3.1.1 Bindefaden / Binding Threads 100 Massenanteil
in % Polyester /
% by mass polyester
4.3.1.2 Elastikfaden / Elastic Threads IR/IBR
4.3.2 SchuB / Weft 100 Massenanteil
in % Polyester /
% by mass polyester
4.4 Fadendichte / Thread Count
nach/to GME 60317 -
4.4.1 Kette / Warp
4.4.1.1 Bindefaden / Binding Threads = 17 Faden/
Threads/cm
4.4 1.2 Elastikfaden / Elastic Threads ~ 6 Faden/
Threads/cm
4.4.2 Schufl / Weft =~ 34 Faden/
Threads/cm
4.5 Hochstkraft / Breaking Force
nach/to GME 60325 - A -
jedoch 70 mm Einspanniange / however 70 mm clamping length
4.5.1 In Kettrichtung / In warp direction 800 N/5cm min
4.5.2 In Schufdrichtung / In wetft direction 3500 N/5cm min
4.6 ReiRdehnung / Tensile Extension
nach/to GME 60325 - A -
jedoch 70 mm Einspanniange / however 70 mm clamping length
4.6.1 In Kettrichtung / In warp direction 300 bis/to 450 %
4.6.2 In Schuflrichtung / In weft direction 40 bis/to 70 %
s
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