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The British Standards Institution retains ownership and 
copyright of this PAS. BSI Standards Limited, as the 
publisher of the PAS, reserves the right to withdraw or 
amend this PAS on receipt of authoritative advice that 
it is appropriate to do so. This PAS will be reviewed at 
intervals not exceeding two years.

This PAS is not to be regarded as a British Standard.  
It will be withdrawn in the event it is superseded by  
a British Standard.

The PAS process enables a standard to be rapidly 
developed in order to fulfil an immediate stakeholder 
need. A PAS can be considered for further development 
as a British Standard, or constitute part of the UK  
input into the development of a European or 
international standard.

Relationship with other publications
This PAS provides a design specification for new 
multifunctional columns. PAS 191 is related to  
PAS 190 which provides an assessment method for 
existing lighting and CCTV columns for the same use. 

PAS 191 also relates to BS EN 40 (all parts) and to 
PD 6547. BS EN 40 provides an appropriate product 
standard on which to certify column design and 
production while PD 6547 provides additional guidance. 

PAS 185 supplies a framework for establishing and 
implementing city-wide, strategic-level, security-
minded approaches as part of both the development 
and operation of smart cities and might be useful 
in establishing and implementing a security-minded 
approach to multifunctional columns.

The Institution of Lighting Professionals (ILP) 
Guidance Note 12 The Smart Lighting Column [1] is  
also relevant to the aims of this publication. 
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Information about this document
Product certification/inspection/testing. Users of 
this PAS are advised to consider the desirability of 
third-party certification/inspection/testing of product 
conformity to this PAS. Users seeking assistance in 
identifying appropriate conformity assessment bodies 
or schemes may ask BSI to forward their enquiries to 
the relevant association.

This publication can be withdrawn, revised, partially 
superseded or superseded. Information regarding the 
status of this publication can be found in the Standards 
Catalogue on the BSI website at bsigroup.com/
standards, or by contacting the Customer Services team.

Where websites and webpages have been cited, they 
are provided for ease of reference and are correct at 
the time of publication. The location of a webpage or 
website, or its contents, cannot be guaranteed.

Use of this document
It has been assumed in the preparation of this PAS  
that the execution of its provisions will be entrusted  
to appropriately qualified and experienced people,  
for whose use it has been produced.

Presentational conventions
The provisions of this document are presented in roman 
(i.e. upright) type. Its requirements are expressed in 
sentences in which the principal auxiliary verb is “shall”.

Commentary, explanation and general informative 
material is presented in smaller italic type, and does  
not constitute a normative element.

Requirements in this document are drafted in 
accordance with the Rules for the structure and 
drafting of UK standards:2022, subclause G.1.1, which 
states, “Requirements should be expressed using 
wording such as: ‘When tested as described in Annex 
A, the product shall ...’”. This means that only those 
products that are capable of passing the specified test 
will be deemed to conform to this document.

Where words have alternative spellings, the preferred 
spelling of the Shorter Oxford English Dictionary is used 
(e.g. “organization” rather than “organisation”).

Contractual and legal considerations
This publication has been prepared in good faith, 
however no representation, warranty, assurance or 
undertaking (express or implied) is or will be made, and 
no responsibility or liability is or will be accepted by 
BSI in relation to the adequacy, accuracy, completeness 
or reasonableness of this publication. All and any such 
responsibility and liability is expressly disclaimed to the 
full extent permitted by the law.

This publication is provided as is, and is to be used at 
the recipient’s own risk.

The recipient is advised to consider seeking professional 
guidance with respect to its use of this publication.

This publication is not intended to constitute a contract. 
Users are responsible for its correct application.

Compliance with a PAS cannot confer immunity from 
legal obligations.

In particular, attention is drawn to the following 
specific Acts and regulations (as amended):

•	Construction (Design and Management) Regulations 
2015 [2]

•	Construction Products Regulations 2013 [3];

•	Electronic Communications Code (Conditions and 
Restrictions) Regulations 2003 [4];

•	Low Voltage Electrical Equipment (Safety Regulations) 
1989 [5];

•	Provision and Use of Work Equipment Regulations 
1998 [6];

•	Restriction of the Use of Certain Hazardous 
Substances in Electrical and Electronic Equipment 
Regulations 2012 [7];

•	Control of Electromagnetic Fields at Work  
Regulations 2016 [8];

•	Control of Artificial Optical Radiation at Work 
Regulations 2010 [9];

•	Communications Act 2005 [10], Schedule 3  
(“the Electronic Communications Code”). 
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0 Introduction 

0.1 Existing functions
Multifunctional columns are specified and designed 
based on the general design rules provided in BS EN 40 
Lighting columns for circulation areas. The core 
function of lighting columns is to support one or more 
luminaires for providing lighting. Luminaires are the 
only equipment that is currently recognized as an 
attachment within BS EN 40. 

Despite their omission from BS EN 40, a common but 
secondary function of lighting columns is to provide 
support for other types of equipment that require 
mounting brackets and, in some cases, provision for  
an electrical supply. These attachments might include 
for example:

a)	 traffic and information signs;

b)	 flower baskets or flora installations;

c)	 festive or seasonal decorations;

d)	 banners or flags; and

e)	 litter bins, etc.

Similarly, columns supporting closed circuit television 
(CCTV) equipment are often designed to BS EN 40 
along with guidance in CD 354 (published by National 
Highways, Transport Scotland, Welsh Government, 
and Northern Ireland Department For Infrastructure). 
ILP PLG 07 [11] is often used for larger mast structures, 
and these structures provide similar benefits to lighting 
columns in terms of offering opportunities to mount 
smart equipment. 

Like lighting and CCTV columns, multifunctional 
columns can have these types of equipment installed, 
provided that these attachments are included in the 
original design load calculations for the structure.

0.2 Smart equipment hosting
With the advent of smart cities, smart streets and smart 
spaces, columns and mast-type structures are being 
used as supporting structures for a range of Internet of 
Things (IoT) and smart equipment. For the purposes of 
this PAS, smart equipment can be defined as equipment 
that has the ability to communicate through wired or 
wireless means to a proprietary network or cloud.  
For example:

a)	 CCTV cameras and safety devices;

b)	 IoT sensors;

c)	 electric vehicle (EV) charging points;

d)	 digital advertising;

e)	 variable message signs; 

f)	 electronic telecommunications; and

g)	 local energy generation and storage including small 
wind turbines, solar panels and batteries. 

Lighting columns designed for hosting smart 
equipment can be divided into three general types: 

1) 	 Standard functional columns designed to accept 
specific attachments such as luminaires and CCTV: 
These columns might be able to host additional 
attachments or equipment but have not been 
explicitly designed to do this.

2) 	 Standard functional columns that have been designed 
to accept other attachments which are either 
mechanically attached to the outside of the structure 
or mounted inside the column: These columns can be 
referred to as “specials”. The attachments planned for 
can include signs, banners, hanging baskets, festive 
decorations and, in more recently manufactured 
columns, some digital devices.

3) 	 Other special (often proprietary) columns designed 
and manufactured with structural details that are 
significantly different to the standard functional 
lighting columns: These columns can be developed 
in a modular way to allow different combinations of 
smart attachments and equipment and/or designed 
with particular consideration of aesthetics.

The selection of structure to be specified depends  
on factors that include the functionality offered,  
the structural suitability for the location and the 
available budget.
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0.3 Aesthetic function
Asset owners might have specific aesthetic 
requirements for structures within their control, for 
example, using specific colour schemes to complement 
the local street scene or to reflect corporate branding. 

Aesthetic requirements vary from location to location 
but might include the need to blend into a heritage 
street scene or to provide a modern architectural 
feature or decorative interest. 

Heritage columns are often used in historic towns and 
city boroughs where original cast iron lighting columns 
were provided during Victorian or Georgian periods. 
New and replacement lighting columns follow this 
same style but can be manufactured from modern 
materials, most often a galvanized steel lighting 
column with decorative kits to replicate the style of the 
original cast iron designs. 

While the appearance of heritage, architectural or 
decorative columns are quite different, the construction 
of the lighting columns are in general very similar to 
the construction of functional columns, being either 
tapered tubular or straight-sided tubular sections with 
a reduction in diameter of the tube at the swage (the 
joint between the base and the shaft of the column). 
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1 Scope

This PAS specifies design, installation and relevant 
maintenance requirements for multifunctional columns 
based on one or more the following core functions:

a)	 lighting columns;

b)	 CCTV columns;

c)	 sign poles;

d)	 cantilever masts;

e)	 traffic signal poles; and

f)	 mast type structures. 

This PAS is also applicable to other column-type  
minor structures as defined by the Design Manual  
for Roads and Bridges document CD 354 Design of 
Minor Structures.

The PAS covers the following design and performance 
attributes of multifunctional columns: 

1) 	 core function;

2) 	 smart equipment hosting;

3) 	 attachments, e.g. for monitoring, 
telecommunications services and renewable  
energy generation; 

4) 	 service configurations;

5) 	 aesthetic function; 

6) 	 physical security;

7) 	 design of ultimate limit state conditions  
including permitted changes to the structure for 
future-proofing; 

8) 	 design of serviceability limit state conditions; 

9) 	 connections for utility services;

10) 	durability;

11) 	installation; 

12) 	maintenance; and

13) 	hazards.

The PAS is intended to apply to any current or future 
telecommunications technology. 

The PAS gathers product specific requirements of 
multifunctional columns from a range of relevant 
standards and guidance. 

This PAS does not cover how to procure multifunctional 
columns, sub-components, new equipment or services 
to be hosted on multifunctional columns. 

It also does not cover requirements for the operational 
use or maintenance of the attachments or equipment 
including cybersecurity, data protection, data privacy, 
and grid security. 

This PAS does not include commercial aspects of the 
supply for either the asset manufacturers, or the 
attachment or equipment suppliers’ warranties or 
guarantees.

This PAS is of use to specifiers, designers, manufacturers, 
suppliers and installers of multifunctional columns 
and to installers of attachments and/or equipment on 
multifunctional columns. 

This PAS is of interest to infrastructure owners and 
infrastructure managers (e.g. local authorities, 
highways authorities, assets owners and equipment 
owners, and mobile network and neutral host 
operators) when considering procuring assets for new 
locations and where existing assets have been assessed 
as being unsuitable for additional multifunctional use. 

It might also be of interest to suppliers of attachments 
and equipment including, but not limited, to 
luminaires, small cells, EV charging, CCTV, IoT sensors, 
banners, hanging baskets, festive decorations and 
street signage, plus maintenance and operational 
providers including power and communications via 
coaxial cables, fibre optic cables and wireless services. 
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2 Normative references

1) Documents that are referred to solely in an informative manner are listed in the Bibliography.

The following documents are referred to in the text  
in such a way that some or all of their content 
constitutes provisions, or limits the application, of  
this document1). For dated references, only the edition 
cited applies. For undated references, the latest 
edition of the referenced document (including any 
amendments) applies.

PD 6547, Guidance on the use of BS EN 40-3-1 and 
BS EN 40-3-3

BS 7671, Requirements for Electrical Installations –  
IET Wiring Regulations 

BS EN 40-1:1992, Lighting columns – Definitions  
and terms

BS EN 40-2:2004, Lighting columns – General 
requirements and dimensions

BS EN 40-3-1:2013, Lighting columns – Design and 
verification – Specification for characteristic loads

BS EN 40-3-2:2013, Lighting columns – Design and 
verification – Verification by testing

BS EN 40-3-3:2013, Lighting columns – Design and 
verification – Verification by calculation

BS EN 40-4:2005, Lighting columns – Requirements for 
reinforced and prestressed concrete lighting columns

BS EN 40-5:2002, Lighting columns – Requirements for 
steel lighting columns

BS EN 40-6:2002, Lighting columns – Requirements for 
aluminium lighting columns

BS EN 40-7:2002, Lighting columns – Requirements for 
fibre reinforced polymer composite lighting columns

BS EN 1090, Execution of steel structures and  
aluminium structures – Technical requirements for 
aluminium structures

BS EN 1990:+NA, Eurocode – Basis of structural design

BS EN 1991, Eurocode 1 – Actions on structures

BS EN 1993-1-9+NA, Eurocode 3 – Design of steel 
structures – Fatigue 

BS EN 1993-3-1+NA, Towers, masts and chimneys – 
Towers and masts

BS EN 1997, Eurocode 7 – Geotechnical design

BS EN 1999-1-3+NA, Eurocode 9 – Design of aluminium 
structures – Structures susceptible to fatigue

BS EN 12767, Passive safety of support structures for 
road equipment – Requirements and test methods

BS EN 60529, Degrees of protection provided by 
enclosures (IP Code)

BS EN 62262, Degrees of protection provided by 
enclosures for electrical equipment against external 
mechanical impacts (IK Code)

BS EN 62305, Protection against lightning

BS EN ISO 1461, Hot dip galvanized coatings on 
fabricated iron and steel articles – Specifications and 
test methods

BS EN ISO 7010, Graphical symbols – Safety colours and 
safety signs – Registered safety signs 

BUILDING RESEARCH ESTABLISHMENT (BRE). LPS 1175 
Requirements and testing procedures for the LPCB 
certification and listing of intruder resistant building 
components, strongpoints, security enclosures and  
free-standing barriers, Issue 8.1. Available from:  
www.redbooklive.com/download/pdf/LPS1175.pdf 

INTERNATIONAL COMMISSION ON NON-IONIZING 
RADIATION PROTECTION (ICNIRP). Guidelines for 
limiting exposure to electromagnetic fields (100 kHz  
to 300 GHz). Munich: ICNIRP, 2020. Available from: 
https://www.icnirp.org/en/frequencies/radiofrequency/
index.html 
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NATIONAL HIGHWAYS, TRANSPORT SCOTLAND, WELSH 
GOVERNMENT, NORTHERN IRELAND DEPARTMENT 
FOR INFRASTRUCTURE. Design Manual for Roads 
and Bridges: CD 351, The design and appearance of 
highway structures. London: 2020. Available from 
https://www.standardsforhighways.co.uk/dmrb/
search/1ae4cbff-c144-4930-a223-e76d17253e26

NATIONAL HIGHWAYS, TRANSPORT SCOTLAND, WELSH 
GOVERNMENT, NORTHERN IRELAND DEPARTMENT FOR 
INFRASTRUCTURE. CD 354. Design Manual for Roads 
and Bridges. Design of minor structures. Available 
at: https://standardsforhighways.co.uk/dmrb/search/
d3263218-52b9-48ae-b5a9-2250f17ed613

NATIONAL PROTECTIVE SECURITY AUTHORITY (NPSA). 
Security-minded communications guidance. London: 
NPSA. Available from: https://www.npsa.gov.uk/security-
minded-communications-guidance
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3 Terms, definitions and abbreviations 

3.1 Terms and definitions
For the purpose of this PAS, the following terms and 
definitions apply.

3.1.1 asset owner

legal owner of the multifunctional column

[SOURCE: PAS 190, 3.1.3, modified]

3.1.2 attachment

object or device mounted externally on the 
multifunctional column, including but not limited to,  
a smart attachment

[SOURCE: PAS 190, 3.1.4, modified]

3.1.3 attachment owner

owner of an individual attachment installed externally 
on the multifunctional column

[SOURCE: PAS 190, 3.1.5, modified]

3.1.4 cloud

computing services provided over the internet whereby 
shared resources (e.g. data storage, processing system, 
software, and data) are provided to connected 
computers and other devices on-demand such that 
anyone having correct authentication can access  
these resources

NOTE Cloud computing services might be public, private 
or hybrid. It is possible that attachments or equipment 
on the same column might connect to different cloud 
service providers.

3.1.5 delay time

time between an attack starting and an individual or a 
system of security measures being overcome based on 
the number of attackers and the tools used

3.1.6 door cover

cover providing impact and ingress protection to 
enclosures with a door opening

3.1.7 door opening

opening in the multifunctional column for access to the 
internal equipment

[SOURCE: BS EN 40-1:1991, 2.10, modified]

3.1.8 electronic communication apparatus

apparatus including smart attachments and smart 
equipment that together provide an electronic 
communications service

NOTE Examples of electronic communication apparatus 
include small-cell antenna and radio units, and network 
termination equipment and cabling.

3.1.9 equipment

machines, tools, devices, or instruments, necessary for 
a particular kind of work or activity installed inside a 
column including but not limited to smart equipment

NOTE Examples of equipment include fused cut-out, 
secondary isolator, and surge protection device.

[SOURCE: PAS 190, 3.1.8]

3.1.10 equipment owner

owner of an individual piece of equipment installed 
within the multifunctional column

[SOURCE: PAS 190, 3.1.9]

3.1.11 location

geographic position appended by any geodata

NOTE Geodata is any informal positioning system used 
to assist with identifying a location by reference to 
commercial positioning systems; surrounding buildings 
or businesses that have a postal address with postcode; 
or any other obvious and easily located feature.

3.1.12 multifunctional column

mast or column-type structures with a constant electric 
power supply and a wired or wireless connection to 
the telecommunications network, that is designed and 
manufactured specifically to support the installation  
of external attachments and multiple pieces of  
internal equipment

3.1.13 permitted changes to the structure

structural changes to the multifunctional column 
that are anticipated and included in the design 
stage approval, and that are pre-authorized for 
implementation after the structure has been installed 
without the need for a further structural assessment
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3.1.14 response time

duration from the detection of a physical attack or  
an alert, to human intervention starting to thwart  
the attack

3.1.15 smart attachment

attachment mounted externally on the multifunctional 
column that has the ability to communicate through 
wired or wireless means, providing data or information 
to inform decisions

NOTE Examples of smart attachments include IoT 
equipment, sensors, detectors, monitors, cameras and 
communication technologies.

[SOURCE: PAS 190, 3.1.15]

3.1.16 smart equipment

equipment mounted inside the multifunctional column 
that has the ability to communicate through wired 
or wireless means, providing data or information to 
inform decisions

[SOURCE: PAS 190, 3.1.16]

3.2 Abbreviations 
aGL	 above ground level

aMSL	 above mean sea level

DDoS	 distributed denial of service

DNO	 distribution network operator

DoS	 denial of service

EMC	 electro-magnetic compatibility

EV	 electric vehicle

GIS	 geographical information system 

IET	� Institution of Engineering and Technology

ILP	 Institution of Lighting Professionals

IoT	 Internet of Things

NIR	 non-ionizing radiation

NPSA	 National Protective Security Authority

RCBO	� residual current operated circuit breaker with 
overcurrent protection

RF	 radio frequency

SSC	 service security countermeasure

TDF	 technical design file
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4 Function and form

Commentary on Clause 4.

The core function of a multifunctional column including 
any bracket provided is to act as a structural support 
for the attached equipment and to provide an electrical 
enclosure in which electrical connections can be  
secured safely. 

4.1 Aesthetics
Aesthetics of the multifunctional column shall be 
appropriate for the location and environment in which 
it is to be installed. The designer shall meet any specific 
requirements for aesthetics of the structure defined by 
the adopting asset owner’s requirements and for the 
intended location.

NOTE 1 Finishes should be appropriate for use on the 
materials to which they are applied. Finishes shall 
be durable, suitably colour-fast and require minimal 
maintenance.

NOTE 2 For inner city locations, the use of anti-graffiti 
and fly-poster paint coatings should be taken  
into account.

NOTE 3 The aesthetics of the attachments and 
equipment to be installed on the multifunctional 
column are out of scope of this PAS.

National Highways structures shall conform to CD 351.

4.2 Smart equipment hosting
The multifunctional column shall be suitable for the 
smart equipment and attachments specified. 

NOTE 1 Annex A provides a list of typical attachments 
and equipment that can be considered for inclusion 
and provides additional considerations relevant to each 
type. This should, as a minimum, include the ability  
to host: 

a)	 a small cell antenna with its backhaul equipment or 
an equivalent alternative telecommunications system;

b)	 CCTV (wind area of 0.15 m2 and weighing  
15 kg mounted at 6 m above ground level and  
with 0.3 m offset to the column centreline); and 

c)	 a Class A sign as defined in PD 6547.

Where structures are installed in locations with 
restricted space available for adjacent structures, the 
multifunctional column shall include for additional 
capacity and features necessary to provide an upgrade 
route for additional smart services. 

NOTE 2 The asset owner might specify a bespoke 
upgrade route. 

4.3 Physical form
Multifunctional columns shall be flanged, rooted or 
suitable for use with retention socket foundations. 

Multifunctional columns shall typically be fixed and 
static but can include hinging or raise and lower  
actions provided that the mechanism operates safely 
and reliably with the specified attachments and 
equipment installed. 

NOTE Attention is drawn to the Provision and Use of 
Work Equipment Regulations 1988 [6] for structures 
including a hinging or raise and lower mechanism. See 
ILP PLG 07 [11] for further guidance.

The form and dimensions of the multifunctional 
column shall be suitable for mounting of the specified 
attachments and enclosure of the specified equipment. 

The form and dimensions of the multifunctional 
column shall also be made suitable for the mounting 
and enclosure of future attachments and equipment by 
providing sufficient:

a)	 space for the mounting of attachments respecting 
any exclusions zones necessary to prevent camera 
or sensor field of view, electrical, electro-magnetic 
compatibility (EMC) or radio frequency (RF) signal 
interference;

b)	 cable access holes and space in cableways to 
allow for the installation of power and data 
cables, including adequate separation to meet the 
requirements of BS 7671;

c)	 space inside the structure’s base compartment 
for the additional equipment, along with any 
power supply connection equipment and metering 
necessary for the installation, including adequate 
space for inspection and electrical testing to meet 
the requirements of BS 7671;
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d)	 number of suitably sized door openings for 
safely installing, inspecting and maintaining the 
equipment in the base compartment;

e)	 incoming ducts and cable slots, sized for the 
required incoming power and data feeds;

f)	 ingress protection for enclosures for electrical 
equipment; and

g)	 provision for the installation of any necessary 
enhanced physical security.

Where permitted changes allow the installation of 
additional equipment but there is insufficient space 
available for the equipment within the multifunctional 
column, this equipment can be installed in a box fixed 
to the face of the structure or in a separate equipment 
pillar located near to the multifunctional column. 

NOTE Consideration can also be given to moving the 
equipment to an adjacent feeder pillar, although the 
requirements for feeder pillars are out of scope of  
this PAS.

4.4 Passive safety structures
Where a product claims a passive safety rating, testing 
to BS EN 12767 shall be completed with all attachments 
mounted on the structure and all equipment installed 
within the test sample, including all electrical and 
communications cabling installed and connected.

NOTE 1 For multifunctional columns claiming a passive 
safe rating, all equipment and attachments should 
provide a level of passive safety performance in the 
event of a vehicle impact.

For multifunctional columns with a passive safety 
rating, all low voltage attachments and equipment 
shall automatically disconnect from the electric supply.

NOTE 2 Disconnection can be achieved through either 
an electrical disconnection device installed with the 
equipment or via a snatch plug.
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5 Service configurations

5.1 Schedule of smart services
For each multifunctional column product type, a 
schedule of smart services, attachments and equipment 
for which the structure is designed shall be provided in 
the product documentation. 

NOTE 1 The schedule should identify equipment that is 
not required initially but which the asset owner expects 
to be required in future and so requires to be included 
as a permitted change.

NOTE 2 Manufacturers and suppliers/installers of 
multifunctional columns should adopt a security-
minded approach regarding the publication of 
information and data about the security-related 
performance of their products, i.e. by not making this 
information publicly available on their websites but 
instead only releasing the information on a need-to-
know basis to bona fide parties such as asset owners  
or operators.

In preparing the schedule, the following aspects 
shall be addressed so that safe operation and 
interoperability is maintained:

a)	 compatibility:

1) 	 EMC emissions and immunity;

2) 	 separation of data and power cables using 
different colours of incoming ducts;

3) 	 safe clearance for transmitters; and

4) 	 clearance space for cooling;

b)	 operating conditions;

1) 	 limiting environmental conditions for the 
enclosed equipment including maximum and 
minimum safe operating temperatures,  
and humidity; 

2) 	 the need for sun-shielding, heaters, or cooling 
to maintain the equipment within its normal 
operating conditions;

3) 	 IP rating provided for equipment enclosures 
and contained equipment;

4) 	 physical security; and

5) 	 prevention of nuisance tripping of residual 
current operated circuit breaker with 
overcurrent protection (RCBO) on the  
electricity supply;

c)	 for attachments mounted externally;

1) 	 weight including any brackets or fixings;

2) 	 wind area including any brackets;

3) 	 height and eccentricity to centre of wind area 
of each component or the attachment and any 
bracket together; and

4) 	 height and eccentricity to centre of mass 
of each component or the attachment and 
brackets together;

d)	 for equipment mounted internally;

1) 	 physical size;

2) 	 separation; and

3) 	 space for installation; and

e)	 inspection and maintenance;

1) 	 safe isolation process; and

2) 	 safe access for inspection and maintenance, 
usually requiring 25-30% clear space within the 
base compartment.

5.2 Non-ionizing radiation from radio 
frequency sources

5.2.1 General

Where non-ionizing radiation from RF sources are 
included in the schedule of smart services, all sources 
include mobile phone telecommunications and radio 
broadcasts, shall be identified and clearly marked on 
the structure and in the product documentation.

To assist with site selection, an indicative compliance 
boundary indicating the safe distance from a source in 
all directions, as described in Institution of Engineering 
and Technology (IET) CoP Electrical Safety Management 
in the Highway Electrical Sector cl. 7.4.3, shall be 
established for the antenna types considered for the 
structure capacity. 

NOTE 1 RF antennas should be positioned with a 
minimum 1 m separation to avoid interference.
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