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Prefabricated temporary road marking
materials for use at road works

Matériaux préfabriqués de marquage temporaire des routes en travaux

Vorgefertigte Materialien fiir die StraBenmarkierung zur provisorischen
Aufbringung bei Fahrbahnarbeiten
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Foreword

This Published Document has been prepared under the
direction of the Road Engineering Standards Committee
of BSI and at the request of the Department of Transport.
It provides guidance on the department’s requirements for
prefabricated temporary road marking materials intended
for use at road works sites on trunk motorways and
all-purpose trunk roads. It also sets out the procedures to
be adopted for both the laboratory tests covering physical
properties, and the performance trials required to measure
the materials’ suitability for use under general road and
traffic conditions.

In general in motorway and trunk road contracts temporary
white road marking tapes are specified for lane lines and
to delineate the edge of the running carriageway at tapers,
i.e. where the number of traffic lanes is reduced on the
approaches to the road works site, and at central reserva-
tion cross-overs, i.e. where traffic is diverted from one
carriageway to the other. Both these situations are poten-
tially hazardous and require clear and unambiguous
signing by day and night. The use therefore of continuous
white reflective tape, in addition to other traffic signs and
delineators, is regarded as necessary in the interests of
road safety and in maintaining the free flow of traffic.
Temporary black road marking tape is also used at road
works sites to mask existing white road markings which
might otherwise confuse motorists during the course of the
road works operations. Details of where white and black
tapes are used may be found by reference to the appro-
priate Department of Transport document (currently
TD14/83 ‘Signing for traffic management at major road
works sites’*).

*Available from HMSO, 49 High Holborn, London WC1 for personal callers, or by post from HMSO, PO Box 276, '.«nd Swggcu ments
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