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National foreword

This Published Document is the UK implementation of
CEN ISO/TR 15235:2024. It is identical to ISO/TR 15235:2001. It
supersedes DD ISO/TR 15235:2001, which is withdrawn.

The UK participation in its preparation was entrusted to Technical
Committee STI/28, Paint systems for non-metallic substrates.

Alist of organizations represented on this committee can be obtained on
request to its committee manager.

Contractual and legal considerations

This publication has been prepared in good faith, however no
representation, warranty, assurance or undertaking (express or
implied) is or will be made, and no responsibility or liability is or will be
accepted by BSI in relation to the adequacy, accuracy, completeness or
reasonableness of this publication. All and any such responsibility and
liability is expressly disclaimed to the full extent permitted by the law.

This publication is provided as is, and is to be used at the
recipient’s own risk.

The recipient is advised to consider seeking professional guidance with
respect to its use of this publication.

This publication is not intended to constitute a contract. Users are
responsible for its correct application.

This publication is not to be regarded as a British Standard.

© The British Standards Institution 2024
Published by BSI Standards Limited 2024

ISBN 978 0 539 32160 9
ICS 25.220.10; 77.080.20

Compliance with a Published Document cannot confer immunity
from legal obligations.

This Published Document was published under the authority of the
Standards Policy and Strategy Committee on 7 December 2001.

Amendments/corrigenda issued since publication

Date Text affected

30 November 2024  This corrigendum renumbers DD ISO/TR
15235:2001 as PD CEN ISO/TR 15235:2024
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TECHNISCHER REPORT October 2024

ICS 25.220.10

English Version

Preparation of steel substrates before application of paints
and related products - Collected information on the effect
of levels of water-soluble salt contamination (ISO/TR

15235:2001)
Préparation des subjectiles d'acier avant application de Vorbereitung von Stahloberflachen vor dem Auftragen
peintures et de produits assimilés - Conseils sur les von Beschichtungsstoffen und verwandten Produkten -
teneurs en contamination des sels solubles dans |'eau Gesammelte Informationen tiber die Auswirkungen der
(ISO/TR 15235:2001) Verunreinigung durch wasserlgsliche Salze (ISO/TR

15235:2001)

This Technical Report was approved by CEN on 27 October 2024. It has been drawn up by the Technical Committee CEN/TC 139.

CEN members are the national standards bodies of Austria, Belgium, Bulgaria, Croatia, Cyprus, Czech Republic, Denmark, Estonia,
Finland, France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway,
Poland, Portugal, Republic of North Macedonia, Romania, Serbia, Slovakia, Slovenia, Spain, Sweden, Switzerland, Tiirkiye and
United Kingdom.
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EUROPAISCHES KOMITEE FUR NORMUNG

CEN-CENELEC Management Centre: Rue de la Science 23, B-1040 Brussels

© 2024 CEN  All rights of exploitation in any form and by any means reserved Ref. No. CEN ISO/TR 15235:2024 E
worldwide for CEN national Members.
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CEN ISO/TR 15235:2024 (E)

European foreword

The text of ISO/TR 15235:2001 has been prepared by Technical Committee ISO/TC 35 "Paints and
varnishes" of the International Organization for Standardization (ISO) and has been taken over as
CEN ISO/TR 15235:2024 by Technical Committee CEN/TC 139 “Paints and varnishes” the secretariat of
which is held by DIN.

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. CEN shall not be held responsible for identifying any or all such patent rights.

Any feedback and questions on this document should be directed to the users’ national standards
body/national committee. A complete listing of these bodies can be found on the CEN website.

Endorsement notice

The text of ISO/TR 15235:2001 has been approved by CEN as CEN ISO/TR 15235:2024 without any
modification.
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ISO/TR 15235:2001(E)

Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards bodies (ISO
member bodies). The work of preparing International Standards is normally carried out through ISO technical
committees. Each member body interested in a subject for which a technical committee has been established has
the right to be represented on that committee. International organizations, governmental and non-governmental, in
liaison with 1SO, also take part in the work. ISO collaborates closely with the International Electrotechnical
Commission (IEC) on all matters of electrotechnical standardization.

International Standards are drafted in accordance with the rules given in the ISO/IEC Directives, Part 3.

The main task of technical committees is to prepare International Standards. Draft International Standards adopted
by the technical committees are circulated to the member bodies for voting. Publication as an International
Standard requires approval by at least 75 % of the member bodies casting a vote.

In exceptional circumstances, when a technical committee has collected data of a different kind from that which is
normally published as an International Standard ("state of the art", for example), it may decide by a simple majority
vote of its participating members to publish a Technical Report. A Technical Report is entirely informative in nature
and does not have to be reviewed until the data it provides are considered to be no longer valid or useful.

Attention is drawn to the possibility that some of the elements of this Technical Report may be the subject of patent
rights. ISO shall not be held responsible for identifying any or all such patent rights.

ISO/TR 15235 was prepared by Technical Committee ISO/TC 35, Paints and varnishes, Subcommittee SC 12,
Preparation of steel substrates before application of paints and related products.
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ISO/TR 15235:2001(E)

Introduction

The performance of paints and related products applied to steel can be significantly affected by the presence of
water-soluble salt contaminants on a steel surface.

Sources of salt contamination are numerous. In the painting industry, the blasting abrasive itself, the paint
ingredients (particularly pigments), and the rinse water that may be used in wet cleaning methods can all be
sources of salt contamination. In addition, salts settle from the atmosphere during fogs, dews, inversions, and rain,
and they may also be deposited from chemical splashes or air pollutants. De-icing salts, which are used on
highways and bridges in cold climates, may remain on the steel surfaces. Furthermore, some steel surfaces, during
service, come into direct contact with salts, e.g. ships carrying salt water ballast in steel tanks or vessels with salt-
containing cargoes.

Unless salts are removed from a steel surface prior to painting, problems may occur that lead to poor paint
performance. Salts on the steel surface can absorb moisture from the air, cause osmotic blistering of the paint
system, and accelerate the rate of corrosion.

Removal of salts is often difficult, and the salts accelerate pitting corrosion. The salt contaminant can remain in the
bottom of pits, often beneath the corrosion product. In order to adequately remove salts from the surface, it is often
necessary not only to remove the corrosion product, but also to flush the salt from within the corrosion pits.

The performance of a paint system applied over a salt-contaminated surface depends on the service environment,
the type and design of the paint system, the thickness of the paint, and the nature and amount of salt
contaminants.

International Standards 1SO 8501 and ISO 8502 have been prepared to provide methods of assessing visually or
by chemical analysis the presence and surface concentration of contaminants, and ISO 8504 provides guidance on
methods for cleaning steel surfaces. These International Standards, however, do not contain guidance on the
levels of salt contamination that can be tolerated by paint systems.

This document provides information on the levels of water-soluble chloride and sulfate salt contamination that will

minimize the risk of coating failure. The information in this document is based on an evaluation of published data
from technical literature, as well as unpublished data from coating-system manufacturers and users.

© ISO 2001 — All rights reserved
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TECHNICAL REPORT ISO/TR 15235:2001(E)

Preparation of steel substrates before application of paints and
related products — Collected information on the effect of levels of
water-soluble salt contamination

1 Scope

This Technical Report provides information on the effect of water-soluble chloride and sulfate contamination levels
on steel surfaces, before the application of paint or related products to surfaces prepared in accordance with
standard mechanical or blast-cleaning surface preparation methods.

NOTE The tolerance for water-soluble salt contamination may be different for different paint types.
This information may be used when evaluating the adequacy of surface preparation prior to painting.

This document is concerned only with measured levels of salt contamination based upon either laboratory or field
testing. The levels of soluble chloride and sulfate discussed in this document are to be compared using soluble
surface densities of the species as determined after extraction in accordance with ISO 8502-6 (the Bresle method),
or other methods giving equivalent results. Total soluble-salt contamination may be determined by conductometric
testing, but such testing will not determine the nature and concentration of the specific salts present, e.g. whether
chloride or sulfate is present, or its concentration.

This document does not define specific levels of cleanliness or methods of salt removal.

2 Conclusions

From the information in this Technical Report, it is apparent that there is a great variation in the depth of knowledge
related to contamination levels of water-soluble salts (chlorides and sulfates) and their subsequent effect on the
performance of paints and related products in various environments.

Most knowledge relates to coatings subjected to immersed conditions, which are judged to be the most severe and
therefore, in practice, the most costly should failure occur. The data obtained from paint manufacturers has tended
to concentrate on this area and therefore provides the best guidance values for the levels of water-soluble salts
with respect to coatings used for protection in immersed conditions.

In other, less demanding, environments, often protected by less sophisticated coatings than those used for
immersed conditions, information on water-soluble salt levels and their effect on these coatings is scarce. It is
acknowledged that, in these areas, further experimental work is required to produce data, but this is likely to take a
significant period of time.

It is in this context that ISO/TC35/SC12 has concluded that the information available does not provide the
necessary confidence to provide guidance values that can be issued as an 1SO standard.

The publication of ISO standards for methods of determining the water-soluble salt levels on steel surfaces,
together with the recommended test procedure given in annexes E and F should provide further data that can be
assessed for incorporation into a future 1SO standard.

© 180 2001 — All rights reserved
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ISO/TR 15235:2001(E)

3 Terms and definitions

For the purposes of this Technical Report, the following terms and definitions apply.

3.1
contaminants
water-soluble salts present on the steel surface immediately prior to painting

NOTE Only water-soluble chloride and sulfate ions are considered in this document.

3.2
service environment
conditions to which the coating system is exposed in service

NOTE This report covers six types of service environment, defined by the atmospheric-corrosivity categories given in
1ISO 12944-2:

a) IM-1: fresh- water immersion;

b) IM-2: sea or brackish-water immersion;

¢) C3 medium: industrial atmospheric exposure;

d) C4 high: industrial atmospheric exposure;

e) C5-l very high (industrial): high-humidity/aggressive industrial atmospheric exposure;

f) ~ C5-M very high (marine): high-salinity marine exposure.

4 Sequential collection of data
4.1 Review of published papers on the effects of salt contamination

4.1.1 Sources

A comprehensive review of the technical literature was conducted using journals and electronic databases that
examined published literature. A total of 168 relevant articles were reviewed.

NOTE A list of these articles is available from the Netherlands Standards Institute (NEN), which holds the Secretariat of
ISO/TC35, Paints and varnishes.

4.1.2 Criteria for evaluation

From such a large database, the following criteria were established to provide a basis for evaluation:

a) The paper/report contained information about original work and was not simply a report of others’ efforts;
b) The paper/report correlated coating performance with salt contamination levels on steel surfaces.

A list of the papers and reports which met these criteria and provided useful information is given in the bibliography,
and a summary of the findings is given in annex A.

NOTE The above references given in the bibliography were obtained as a result of an extensive computer literature search
done in 1995. The computer results were examined to determine whether the literature reported original testing, or was a
compilation of work done by others. Only that literature reporting original test results is given.

It is likely there is original published work since 1995 that will be suitable for future inclusion in the tables.
Researchers are encouraged to conduct testing as described in annexes E and F, and to submit results to the
Secretariat of ISO/TC 35/SC 12.

2 © 1SO 2001 — Algghts reserved
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ISO/TR 15235:2001(E)

4.1.3 Parameters relating to the rate of paint system failure

Some parameters relating to the rate of failure of the paint system were:

a)
b)
c)
d)

e)

f)

The type of exposure/service environment.

The type of contaminant (chloride, sulfate, etc.).

The type of paint system (and formulation within generic types), thickness and number of coats.
The application method (brush, roller, spray, etc.), particularly for the primer coat.

The contamination level. The extraction of soluble contaminants from a steel surface depends upon the
extraction conditions, e.g. extraction liquid, temperature and extraction time. Comparable results may be
obtained by extraction in accordance with ISO 8502-6 (the Bresle method), or methods giving equivalent
results. Analysis of chloride and sulfate may be made by methods described in ISO 8502-9 and ISO 8502-10.

The type of failure (blisters, rust, etc.).

4.1.4 Use of contamination levels

The data are presented in tabular form using the reference sources given in annex A. The information is generally
presented as a safe/failure figure for chloride or sulfate. Also included when given are the following:

a)

© 1SO 2001 - All rights reserved

Coating system

1) Single systems, defined as consisting of one or more coats of paint based on the same binder (or general
chemical composition), e.g. epoxy primer, epoxy topcoat.

2) Mixed systems, defined as consisting of coats of paint in which the binder (or general chemical
composition) differs with each successive coat, e.g. inorganic-zinc-rich primer, epoxy topcoat.

Dry film thickness range

The total dry film thickness of the coating system (as defined in ISO 12944-2), as tested or evaluated.
Number of coats

The number of coats of the system.

Risk of failure

1) Low risk of failure

If chlorides or sulfates contaminate a surface in quantities equal to or less than the amounts expressed in
this column, then the risk of coating failure is considered low.

2) High risk of failure

If chlorides or sulfates contaminate a surface in quantities equal to or greater than the amounts expressed
in this column, then the risk of coating failure is considered high.

3) Intermediate risk of failure

For contamination levels between the “low” and “high” ranges, failure may or may not occur, depending
upon the service environment, the coating formulation and other variables.
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