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National foreword

This Published Document is the UK implementation of
CEN ISO/TS 7849-2:2022. It is identical to ISO/TS 7849-2:20009. It
supersedes DD ISO/TS 7849-2:2009, which is withdrawn.

The UK participation in its preparation was entrusted to Technical
Committee EH/1/4, Machinery noise.

A list of organizations represented on this committee can be obtained on
request to its committee manager.

Contractual and legal considerations

This publication has been prepared in good faith, however no
representation, warranty, assurance or undertaking (express or
implied) is or will be made, and no responsibility or liability is or will be
accepted by BSI in relation to the adequacy, accuracy, completeness or
reasonableness of this publication. All and any such responsibility and
liability is expressly disclaimed to the full extent permitted by the law.

This publication is provided as is, and is to be used at the
recipient’s own risk.

The recipient is advised to consider seeking professional guidance with
respect to its use of this publication.

This publication is not intended to constitute a contract. Users are
responsible for its correct application.

This publication is not to be regarded as a British Standard.

© The British Standards Institution 2022
Published by BSI Standards Limited 2022

ISBN 978 0 539 18712 0
ICS 17.140.20

Compliance with a Published Document cannot confer immunity
from legal obligations.

This Published Document was published under the authority of the
Standards Policy and Strategy Committee on 28 February 2010.

Amendments/corrigenda issued since publication

Date Text affected

30 September 2022  This corrigendum renumbers DD ISO/TS 7849
2:2009 as PD CEN ISO/TS 7849-2:2022
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TECHNICAL SPECIFICATION CEN ISO/TS 7849-2
SPECIFICATION TECHNIQUE
TECHNISCHE SPEZIFIKATION February 2022

ICS 17.140.20

English Version

Acoustics - Determination of airborne sound power levels
emitted by machinery using vibration measurement - Part
2: Engineering method including determination of the
adequate radiation factor (ISO/TS 7849-2:2009)

Acoustique - Détermination des niveaux de puissance Akustik - Bestimmung der von Maschinen
acoustique aériens émis par les machines par abgestrahlten Luftschallleistungspegel durch
mesurage des vibrations - Partie 2: Méthode Schwingungsmessung - Teil 2: Verfahren der
d'expertise incluant la détermination d'un facteur de Genauigkeitsklasse 2 einschliefRlich Bestimmung des
rayonnement approprié (ISO/TS 7849-2:2009) geeigneten Strahlungsfaktors (ISO/TS 7849-2:2009)

This Technical Specification (CEN/TS) was approved by CEN on 7 February 2022 for provisional application.

The period of validity of this CEN/TS is limited initially to three years. After two years the members of CEN will be requested to
submit their comments, particularly on the question whether the CEN/TS can be converted into a European Standard.

CEN members are required to announce the existence of this CEN/TS in the same way as for an EN and to make the CEN/TS
available promptly at national level in an appropriate form. It is permissible to keep conflicting national standards in force (in
parallel to the CEN/TS) until the final decision about the possible conversion of the CEN/TS into an EN is reached.

CEN members are the national standards bodies of Austria, Belgium, Bulgaria, Croatia, Cyprus, Czech Republic, Denmark, Estonia,
Finland, France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway,
Poland, Portugal, Republic of North Macedonia, Romania, Serbia, Slovakia, Slovenia, Spain, Sweden, Switzerland, Turkey and
United Kingdom.
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CEN-CENELEC Management Centre: Rue de la Science 23, B-1040 Brussels

© 2022 CEN  All rights of exploitation in any form and by any means reserved Ref. No. CEN ISO/TS 7849-2:2022 E
worldwide for CEN national Members.
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CEN ISO/TS 7849-2:2022 (E)

European foreword

The text of ISO/TS 7849-2:2009 has been prepared by Technical Committee ISO/TC 43 "Acoustics” of
the International Organization for Standardization (ISO) and has been taken over as CEN ISO/TS 7849-
2:2022 by Technical Committee CEN/TC 211 “Acoustics” the secretariat of which is held by DIN.

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. CEN shall not be held responsible for identifying any or all such patent rights.

Any feedback and questions on this document should be directed to the users’ national standards body.
A complete listing of these bodies can be found on the CEN website.

According to the CEN-CENELEC Internal Regulations, the national standards organizations of the
following countries are bound to announce this Technical Specification: Austria, Belgium, Bulgaria,
Croatia, Cyprus, Czech Republic, Denmark, Estonia, Finland, France, Germany, Greece, Hungary, Iceland,
Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Republic of
North Macedonia, Romania, Serbia, Slovakia, Slovenia, Spain, Sweden, Switzerland, Turkey and the
United Kingdom.

Endorsement notice

The text of ISO/TS 7849-2:2009 has been approved by CEN as CEN ISO/TS 7849-2:2022 without any
modification.
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ISO/TS 7849-2:2009(E)

Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards bodies
(ISO member bodies). The work of preparing International Standards is normally carried out through ISO
technical committees. Each member body interested in a subject for which a technical committee has been
established has the right to be represented on that committee. International organizations, governmental and
non-governmental, in liaison with ISO, also take part in the work. ISO collaborates closely with the
International Electrotechnical Commission (IEC) on all matters of electrotechnical standardization.

International Standards are drafted in accordance with the rules given in the ISO/IEC Directives, Part 2.
The main task of technical committees is to prepare International Standards. Draft International Standards

adopted by the technical committees are circulated to the member bodies for voting. Publication as an
International Standard requires approval by at least 75 % of the member bodies casting a vote.

In other circumstances, particularly when there is an urgent market requirement for such documents, a
technical committee may decide to publish other types of document:

— an ISO Publicly Available Specification (ISO/PAS) represents an agreement between technical experts in
an ISO working group and is accepted for publication if it is approved by more than 50 % of the members
of the parent committee casting a vote;

— an ISO Technical Specification (ISO/TS) represents an agreement between the members of a technical
committee and is accepted for publication if it is approved by 2/3 of the members of the committee casting
a vote.

An ISO/PAS or ISO/TS is reviewed after three years in order to decide whether it will be confirmed for a

further three years, revised to become an International Standard, or withdrawn. If the ISO/PAS or ISO/TS is

confirmed, it is reviewed again after a further three years, at which time it must either be transformed into an
International Standard or be withdrawn.

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent
rights. ISO shall not be held responsible for identifying any or all such patent rights.

ISO/TS 7849-2 was prepared by Technical Committee ISO/TC 43, Acoustics, Subcommittee SC 1, Noise.

This first edition of ISO/TS 7849-2, together with ISO/TS 7849-1, cancel and replace the first edition of
ISO/TR 7849:1987, which has been technically revised.

ISO/TS 7849 consists of the following parts, under the general title Acoustics — Determination of airborne
sound power levels emitted by machinery using vibration measurement:

— Part 1: Survey method using a fixed radiation factor
— Part 2: Engineering method including determination of the adequate radiation factor
The following part is under preparation:

— Part 3: Amplitude and phase measurements
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ISO/TS 7849-2:2009(E)

Introduction

This part of ISO/TS 7849 gives a procedure for the determination of the sound power of the airborne noise
caused by machinery vibration, including determination and application of the adequate radiation factor.

The determination of airborne noise emission of a machine by measuring vibration of the machine's outer
surface may be of interest when:

— undesired background noise (e.g. noise from other machines or sound reflected by room boundaries) is
high compared with the noise radiated directly by the machine under test;

— noise radiated by structure vibration is to be separated from noise of aerodynamic origin;

— noise radiated by structure vibration is high compared to the aerodynamic component so that the total
noise radiation is predominantly affected by the structure vibration;

— sound intensity measurement techniques [ISO 9614 (all parts)['4]] cannot easily be applied;

— structure vibration generated noise from only a part of a machine, or from a component of a machine set,
is to be determined in the presence of noise from the other parts of the whole source.

ISO/TS 7849 (all parts) describes methods for the determination of the airborne noise emission of a machine
caused by vibration of its outer surface, expressed by the associated airborne sound power being related to
normalized meteorological conditions. This airborne sound power is determined under the assumption that
this quantity is proportional to the mean square value of the normal component of the velocity averaged over
the area of the vibrating outer surface of the machine, and is directly proportional to the area of the vibrating
surface.

The calculation of the airborne sound power needs data of the radiation factor, &, as a function of frequency
for the machine under test. These values can be taken as unity (¢ = 1) independently of frequency, yielding an
upper limit for the sound power (see ISO/TS 7849-1); or, it can be determined for specific machines as
described in this part of ISO/TS 7849.

Details of ISO/TS 7849 (all parts) are given in the foreword.
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TECHNICAL SPECIFICATION ISO/TS 7849-2:2009(E)

Acoustics — Determination of airborne sound power levels
emitted by machinery using vibration measurement —

Part 2:
Engineering method including determination of the adequate
radiation factor

1 Scope

This part of ISO/TS 7849 gives basic requirements for a reproducible method for the determination of the
sound power level of the noise emitted by machinery or equipment by using surface vibration measurements,
together with the knowledge of the machinery specific sound radiation factor in the frequency bands. The
method is only applicable to noise which is emitted by vibrating surfaces of solid structures and not to noise
generated aerodynamically.

This vibration measurement method is especially applicable in cases where accurate direct airborne noise
measurements, e.g. as specified in I1SO 3746l7], 1ISO 3747(8], and (all parts)['4l are not possible
because of high background noise or other parasitic environmental interferences; or, if a distinction is required
between the total radiated sound power and its structure vibration generated component.

NOTE 1 One of the applications of this part of ISO/TS 7849 is the distinction between the radiation of airborne sound
power generated by structure vibration and the aerodynamic sound power components. Such a distinction is not feasible
with 1ISO 374451, |SO 3745[6], |SO 3746[" and (all parts)[141.

NOTE 2  Problems may occur if the noise is generated by small parts of machinery surfaces (sliding contacts, e.g. slip
ring brush or the commutator and the brush in electrical machines).

The methods described in this part of ISO/TS 7849 apply mainly to processes that are stationary with respect
to time.

Recommendations on the selection of frequency bands are given in Annex C.

2 Normative references

The following referenced documents are indispensable for the application of this document. For dated
references, only the edition cited applies. For undated references, the latest edition of the referenced
document (including any amendments) applies.

ISO 5348, Mechanical vibration and shock — Mechanical mounting of accelerometers

ISO/IEC Guide 98-3:2008, Uncertainty of measurement — Part 3: Guide to the expression of uncertainty in
measurement (GUM:1995)

EC 61260, Electroacoustics — Octave-band and fractional-octave-band filters

EC 61672-1|, Electroacoustics — Sound level meters — Part 1: Specifications
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ISO/TS 7849-2:2009(E)

3 Terms and definitions
For the purposes of this document, the following terms and definitions apply.

3.1
structure vibration generated sound
airborne sound caused by structure vibration in the audible frequency range

NOTE For the purposes of this part of ISO/TS 7849, structure vibration generated sound is determined either from
the vibratory velocity or the vibratory acceleration of the surface of the solid structure.

[ISO/TS 7849-1:2009]

3.2

machine

(airborne sound power level measurement of single item) equipment which incorporates a single or several
noise sources

[ISO/TS 7849-1:2009]

3.3

vibratory velocity

\4

root-mean square (r.m.s.) value of the component of the velocity of a vibrating surface in the direction normal
to the surface

NOTE The vibratory velocity, v, is the time integral of the vibratory acceleration, whose r.m.s. value is given for
sinusoidal vibration by:

a
V_Zf (1)

where
a is the r.m.s. acceleration;

f is the frequency.

The vibratory velocity, v, is the time derivative of the vibratory displacement, s, ds/d¢. For sinusoidal vibration, the r.m.s.
velocity, v, is given by:

v =2nfs 2)
where s is the r.m.s. displacement.
[ISO/TS 7849-1:2009]

3.4

frequency band vibratory velocity level
L.
tev'ﬁ times the logarithm to the base 10 of the ratio of the square of the r.m.s. value of the vibratory velocity for
the jth frequency band, Vi to the square of a reference value, v, expressed in decibels:

L,; =101 ﬁ dB 3
vj g 2 ( )
)
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ISO/TS 7849-2:2009(E)

where

v; is the r.m.s. value of the vibratory velocity, in metres per second, for the jth frequency band 1);

vo Is the reference value for the velocity and is equal to 5 x 108 m/s) 2).

NOTE For airborne and structure vibration generated sound, the reference value vy =5 x 10-8 m/s (or 50 nm/s) has
the property that it leads, together with p, =2 x 105 Pa, to the reference value of the intensity level 7, =1 x 10-12 W/m?
and to the characteristic impedance of air by py/vy =400 N s/m3.

3.5

frequency band radiation factor
&
j

factor expressing the efficiency of sound radiation given by:

P; is the airborne sound power in the jth frequency band, emitted by the vibrating surface of the
machine, determined according to |SO 9614 (all parts)[14l;

S is the area of the defined outer surface of the machine under test (vibrating measurement surface;
see 3.7);
v_j is the squared r.m.s. value of the vibratory velocity measured for the jth frequency band and

averaged over S;
Z, s the characteristic impedance of air.

NOTE The four quantities &5, Pa, v%‘ , and Z. relate to the same period of time and to the same meteorological
conditions (atmospheric temperature, 6, and barometric pressure, B).

3.6

airborne sound power level

ter{ times the logarithm to the base 10 of the ratio of the frequency band airborne sound power emitted by the
surface of a machine, P;, to a reference value, Py, expressed in decibels:

Ly =10lg—/ dB (5)
w =109
where the reference value, Py, is 10-12 W,

NOTE The width of a restricted frequency band is indicated, e.g. octave-band sound power level, one-third-octave-band
sound power level.

1) A subscript “eff” is dropped since only r.m.s. values are used throughout this part of ISO/TS 7849.

2) InISO 1683, two reference values for the velocity level are mentioned: v, =102 m/s and 5 x 108 m/s (= 50 nm/s).
The latter is intended for cases of airborne and structure vibration generated sound and is therefore used in this part of
ISO/TS 7849. A choice of v, = 10-9 m/s results in a vibratory velocity level which is 34 dB higher than the level used in this
part of ISO/TS 7849. Therefore, if vy = 109 m/s is used, subtract 34 dB from the right-hand sides of Equations (9), (14),
(17) and (D.2).
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