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European foreword

This document (CEN/TR 1030-2:2016) has been prepared by Technical Committee CEN/TC 231
“Mechanical vibration and shock”, the secretariat of which is held by DIN.

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. CEN shall not be held responsible for identifying any or all such patent rights.

This document supersedes CR 1030-2:1995,

The present series CR 1030 / CEN/TR 1030 is composed with the following parts:

— [CR1030-1, Hand-arm vibration — Guidelines for vibration hazards reduction — Part 1: Engineering
methods by design of machinery;

— CEN/TR1030-2, Hand-arm vibration — Guidelines for vibration hazards reduction — Part2:
Management measures at the workplace.
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Introduction

The habitual and prolonged use of machinery which transmits vibration to the hand can cause disorders
of the upper limbs. European legislation — especially the Physical Agents Directive 2002/44/EC
(Vibrations at work) — requires that employers assess and take measures to prevent or reduce
workplace risks to the health and safety of their employees. The basic strategy to be adopted is defined
in the European legislation including the Directive 2002/44/EC and described in the “Non-binding
guide to good practice for implementing Directive 2002/44/EC (Vibrations at work)”, Part [ “Guide to
good practice on hand-arm vibration”, which is addressed to the European Member States. It covers the
following areas of measures:

a) assessment of risks;

b) identification of necessary preventative and/or protective measures;

c) organization for the effective implementation of preventative and protective measures;
d) implementation of an adequate programme of measures to prevent or reduce risks.

This revised Technical Report CEN/TR 1030-2 (first edition was published as in 1995)
primarily provides additional information and examples to the European “Guide to good practice on
hand-arm vibration” (Part I of the Non-binding guide to good practice for implementing Directive
2002/44/EC (Vibrations at work)).

This Technical Report CEN/TR 1030-2 provides additional information for Member States’ health and
safety authorities or labour authorities as well as managers, health and safety officers, engineers,
planning and purchasing staff and others on further aspects of vibration effect reduction and control,
which supports the practical implementation of the requirements of the Physical Agents Directive
2002/44/EC (Vibrations at work). Effective protection against vibration generally requires a
combination of measures which can be categorized as technical measures and management measures;
see Figure 1.
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Minimisation of risks from exposure to hand-arm-vibration |

Y Y

Technical vibration protection Management arrangements

All technical resources and procedures for _
reducing mechanical vibration and for . Occu.patlonal
preventing vibration effects Reduction of _ medlca_l measures
exposure duration - surveillance
- change of process - keep the body
- work organisation warm and dry
- avoid smoking

| Training and information | | Evaluation of risk

| Procedures of maintenance |

\

Vibration protection at source Vibration protection on the transmission path
- Intervention in exciter mechanisms (for - Subsequent reduction in vibration transmission, for
example, low-vibration design, balancing, L] example, by means of flexible intermediate
mass balancing, remote control) components
- Maintenance - Reduction of coupling force (push / pull force)

Figure 1 — Minimization of risks from exposure to hand-arm vibration
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1 Scope

This Technical Report outlines practicable measures for the reduction and control of health hazards
associated with exposure to hand-arm vibration at work. It supplements the European “Guide to good
practice on hand-arm vibration” and provides a practical professional aid for Member States’ health and
safety authorities or labour authorities who write national guidance for managers, health and safety
officers, engineers, planning and purchasing staff and others.

This Technical Report covers the following principal aspects:

a) identification of main sources of hand-arm vibration at work;
b) vibration reduction by re-considering task, product, process and design;

c) how to select low-vibration machinery, including vibration reducing features, auxiliary equipment
for control of vibration;

d) otherissues, e.g. personal protection and its limitation;
e) management measures for the control of hand-arm vibration exposure;

f) health surveillance.

2 Normative references

The following documents, in whole or in part, are referenced in this document and are indispensable for
its application. For dated references, only the edition cited applies. For undated references, the latest
edition of the referenced document (including any amendments) applies.

R 1030-1, Hand-arm vibration — Guidelines for vibration hazards reduction —Part 1: Engineering
methods by design of machinery

EN 12096, Mechanical vibration - Declaration and verification of vibration emission values

CEN/TR 15350:2013, Mechanical vibration - Guideline for the assessment of exposure to hand-
transmitted vibration using available information including that provided by manufacturers of machinery

EN ISO 5349-1:2001, Mechanical vibration - Measurement and evaluation of human exposure to hand-
transmitted vibration - Part 1: General requirements ([SO 5349-1:2001)

EN SO 5349-2, Mechanical vibration - Measurement and evaluation of human exposure to hand-
SO 5349-2

transmitted vibration - Part 2: Practical guidance for measurement at the workplace
[SO 2041, Mechanical vibration, shock and condition monitoring — Vocabulary

[SO 5805, Mechanical vibration and shock — Human exposure — Vocabulary

3 Terms and definitions

For the purpose of this document, the terms and definitions given in EN ISO 5349-2, [SO 2041| and

iSO 5805 apply.
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4 Identification of main sources of hand-arm vibration at work

A starting point is to consider the work being carried out, the processes involved and the tools and
equipment used. Use of hand-held, hand-guided or hand-fed powered equipment should be managed.
The risk assessment should:

a) identify where there can be a risk from hand-arm vibration;

b) estimate workers’ exposures using information on tool vibration and information gathered on

patterns and durations of tool use and compare them with the exposure action value and exposure
limit value as specified in the Physical Agents Directive 2002 /44 /EC (Vibrations at work);

c) identify the available risk controls;
d) identify people who can be at particular risk, e.g. young or pregnant workers, those who have had
surgery on hands and arms or have known disorders similar to those that can be caused by

vibration;

e) ifitislikely to help plan and implement controls, make a more detailed assessment of exposure, e.g.
including measurement;

f) identify the steps to control and monitor hand-arm vibration risks;
g) record the assessment, the steps that have been taken and their effectiveness;

h) be revised periodically, e.g. if there are changes in the work equipment or if workers report signs or
symptoms that can be attributed to vibration injury.

Figure 2 shows sample ranges of vibration magnitudes of some of the most common tools and machines
that create the risks. Annex A lists more examples of tools for which the management of vibration
exposure is needed.

The values listed in Figure 2 are values from real-worldifield measurements at working places with
tool applications/conditions at companies according to [EN ISO 5349-2 (the values of Figure 2 are not
manufacturer data or manufacturer-declared values).

Annex | provides additional information about tool characteristics and work tasks for the tools, listed in
Figure 2.
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apy in m/s?

concrete breaker E and P (39)

core drill E (28)

trench rammer C (12)
plate compactor C (31)
cut-off saw C (19)

angle grinder E (12)
perforator SDS plus E (32)
perforator SDS max E (40)
10th percentile

75th percentile

O T 9 O 0 N0 U b W N

90th percentile
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2 4 6 8 10 12 14 16 18 20 22 24 26
Key
apy in m/s?
mower C (18)
brush cutter with disc C (12)
brush cutter with strimmer C (21)
chain saw C (17)
pole pruner B (11)
pole pruner P (22)
leaf blower C (12)
hedge cutter C (23)
10th percentile
75th percentile

QO T ® 00NN UT A WN R X

90th percentile

b) Machinery used in landscaping and gardening

Key

apy in m/s?
nail gun P (48)
tacker P (10)
jigsaw E (9)
10th percentile
75th percentile

O T OO W N R

90th percentile

c) Machinery used in wood working
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2 4 6 8 10 12 14 16 18 20 22
Key
X  apyinm/s?
1  angle grinder E and P (106)
2 vertical grinder P (12)
3  straight grinder E and P (28)
4  screwdriver E and P (12)
5 impact wrench B (13)
6  impactwrench P (12)
7  impact wrench P (21)
8  ergo pulse/ratchet wrench E and P (11)
9  needle scalers P no susp. (12)
10 needle scalers P susp. (12)
11 angle sander E and P (12)
12 orbital sander P (73)
13 vibrating sander E and P (20)
14 drillEand P (16)
15 impactdrill E (10) - rotatory mode only
16 reciprocating saw E and P (13)
a  10th percentile
b  75th percentile
¢ 90th percentile
d) Machinery used in metal working
NOTE

number of measurements are given.
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For each tool family, the energy mode (B: Battery; C: Combustion; E: Electric; P: Pneumatic) and the

Figure 2 — Examples of vibration magnitudes for common tools, given as total acceleration
values any measured along the 3 axes under real conditions (2005 to 2014)
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It is important to keep workers and their representatives involved and informed in the assessment of
vibration risk. An effective partnership with workers helps to ensure that the information used for the
risk assessment is based on realistic assessments of the work being carried out and the time taken to do
that work.

The factors that govern a person’s daily vibration exposure are:

— the frequency-weighted magnitude (level) of vibration and
— the length of time (duration) the person is exposed to it.

The greater the magnitude or the longer the duration of exposure, the greater is the person’s vibration
exposure.

It is essential that the various sources of vibration with risks for health and safety and their
characteristics are known, exposed employees are identified and a reliable estimate is made of their
exposures. In order to do this, it is necessary to know

— the machinery, processes, tools and tasks in use within the company, which are likely to expose
employees to vibration;

— who is likely to be exposed sufficiently to vibration to be at risk.

An initial identification of sources of exposure to hand-arm vibration can be made by listing all the
vibrating processes, machines and tools used at work which require employees to hold or guide a
vibrating handle, control, work-piece or other vibrating surface. A list of the more common machines
and processes which expose people at work to hand-arm vibration is given in Annex A.

Furthermore, it is necessary to know

1) the number and location of employees for each of the tasks which expose them to hand-arm
vibration;

2) representative vibration values and the likely range in values for each machine, tool, etc. which
create the hazard and the vibration exposure of persons at risk;

3) uses of the machines (if any) that are likely to cause increased vibration risk;
4) daily duration and pattern (e.g. tasks and tools) of vibration exposure.

If there is a range of well-maintained modern tools, exposure above the exposure action value is likely
for 15 min use of hammer action tools or 1h of other action tools. It is often possible to select
equipment carefully for lower vibration so that it can be used for longer than these periods.

NOTE1 The exposure action value standardized to an 8h reference period is 2,5 m/s2 as defined in
Directive 2002/44/EC (Vibrations at work). Some people regularly exposed to this level of vibration will develop
symptoms after some years of exposure.

Most older/traditional designs of tool will reach the exposure action value after much shorter
durations. Also designs of tool without vibration minimization (state of the art of minimization
measures as required by the EU Machinery Directive 2006/42/EC) will reach the exposure action value
after much shorter durations.

The daily vibration exposure A(8) represents the contribution of all machines, processes or tools to the
daily vibration exposure of the persons who operate or use it. The daily vibration exposure A(8) for a
worker carrying out one process or operating one tool can be calculated from a magnitude and
exposure time:
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A<8)=ath% )

hv  is the vibration total value (in m/sz);

T is the daily duration of exposure to the vibration magnitude ay,y;

To is the reference duration of 8 h.

Like the vibration magnitude, the daily vibration exposure has units of metres per second squared
(m/s2).

Important is the contribution made by each source of vibration to the daily vibration exposure A(8) of a
person. If a person is exposed to more than one source of vibration, then partial vibration exposures are
calculated from the magnitude and duration for each source. The overall daily vibration exposure can
be calculated from the partial vibration exposure values:

A(8)=\/A12 (8)+A3(8)+A43(8)+... 2)
where

A1(8),A42(8),A1(8),etc. are the partial vibration exposure values for the different vibration
sources.

Occasional exposure to vibration is likely to present a different risk than exposure everyday.
Various methods of calculating vibration exposure have already been developed in many Member

States, e.g. HSE Guidance (GB), INRS Guidance (FR) or DGUV-IFA/BAuA Guidance (DE), other national
guidances and most of these are summarized in the EU Guide [14] (Annex D “Tools for calculating daily

exposures”) and in CEN/TR 15350:2013, 3.5 and 7.3.

The values derived in this way show which tools and processes impose the greatest total vibration
burden on the workforce and this could be taken into account when deciding priorities for action.

NOTE 2 In many cases it is practicable to make an adequate estimate of vibration exposures using existing data
and without making vibration measurements. For example, vibration data provided by machinery suppliers and
published in the technical sales literature (according to EU Machinery Directive 2006/42/EC) can be used in many
cases. It is recognized that the measurement and assessment of vibration can be complex and can require costly
equipment and it is generally necessary to use the service of a competent vibration consultant.

A possible hierarchy (good practice) for the use of different information sources including aspects of
uncertainty is shown in Figure 3. Further information on aspects of uncertainty is explained in Annex H.
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Are there any exposure
measurement values
available for this specific
task or workplace?

Are there
any indicative
results for good estimation
available for equivalent
task or work
activities?

Are there
any vibration
values from measurements
at the workplace
(immission values) usable
for this specific
machine?

Are there any
manufacturer-declared
(emission) values usable
for this specific machine?

Are there any values
usable for this family
of machines?
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These vibration measurement values

should be used for the risk assessment

Use the indicative results for the risk
assessment, e. g.
- typical values from reports about sector or

task specific measurements,
- representative dosemeter measurements

These vibration immission values should be
used under the notice of the comparability of

the working conditions or typical values of
data bases

These vibration emission values should be
used for comparisons of the working

conditions (e. g. for hand-arm vibration to
correct old values from single axes
measurements with the correction factor)

Estimation of vibration magnitude from
statistical data based on manufacturer

declaration or other sources of data bases

Document the data and
the procedure of the
values for the risk estimation and risk
assessment assessment

Use the results of the
vibration measurement

Competent vibration
measurements > >

have to be arranged

NOTE In case of different national approaches and data, Figure 3 needs to be modified.

Figure 3 — Good practice to use different information sources including aspects of uncertainty
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5 Vibration reduction by task, product and process re-design

5.1 General

Information should be gathered concerning the usage of the various machines, processes and tools,
which have been identified as sources of hand-arm vibration hazard, i.e. what they are used for, how
they are used and why they are used.

In considering a particular production function or task, the first step is to define its purpose or function
in broad terms, i.e. what is to be achieved or done. At this stage the question as to whether or not the
function provided by the process is required at all should be reviewed and to do this it is necessary to
consider all the factors which created the need for the function or task. Some of these factors might be
specified by others, e.g. customer’s requirements, an architect’s design or a consultant’s
recommendation. The need to follow specifications should be discussed with the customer, etc. if it
reduces exposure to vibration — eliminating the process can reduce the cost of manufacture.

The second step is to break the process down into its key elements, processes or stages highlighting
those which are the principal contributors to the vibration hazard. There can, of course, be other
hazards such as physical strain, dust or noise, which can also need to be dealt with.

This should then be used for a systematic analysis to determine the most cost-effective combination of
protective and preventative measures.

The basic methods for reducing occupational exposure to hand-arm vibration are, in order of priority:

a) elimination of hazard by the substitution of alternative non-hazardous processes, machinery or
plant, e.g. automated or mechanized processes;

b) reduction of vibration at source by machinery or process substitution e.g. the use of low-vibration
equipment, where a) is not reasonably practicable;

Modification of a hand-held tool is not recommended, but its manufacturer may supply consumables or
component options that will reduce vibration.

c) reduction of vibration transmission

1) inthe path between the source of vibration and the handles or other vibrating surfaces gripped
by employees’ hands, e.g. vibrating isolation of handle-bars on pedestrian-controlled
equipment,

2) from handles and other vibrating surfaces onto the hands gripping them, e.g. reducing the
required grip or feed force;

d) reduction of exposure duration, e.g. work rotation to reduce the time for which employees are
actually in contact with tool handles, machine controls or other vibrating surfaces.

In addition to reduction of vibration exposures it is necessary to have management measures to reduce
and manage the remaining risk, e.g. training, maintenance, keeping warm and dry, awareness of
circulatory disorders and other factors for vibration injury risk and health surveillance.

These recommendations in line with the EU Directive “Vibration” (2002/44/EC) are developed as a
checklist for employers in Annex B.

NOTE The EU Framework Directive and the Physical Agents Directive 2002/44/EC (Vibrations at work)
provide a control strategy (including how to prioritize the control activities) which is re-stated in Chapter 3.1 of
the “Non-binding guide to good practice for implementing Directive 2002/44/EC (Vibrations at work), Part |
“Guide to good practice on hand-arm vibration” (European Communities, 2008).
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5.2 Vibration reduction by work task re-design

The risks to the health of persons who are exposed to hand-arm vibration can be reduced by adapting
work tasks to the individual.

Work tasks should be designed so that:

a) the values of hand-arm vibration are as low as practicable;
b) the daily period of exposure to hand-transmitted vibration is as short as possible;
c) the working posture is one which imposes the least physical burden on the individual;

d) physical loads, particularly (but not only) those on the hand-arm system, are matched to the
capabilities of the individual;

e) grip and feed forces required to control the process are as low as possible;
f) unduly rapid and frequent repetition of finger, hand and/or arm movements are avoided.

In designing the work task, it shall be noted that the greater the forces applied by the hand upon
vibrating surface, the greater the vibration passing into the user’s hand and arm.
Detailed guidance on machinery design is given in CR 1030-1l.

5.3 Vibration reduction measures by product re-design

All involved in the process — customers, designers, production engineers and managers — should take
into account certain “essential safety requirements” relating to the potential impact of the product on
the health and safety of those who are involved.

In respect of hand-arm transmitted vibration, product designers should evaluate the effect of
alternative designs on the manufacturing process in general and the ergonomic requirements of work
tasks.

Where appropriate, the advice of production engineers, production managers, and, if necessary,
vibration and other specialists should be sought. In particular the aim should be

a) to avoid, or at least minimize, the use of operations and tools which expose workers to hazardous
values of vibration, e.g. by engineering (see [CR 1030-1) or by auxiliary equipment (see 6.2.3);
b) to facilitate the use of low-vibration tools or processes;

c) to facilitate the optimum ergonomic design of work spaces and tasks.

Practical examples are given in Annex C.

5.4 Vibration reduction by process re-design

Where employees are exposed to hand-arm vibration a thorough periodic review of the production
process or task should be carried out and, where reasonably practicable, alternative production
methods that eliminate vibration or involve lower-vibration processes substituted for those which
create the hazard.

Often ways of improving the process can be found which not only reduce hazardous vibration (and
possibly other hazards) but also improve productivity and quality. Practical examples of vibration
reduction measures by process design are given in Annex D.
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