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National foreword
This Published Document is the official English language version of 
CEN/TR 14920:2005.

The jetting resistance test method was developed in response to a request from 
CEN/TC 165. The proposed standard was to incorporate both stationary and 
moving jet tests as material and system tests, based on those developed by WRc 
in the preparation of its sewer jetting code of practice. In order to obtain 
European approval for publication as a Technical Report the stationary jet test 
was removed.

The UK participation in its preparation was entrusted to Technical Committee 
B/505, Waste water engineering, which has the responsibility to: 

A list of organizations represented on this committee can be obtained on 
request to its secretary.

Cross-references
The British Standards which implement international or European 
publications referred to in this document may be found in the BSI Catalogue 
under the section entitled “International Standards Correspondence Index”, or 
by using the “Search” facility of the BSI Electronic Catalogue or of 
British Standards Online.

— aid enquirers to understand the text;

— present to the responsible international/European committee any 
enquiries on the interpretation, or proposals for change, and keep the 
UK interests informed;

— monitor related international and European developments and 
promulgate them in the UK.

Summary of pages

This document comprises a front cover, an inside front cover, the CEN/TR title 
page, pages 2 to 14, an inside back cover and a back cover.

The BSI copyright notice displayed in this document indicates when the 
document was last issued.

Amendments issued since publication

Amd. No. Date Comments
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Foreword 

This document (CEN/TR 14920:2005) has been prepared by Technical Committee CEN/TC 165 “Waste water 
engineering”, the secretariat of which is held by DIN. 

High pressure water jetting has become more used in cleaning practice of drains and sewers. Considering that, 
CEN/TC 165 decided to develop a test method for the resistance of pipe materials against high pressure water 
jetting. 

Due to a low level of experience with the newly developed test method applied to different materials and 
considering some aspects of reproducibility have not been proved, a European Standard is not feasible for the time 
being. Therefore CEN/TC 165 decided to give initial guidance to the market by publishing a test method as a 
Technical Report (CEN/TR). 

The test method specified in this document is intended to simulate the effect of high pressure cleaning on drains 
and sewers. 

According to the CEN/CENELEC Internal Regulations, the national standards organizations of the following 
countries are bound to announce this CEN Technical Report: Austria, Belgium, Cyprus, Czech Republic, Denmark, 
Estonia, Finland, France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta, 
Netherlands, Norway, Poland, Portugal, Slovakia, Slovenia, Spain, Sweden, Switzerland and United Kingdom. 
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1 Scope 

This document specifies a test method for the resistance to high pressure clean water jetting of pipes, fittings and 
joints used for drains and sewers. 

This test method is also applicable to components for renovation and replacement of drains and sewers. 

2 Definitions and Symbols 

For the purposes of this Technical Report, the following definitions and symbols apply. 

2.1 Definitions 

2.1.1 
jet power 
 Pj 
energy per time unit of the jet leaving a nozzle  

NOTE Jet Power is expressed in Watts. 

2.1.2 
jet power density  
Dj  
jet power per unit of the impinged area  

NOTE Jet power density is expressed in Watts per square millimetres. 

2.1.3 
jet spread angle 
ωωωω      
spread of the jet related to its axis  

NOTE Jet spread angle is expressed in degrees. 

2.1.4  
Nozzle  
assembly of components which convert high pressure water flow into a jet (see Figure 1a)  

2.1.5 
Nozzle insert  
special ceramic component to form a specified jet (see Figure 1c)  

2.2 Further symbols 

Table 1 — Symbol 

Symbol Term Unit  

α angle of the jet axis to the test surface (see Figure B.1) ° 

Cd coefficient of discharge of a nozzle — 

d  orifice diameter of the nozzle insert mm 

h  vertical distance between the test surface and the centre of the nozzle orifice mm 

p  pressure measured not more than one metre upstream of the nozzle MPa 

Q  flow rate l/min 
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