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Durability of wood and wood-based products - Assessment of
the effectiveness of a masonry fungicide to prevent growth into
wood of Dry Rot Serpula lacrymans (Schumacher ex Fries) S.F.

Gray - Laboratory method

. Durabilité du bois et des matériaux dérivés du bois - Dauerhaftigkeit von Holz und Holzprodukten - Bestimmung
Evaluation de I'efficacité d'un fongicide de magonnerie pour der Wirksamkeit eines Schutzmittels gegen das
empécher le développement dans le bois de la mérule Uberwachsen von Echtem Hausschwamm Serpula
Serpula lacrymans (Schumacher ex Fries) S.F. Gray - lacrymans (Schumacher ex Fries) S.F. Gray vom
Méthode de laboratoire Mauerwerk auf das Holz - Laboratoriumsverfahren
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Foreword

This document (CEN/TS 12404:2015) has been prepared by Technical Committee CEN/TC 38 “Durability of
wood and wood-based products”, the secretariat of which is held by AFNOR.

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent
rights. CEN [and/or CENELEC] shall not be held responsible for identifying any or all such patent rights.

This document supersedes ENV_12404:1997.

According to the CEN-CENELEC Internal Regulations, the national standards organizations of the following
countries are bound to announce this Technical Specification: Austria, Belgium, Bulgaria, Croatia, Cyprus,
Czech Republic, Denmark, Estonia, Finland, Former Yugoslav Republic of Macedonia, France, Germany,
Greece, Hungary, Iceland, Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland,
Portugal, Romania, Slovakia, Slovenia, Spain, Sweden, Switzerland, Turkey and the United Kingdom.
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Introduction

This Technical Specification describes a laboratory method of test for the assessment of the effectiveness of a
masonry fungicide applied to masonry for the prevention of the growth of dry rot, Serpula lacrymans
(Schumacher ex Fries) S.F. Gray into wood.

This laboratory method enables the determination of the concentration of a preservative within mortar which
could prevent the dry rot fungus from growing through a given mortar layer treated with this preservative.
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1 Scope

This Technical Specification specifies a method for determining the performance of a preservative, applied to
the upper surface of the mortar test specimens, in preventing the growth of dry rot through the treated mortar
when exposed to the test fungus.

This method is only applicable to masonry fungicides applied as a true solution of the preservative in water or
dilute oil in water emulsion. It is not applicable to rods, pastes and other similar preservative types. This
method is applicable to preservatives applied to masonry by brushing, spraying and/or injection techniques or
mixed into rendering and plastering mortar for masonry.

2 Normative references

The following documents, in whole or in part, are normatively referenced in this document and are
indispensable for its application. For dated references, only the edition cited applies. For undated references,
the latest edition of the referenced document (including any amendments) applies.

N 113:1996, Wood preservatives - Test method for determining the protective effectiveness against wood
destroying basidiomycetes - Determination of the toxic values

N 413-1|, Masonry cement - Part 1: Composition, specifications and conformity criteria
N 459-1|, Building lime - Part 1: Definitions, specifications and conformity criteria

N 599-1|, Durability of wood and wood-based products - Efficacy of preventive wood preservatives as
determined by biological tests - Part 1: Specification according to use class

N ISO 3698, Water for analytical laboratory use - Specification and test methods (SO 3696

3 Terms and definitions
For the purposes of this document, the following terms and definitions apply.

31

masonry fungicide

fungicidal/fungistatic product applied to masonry and other mineral construction materials to prevent the
growth of dry rot through or over the treated material

3.2
performance
behaviour of the preservative product in terms of its effectiveness in test

3.3
preservative
formulated masonry fungicide in the form received from the supplier for the test

3.4
supplier
sponsor of the test

4 Principle

The preservative to be tested is applied by pipette (or in accordance with the sponsor's instruction) to the
upper surface of mortar test specimens. The mortar test specimens are contained in rigid tubes and an
untreated wooden sample is placed on top of these mortar test specimens. The bases of the mortar
specimens are exposed to dry rot attack for a given time. The assessment of the performance of the test
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preservative consists of checking the growth of the fungus through the mortar and the evaluation of any attack
of the wooden sample contained in the rigid tube.

5 Test materials

5.1 Test fungus

5.1.1 Obligatory test fungus

— Serpula lacrymans (Schumacher ex Fries) S.F. Gray, strain BAM Ebw.315.
5.1.2 Optional test fungi

For specific regional uses or conditions, it is also possible to use other strains of dry rot (e.g.Serpula
lacrymans FPRL 12 C) known to be capable of growing through masonry.

NOTE Other fungal species can grow through masonry. This method of test could be used to assess the ability of
these fungi to grow through mortar specimens.

5.1.3 Maintenance of strains

The strains shall be maintained and treated in accordance with the instructions from their laboratory of origin
(see annex A). If a strain shows signs of degeneration, it shall no longer be used and the testing laboratory
shall obtain a new standard culture of the strain.

5.2 Products and reagents

5.2.1 Water, distilled or deionized, conform to grade 3 of .

5.2.2 Malt — mineral salt — agar culture medium; consisting:

— malt extract in concentrated form 12,50 g
or in powder form 10,00 g
— agar causing no inhibition of growth of fungi 15,00 g
— potassium dihydrogen phosphate (KH2PO4) 2,729
— calcium sulfate dihydrate (CaS04.2H20) 0,38¢
— magnesium sulfate heptahydrate (MgS0O4.7H20) 0,62g

— water (5.2.1) to make up to 1 000 ml.

Place all the ingredients in a 1 000 ml beaker measure and gently heat, stirring occasionally, until completely
dissolved.

Pour 150 ml of the culture medium into each culture vessel (5.3.1).

Close the vessels with screw cap without a hole a quarter of a turn less than full closure and sterilise the
closed vessels in the autoclave (5.3.8) at (121 + 2) °C for 30 min. Let them cool standing upright.

5.2.3 Nutrient solution, a mass fraction for 5 % aqueous solution of malt extract.

5.2.4 Equipment for chemical gas or for steam sterilisation or access to a radiation source (see
Annex B).

5.2.5 Carbon dioxide, compressed gas in cylinders.
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