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European foreword

This document (CEN/TS 17268:2018) has been prepared by Technical Committee CEN/TC 278
“Intelligent transport systems”, the secretariat of which is held by NEN.

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. CEN shall not be held responsible for identifying any or all such patent rights.

According to the CEN/CENELEC Internal Regulations, the national standards organisations of the
following countries are bound to announce this Technical Specification: Austria, Belgium, Bulgaria,
Croatia, Cyprus, Czech Republic, Denmark, Estonia, Finland, Former Yugoslav Republic of Macedonia,
France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta,
Netherlands, Norway, Poland, Portugal, Romania, Serbia, Slovakia, Slovenia, Spain, Sweden, Switzerland,
Turkey and the United Kingdom
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Introduction

ITS digital maps (digital maps for ITS applications) were initially developed for in-vehicle navigation
systems. Over time, these maps evolved, and their use extended beyond mere navigation, as a range of
other in-vehicle driving support systems were developed, many of which need ITS digital maps as an
important component for processing, interpreting and relating sensor data. This evolution from
navigation via ADAS (advanced driver assistance systems) and then C-ITS (cooperative ITS systems) to
automated driving generates increasing requirements for the digital map, in terms of content
specification, detail, accuracy and timeliness. The latter characteristic signifies whether the map data are
up to date with respect to changes in the real world.

ITS digital maps represent the physical road network infrastructure and its attributes, as well as other
relevant geographic information. The related data has a more or less permanent character, and is
sometimes referred to as static road data; road data that do not often change [9]. Besides for the
abovementioned applications, accurate and up to date digital maps have also high significance for the
provision of real-time road status and traffic information. This concerns dynamic road-related data, with
a highly volatile and temporary character. Typically data that will not be included in a digital map, but
generally need digital map data for processing, representation and display.

Although the road infrastructure has a rather permanent character, changes of the road network and
related attributes do actually occur at a significant scale. There is a need for timely and comprehensive
propagation of information on such changes to digital maps used in ITS applications. Providers of such
maps use a multitude of data sources to maintain their map databases, in order to keep these accurate
and up to date. These sources include visual inspection (by driving the roads), and the use of vehicle
probe data (big data that need processing, interpretation and verification).

The specification in this document aims to enable another mechanism for provision of static road data,
with a focus on changes, directly from the source of the changes: the public road authorities and/or
(public/private) road operators, who build and maintain the roads, and decide on and implement the
day-to-day changes that are relevant for inclusion in ITS digital maps. If road authorities and road
operators maintain a digital road database of their network, and have good procedures for keeping such
database fully up to date in a timely manner with respect to these changes, this would constitute a highly
efficient and potentially timely source for information on such changes for ITS map providers, but also
for other users of such data.

Based on good procedures, intense cooperation between the two sides of this data chain, and experience
gained over time, the data flow will achieve a high level of reliability, with known and guaranteed quality.
The data constitutes well-defined discrete data elements that do not need any big-data type of processing,
permitting swift implementation for any potential users. Dependent on the timeliness of the processes
deployed at, respectively, road authorities, road operators, ITS map providers and map-update-provision
services, the TN-ITS concept permits future transfer of information on road network changes to in-vehicle
systems with minimal delays. This document defines the TN-ITS specification.

The exchanged data elements are termed road features in this document. Each road feature is required
to have a location reference, identifying its location in the road network. The specification within this
document is flexible and supports the introduction of new data types by permitting the use of external
code lists.

The “Commission Delegated Regulation (EU) 2015/962 of 18 December 2014 supplementing
Directive 2010/40/EU of the European Parliament and of the Council with regard to the provision of EU-
wide real-time traffic information services” [9] sets out the requirements, for road authorities, road
operators and service providers, for the accessibility, exchange, re-use and provision of updates of static
road data, road status data and traffic data. Road authorities and road operators provide the static road
data they collect and update in a standardized format, if available, or in any other machine-readable
format, on a non-discriminatory basis, and digital map providers collaborate with the data providers to
ensure that any inaccuracies related to static road data are signalled without delay to the road authorities
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and road operators from which the data originates. For dynamic road status data and traffic data the
Delegated Regulation in Articles 5 and 6 mandates the use of DATEXII (CEN/TS 16157 series and
subsequently upgraded versions) format or any machine-readable format fully compatible and
interoperable with DATEX II. The Delegated Regulation provides a list of types of static road data to be
addressed. This document takes full account of the part of the Regulation concerning static road data, and
supports and facilitates road authorities, road operators and digital map providers to implement and
fulfil the requirements of the Regulation with respect to the provision and use of such data.

The document’s specification is well aligned with Directive 2007 /2/EU establishing an Infrastructure for
Spatial Information in the European Community (INSPIRE). Under this directive, public authorities
provide road network geospatial data sets in an INSPIRE-compliant way. Linear location referencing
enabled by this document’s specification establishes a direct (and INSPIRE-compliant) connection
between the exchanged road features and the originating geospatial data set of the public authority. This
will provide users with easy access to the specific location of the road feature in the originating database
for inspection, in case decoding of the dynamic location reference, used for automated processing of the
data, fails.

The idea for the TN-ITS concept for data exchange developed during the EU-funded projects
PReVENT/MAPS&ADAS (2004/2007) and SpeedAlert (2004/2005), and was further elaborated and
tested in the EU-funded ROSATTE project (Road Safety Attributes Exchange Infrastructure in Europe;
2008-2010), in which the basis for this specification was laid. This work led in 2013 to the foundation of
the TN-ITS Platform for deployment of the concept. In the past years, implementation in several European
countries took place, and a further roll-out in Europe with support from the EU CEF Programme
(Connecting Europe Facility) is ongoing.

The European Committee for Standardization (CEN) draws attention to the fact that it is claimed that
compliance with some stipulations of this document may involve the use of one or more patents when
using AGORA-C location referencing, standardized in and/or OpenLR location referencing,
both described in 6.4 and Annex B. EN ISO 19148 for linear referencing has not identified any patents.

CEN takes no position concerning the evidence, validity and scope of these patent rights.
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1 Scope

This document defines the content specification for the exchange of road-related spatial data, and
especially updates thereof. Based on the content specification, this document defines also a physical
exchange format (structure and encoding) for the actual data exchange. In addition, it defines web
services that are needed to make the coded data on updates available. Exchange of dynamic information
is not in the scope of this document.

Although the focus of this document is on providing information on updates, the technology described in
this document in principle also enables the exchange of full data sets, either concerning the whole road
network in a coverage area, including all geometry and all attributes, or a subset, concerning for instance
all instances of one or more specific attributes.

NOTE This document does not support the provision of updates concerning geometry. The provision of
geometry associated with attribution change is supported, in the context of providing the location of attribute
change.

2 Normative references
The following documents are referred to in the text in such a way that some or all of their content

constitutes requirements of this document. For dated references, only the edition cited applies. For
undated references, the latest edition of the referenced document (including any amendments) applies.

EN ISO 14823, Intelligent transport systems - Graphic data dictionary

EN ISO 14825, Intelligent transport systems - Geographic Data Files (GDF) - GDF5.0
EN ISO 19107, Geographic information - Spatial schema

EN ISO 19108, Geographic information - Temporal schema

EN ISO 19109, Geographic information - Rules for application schema

EN ISO 19111, Geographic information - Spatial referencing by coordinates (SO 19111

EN ISO 19115-1:2014, Geographic information - Metadata - Part 1: Fundamentals (IS0 19115-1:2014)

EN ISO 19115-2, Geographic information - Metadata - Part 2: Extensions for imagery and gridded data
S0 19115-2

EN ISO 19136, Geographic information - Geography Markup Language (GML) (IS0 19136
EN ISO 19148, Geographic information - Linear referencing (SO 19148

S0 17572-3, Intelligent transport systems (ITS) - Location referencing for geographic databases - Part 3:
Dynamic location references (dynamic profile)

S0 19103, Geographic information - Conceptual schema language

ISO/TS 19115-3, Geographic information - Metadata - Part3: XML schema implementation for
fundamental concepts
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3 Terms and definitions

For the purposes of this document, the following terms and definitions apply.
ISO and IEC maintain terminological databases for use in standardization at the following addresses:

e [EC Electropedia: available at http: //www.electropedia.org/

e ISO Online browsing platform: available at http://www.iso.org/obp

3.1
location reference
code which provides a reference to a simple or compound geographic object

Note 1 to entry: ~ With a single Location Referencing Method, one reference shall define unambiguously and
exactly one location in the location referencing system. The reference is the set of data which is passed between
different implementations of a location referencing system to identify the location.

Note 2 to entry: A location reference code is created from information in the road database that represents the
road network, either based on a location referencing system that is reflected in the road database (including linear
referencing systems), or on coordinates and attributes extracted from the road database. A location reference may
address a point location, a linear location or an area location.

3.2

digital map database

structured set of digital and alphanumeric data portraying geographic locations and relationships of
spatial features

Note 1 to entry:  Typically, such structures represent, but are not limited to, the digital form of hard copy maps.
For example, drawings can be imported into a Geographic Information System (GIS) and considered as a form of
digital map.

[SOURCE: ISO 17572-1:2013]

3.3

road database

structured set of digital and alphanumeric data representing characteristics of a road network, possibly
including spatial representation

3.4
road feature
distinctive road-related attribute or object including its location that defines a real-world phenonemon

Note 1 to entry:  The location may be a point, a linear location or an area location, and is expressed by a location
reference.

3.5

road sign

physical traffic control device intended to communicate specific information to road users through a
word, symbol, and/or arrow legend

Note 1 to entry: Road signs do not include highway traffic signals, pavement markings, delineators, or
channelization devices.

[SOURCE: CEN ISO/TS 19091:2017]
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Note 2 to entry:  Road signs are by their nature associated with a point location.

Note 3 to entry:  Road signs may be permanent or temporary fixed plates (with or without temporal limitations),
signs displayed on variable message signs or changeable boards, or other means of displaying signs.

3.6
traffic regulation
rule or directive, made and maintained by an authority, related to the road network and its use

Note 1 to entry: A traffic regulation may cover a point along a road, a linear stretch of a road or an area (which

can be a complete national territory (e.g. “generic speed limits”)), and may be expressed by one or more road signs,
road markings or traffic signals. Not all traffic regulations are expressed by road signs.

4 Symbols and abbreviated terms

ADR European Agreement concerning the International Carriage of Dangerous Goods by Road
GDF Geographic Data Files

GML Geographic Markup Language

ID Identifier

INSPIRE Infrastructure for Spatial Information in Europe

ITS Intelligent Transport Systems

OCL Object Constraint Language

0GC Open Geospatial Consortium

REST Representational state transfer

ROSATTE ROad Safety ATTributes in Europe
TN-ITS Transport Network - Intelligent Transport Systems

UML Unified Modelling Language

UTC Coordinated Universal Time

UuID Universally Unique Identifier

WADL Web Application Description Language
XML Extensible Markup Language

XSD XML Schema Definition

5 Conformance

Conformance is achieved by ensuring conformance to:

1. therequirements of the data content specification (Clause 6);
2. therequirements of structure and encoding of the physical exchange format (Clause 7);

3. The requirements of the service specification (Clause 8).
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6 Data content specification
6.1 Introduction

To comply with the requirements of the INSPIRE Directive and its technical specifications and the
ISO 19100 series of standards, the conceptual data content specification has been specified in
conformance with EN ISO 19109 - Rules for application schema. The data content specification specifies
the various classes of information that are being used within TN-ITS without mandating a particular
technology for implementation. The data content specification uses UML constructs such as packages,
classes, attributes, associations and OCL constraints, and assumes that the reader is familiar in that
domain.

The data content specification is organized in packages where each package corresponds to a separate
subset of the TN-ITS domain. Each package contains a number of classes with attributes and associations.

The TN-ITS model defines the following basic concepts:

e Data sets consisting of road features and metadata describing the content of the data set.
These data sets are foreseen as being exchanged from road authorities/road operators to
information users (map providers). For the primary use-case, this type of data set actually contains
incremental updates for road features that occurred in a TN-ITS data store since the last time data
exchange took place. These updates make use of a unique identifier (ID). It shall be the responsibility
of the information user (map provider) to remember when the last successful data set was created.

The difference between a data set containing incremental updates and a data set containing a
complete snapshot from a TN-ITS data store is explained in 6.8.

e Another type of data set consisting of feedback information from information users (including map
providers) to information providers (e.g. road authorities/road operators).

e Road features which describe the contents of traffic regulations, safety-related features or other
road-related features of interest to road users. A road feature is primarily described by:

1) its type (for example: speed limit, restriction for vehicles, overtaking ban, etc.);
2) property values (for example: speed limit value, maximum weight, etc.);

3) conditions for when the road feature is applicable (which may include: time period, vehicle type,
weather conditions, etc.);

4) location;

5) update information; for data sets containing incremental updates, all road features shall contain
information on the applicable update primitive.

6.2 Package overview

Figure 1 shows the different packages used within TN-ITS and their interdependencies. The figure shows
that a number of external definitions are being used:

a) Regarding metadata, the INSPIRE Implementing Rules are used, and the UML definitions are imported
from the EN ISO 19115 series. The exact definition in UML and text of the used metadata elements
are not repeated in this document.

b) Definitions from [SO 19103, EN ISO 19108, and EN ISO 14825 are being used whenever applicable.
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From ENISO 19115-1:2014 B‘
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All enumerations and codelists used in this specification are listed in the normative Annex A.

data Information

Dataset

A

«ApplicationSchema»
TN-ITS

I‘::I + OpenlLR

+ Dataset
r:' + Road features
[:I + Conditions
[:I + Location referencing
I:I + Update information
I:I + Feedback information
D + Metadata

= +
= Dataset

+ FeedbackDataset
+ RoadFeatureDataset
+ DatasetType

Metadata

J v

+ MD_Metadata
+ MD_MetadataScope

......... = + Metadata

}

Road features

Feedback information

+ RoadSignContent

+ RoadSignProperty

+ AbstractRoadFeatureProperty
+ ChargingPointUsageTypeCode
+ GasTypeCode

+ GenericRoadFeatureProperty
+ NatureOfDistanceMeasure

+ ParkingSiteTypeCode

+ Feedbackinformation

+ FeedbacklLog

+ FeedbackLogEvent

+ FreeTextEvent

+ GeneralFeedbackEvent

+ GeneralFeedbadEventCode
+ RoadFeatureEvent

+ RoadFeatureEventCode

+ Summarylnfo

+ PaymentMethodCode
+ PropertyValueReferenceType

7
]
|
i
! + RoadFeature
|

|

V
«requirementsclass»
Linear Referencing System

+ RoadFeatureld

Location referencing

+ GeometrylocationReference

+ RoadFeaturePropertyType

+ RoadFeatureSource + AgoraBinaryVersion

+ RoadFeatureType + BinaryLocationReference

............ =>{ 5] + Identifier
+ LinkDirectionValue

+ RoadSignType
+ SiteAccessibilityCode
+ TunnelCategoryCode

+ LinkReference

nojzaonjonjonjomonjonjzojonjomonjzojonjomoonjoonjoonjomn
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Figure 1 — Package overview
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6.3 Package Road features

6.3.1 Overview

This package defines the various road features that may be used within TN-ITS.

NOTE1 The package uses a generic and flexible modelling approach which means that the set of specific road
feature types and road feature type properties can be extended by extending the appropriate codelists. This means
that all road feature types are handled by the same small set of UML classes.

NOTE 2  An alternative approach would have been to model each type of road feature as a separate specific UML
class. The main reasons for proposing the generic approach are the following:

1. simple model with few classes;
2. easily extendable model;
3. simple to define the update service protocol.

Figure 2 defines the classes and attributes of the Road features package.
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«DataType» +locationReference «FeatureType» . «DataType»
Location referencing:: %’ RoadFeature +id RoadFeatureld
LocationReference 1.% . >
+ validFrom: Date 1|+ providerld: CharacterString
+ Dimension(): Integer + validTo: Date [0..1] + id: CharacterString
+ updatelnfo: Updatelnfo [0..1]
+ source: RoadFeatureSource
p + type: RoadFeatureType
«Codelist» -
RoadFeatureSource «lifeCyclelnfo» +condition (I([.)ataType» .
+ beginLifespanVersion: DateTime ‘% Conditions::Condition
+ endLifespanVersion: DateTime [0..1] 0.1 |, negate: Boolean [0..1]
«Codelist»
RoadFeatureType
+properties 0.*
«DataType»
AbstractRoadFeatureProperty
«Codelist»
«DataType» . «DataType» RoadFeaturePropertyType
RoadSignProperty GenericRoadFeatureProperty
+ gddCode: RoadSignType + type: RoadFeaturePropertyType
+ content: RoadSignContent [0..*] + value: Any [0..*] «Codelist»
+ valueReference: PropertyValueReferenceType [0..*] PropertyValueReferenceType
«DataType»
RoadSignContent

+ value: Measure [0..1]
+ text: CharacterString [0..1]
+ natureOfDistance: NatureOfDistanceMeasure [0..1]

«Invariant»
{inv:value->size() + valueReference>size() >= 1 : One or more of
value or valueReference is mandatory}

«Codelist»
RoadSignType
Code lists for use in property values
«Codelist» «Codelist» «Codelist» «Codelist»
Uomldentifier ChargingPointUsageTypeCode ParkingSiteTypeCode SiteAccessibilityCode
«Codelist» «CodelList» «Codelist» «CodelList»
NatureOfDistanceMeasure GasTypeCode PaymentMethodCode TunnelCategoryCode

Figure 2 — Road Feature attributes
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6.3.2 Class definitions

Table 1 defines the characteristics of the GenericRoadFeature Class.

Table 1 — RoadFeature Class

Class <<FeatureType>>: RoadFeature

Definition:

The base class for any type of road feature. A road feature represents static
road data, such as traffic regulations, traffic signs (like speed limits,
compulsory signs and warning signs) and road infrastructure (such as
charging points). Each road feature shall be described by a geo-reference by
providing a point or linear location reference and can be further described by
a set of conditions specifying the validity of the road feature (using
combinations of conditions such as time restrictions, area, lane, vehicle type,
weather, loading or road category).

Subtype of:

Stereotypes:

FeatureType

Attribute: validFrom

Definition: The date from which this road feature is valid and in use
Value type: Date [SOURCE:

Multiplicity: |1

Stereotypes:

Attribute: validTo

Definition: The date from which this road feature is no longer valid
Value type: | Date [SOURCE: [SO 19103]

Multiplicity 0.112

Stereotypes:

Attribute: updatelnfo

Definition: Specifies the necessary update information if this is a representation of an
update event.

Value type: Updatelnfo 3

Multiplicity 0.14

Stereotypes:

Attribute: source

Definition: Identifies the evidence base that has been used by the authorized authority
supplying the data. s
Value type: RoadFeatureSource
Multiplicity 0.1
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Class <<FeatureType>>: RoadFeature

Stereotypes:

Attribute: type

Definition: A characterization identifying the type of the road feature by reference to an
item in an external code list

Value type: RoadFeatureType

Multiplicity 1

Stereotypes:

Attribute: beginLifespanVersion

Definition: Date and time at which this version of the spatial object was inserted or
changed in the spatial data set

Value type: DateTime

Multiplicity: |1

Stereotypes: | lifeCyclelnfo

Attribute: endLifespanVersion

Definition: Date and time at which this version of the spatial object was superseded or
retired in the spatial data set

Value type: DateTime

Multiplicity: | 0..1

Stereotypes: | lifeCyclelnfo

Association role: condition

Definition: Describes the circumstances when the road feature is applicable.
Value type: Condition

Multiplicity 0.16

Stereotypes:

Association role: id

Definition: The identity for the road feature. Permanent identifier for the road feature in
the database of the data provider.

Value type: RoadFeatureld

Multiplicity: |1

Stereotypes:
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Class <<FeatureType>>: RoadFeature

Association role: locationReference

Definition: A reference to the location of the road feature either described by either a pre-
coded or a dynamic location referencing method

Value type: LocationReference

Multiplicity: | 1.*

Stereotypes:

Association role: properties

Definition: The property values of interest for the road feature

Value type: AbstractRoadFeatureProperty

Multiplicity 0.*

Stereotypes:

NOTE1  Value not present indicates that the road feature is valid until further notice
NOTE 2  This value is typically set when the source of the road feature is temporary.

NOTE 3  This type is defined in the package Update information later in this document. The type defines the
update primitives “Add”, “Modify” and “Remove”.

NOTE 4  Value not present indicates that the road feature represents a snapshot of existing data.
NOTES5 The evidence base is typically the presence of physical road signs, legislation, etc.

NOTE 6  If empty, the road feature is unconditional.
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Table 2 defines the characteristics of the AbstractRoadFeaturePropertyValue Class.
Table 2 — AbstractRoadFeaturePropertyValue Class

Class <<DataType>> : AbstractRoadFeaturePropertyValue

Definition: An abstract generic (type independent) representation of a road feature
property value

Subtype of:

Stereotypes: DataType

Table 3 defines the characteristics of the GenericRoadFeatureProperty Class.

Table 3 — GenericRoadFeatureProperty Class

Class <<DataType>> : GenericRoadFeatureProperty

Definition: A representation of a road feature property value

Subtype of: AbstractRoadFeatureProperty

Stereotypes: DataType

Attribute: type

Definition: The type of road feature property by reference to an item in an external code
list
Value type: RoadFeaturePropertyType

Multiplicity: 1

Stereotypes:

Attribute: value

Definition: The value of the road feature property

Value type: Any ¢

Multiplicity: 0.*

Stereotypes:

Attribute: valueReference

Definition: A reference to an externally defined value.

Value type: PropertyValueReferenceType

Multiplicity: 0.*

Stereotypes:
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Class <<DataType>> : GenericRoadFeatureProperty

Constraint: value

Natural language:
Each GenericRoadFeatureProperty shall contain at least one value
OCL: inv:value-> size() + valueReference-> size() >= 1

NOTE The actual value type is dependent on type. Some road features are self-describing and require no
value to be associated.

Table 4 defines the characteristics of the RoadSignProperty Class.
Table 4 — RoadSignProperty Class

Class <<DataType>> : RoadSignProperty

Definition: A representation of a road feature property value in the case of the road
feature being a road sign

Subtype of: AbstractRoadFeatureProperty

Stereotypes: DataType

Attribute: gddCode

Definition: The type of the road sign by reference to an item in the RoadSignType external
code list

Value type: RoadSignType

Multiplicity: 1

Stereotypes:

Attribute: content

Definition: Defines quantifiable content of the traffic sign

Value type: RoadSignContent

Multiplicity: 0.*

Stereotypes:
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Table 5 defines the characteristics of the RoadSignContent Class.
Table 5 — RoadSignContent Class

Class <<DataType>> : RoadSignContent

Definition: Defines one instance of content providing context of the semantics of a road sign

Subtype of:

Stereotypes: DataType

Attribute: value

Definition: The value of the road sign property

Value type: Measure

Multiplicity: 0.1

Stereotypes:

Attribute: text

Definition: A free-text description relevant to the specific road sign.

Value type: CharacterString

Multiplicity: 0.1

Stereotypes:

Attribute: natureOfDistanceMeasure

Definition: Defines the semantics of a distance measure provided within the
RoadSignContent. 4

Value type: NatureOfDistanceMeasure

Multiplicity: 0.1

Stereotypes:

Conditions such as time restrictions, vehicle type restrictions, etc. shall be defined using the Conditions
Sub package.

NOTE Various forms of distance measure semantics are common with road signs, such as advanced warning
of a road feature (e.g. low bridge ahead 200 m), or continuity distance measures (e.g. warning of wild animals on
road for the next 5 km).
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Table 6 defines the characteristics of the RoadFeatureld Class.
Table 6 — RoadFeatureld Class

Class <<DataType>> : RoadFeatureld

Definition: A class supporting a provider defined identifier for a road feature.

Subtype of:

Stereotypes: DataType

Attribute: providerld

Definition: A text-based identifier used to indicate the provider’s identity.

Value type: CharacterString

Multiplicity: 1

Stereotypes:

Attribute: id

Definition: An identifier for the road feature as defined by the provider.

Value type: CharacterString

Multiplicity: 1

Stereotypes:

6.3.3 Sub package Conditions

The Conditions package defines the classes necessary to be able to represent road feature conditions.
These conditions represent situations for which the road feature is applicable.

NOTE For example, a speed limit can be applicable only during a certain time period or for certain vehicles.

Figure 3 defines the classes, attributes and relationships of the Conditions package.
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«DataType» +conditions
Condition

1.*

+ negate: Boolean [0..1]

N

«enumeration»
«DataType» «DataType» ConditionOperator
AreaCondition ConditionSet
OR
+ arealype: AreaType + operator: ConditionOperator XOR
AND
«DataType» «DataType»
LaneCondition WeatherCondition
+ startlane: Integer + weatherType: WeatherType
+ laneExtension: Integer

«DataType» «DataType»
TimeCondition RoadCategoryCondition
+ validityPeriod: Validity + roadCategory: RoadCategoryType
«DataType»

VehicleCondition

+ vehicleCharacteristics: VehicleCharacteristics

«CodelList» «CodelList»
AreaType WeatherType
«D\.jt?.?pe» «Codelist»
alidity RoadCategoryType
«DataType»
VehicleCharacteristics

Figure 3 — Road feature conditions overview
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Table 7 defines the characteristics of the Condition Class.

Table 7 — Condition Class

Class <<DataType>> : Condition

Definition: Abstract class that specifies a condition for the validity of a certain road feature
such as time, weather conditions, vehicle type, vehicle propulsion fuel, vehicle
occupancy, vehicle usage, restrictions of the vehicle driver’s licence
permissions, vehicle dimensions or weight characteristics. 1

Subtype of:

Stereotypes: DataType

Attribute: negate

Definition: If set to true means that the entire condition shall be negated. ;

Value type: Boolean

Multiplicity: 0.13

Stereotypes:

NOTE 1 The data structure allows for conditions such as:
<ConditionSet operator = "OR”>

<ConditionSet operator = "AND” >
<TimeCondition.../>

<VehicleCondition.../ >

</ConditionSet>

<ConditionSet operator = "AND” >
<TimeCondition.../ >

<VehicleCondition.../ >

</ConditionSet>

</ConditionSet>

Or, the same example in an alternate notation:
((TimeCondition and VehicleCondition) or (TimeCondition and VehicleCondition))

NOTE2 A condition stating VehicleType = EmergencyVehicle and negate = true would mean all vehicles
except those of type EmergencyVehicle.

NOTE 3  Unset value means the same as false, i.e. no negation applied.
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Table 8 defines the characteristics of the AreaCondition Class.

Table 8 — AreaCondition Class

Class <<DataType>> : AreaCondition

Definition: Specifies area type condition applicability relating to a road feature

Subtype of: Condition

Stereotypes: DataType

Attribute: areaType

Definition: Specifies the available list of enumerations for the area type condition for a road
feature by reference to an item in an external code list

Value type: AreaType

Multiplicity: 1

Stereotypes:

Table 9 defines the characteristics of the ConditionSet Class.

Table 9 — ConditionSet Class

Class <<DataType>> : ConditionSet

Definition: Groups a number of conditions into a condition set. 1

Subtype of: Condition

Stereotypes: DataType

Attribute: operator

Definition: Specifies the operator to be applied between the conditions in the set

Value type: ConditionOperator

Multiplicity: 1

Stereotypes:

Association role: conditions

Definition: Specifies the conditions that are present in the set

Value type: Condition

Multiplicity: 1.*

Stereotypes:

NOTE The conditions applicability is defined by mathematical or logical conditions.
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Table 10 defines the characteristics of the LaneCondition Class.

Table 10 — LaneCondition Class

Class <<DataType> > : LaneCondition

Definition: Specifies the applicability of a condition to specific lanes
Subtype of: Condition
Stereotypes: DataType

Attribute: startLane

Definition: Start lane counted from the right side for which the condition applies. 1
Value type: Integer

Multiplicity: 1

Stereotypes:

Attribute: laneExtension

Definition: Number of lanes including the start lane counted from the right-hand side for
which the condition applies.

Value type: Integer

Multiplicity: 1

Stereotypes:

“Right side” is to be interpreted in relation to the direction of the location reference. Numbering starts from 1.
All lanes should be considered, e.g. including emergency lanes, special purpose lanes, etc.

Table 11 defines the characteristics of the RoadCategoryCondition Class.

Table 11 — RoadCategoryCondition Class

Class <<DataType>> : RoadCategoryCondition

Definition: Specifies road category condition applicability relating to a road feature
Subtype of: Condition
Stereotypes: DataType

Attribute: roadCategory

Definition: Specifies the available list of enumerations for the category of road for a road
feature by reference to an item in an external code list
Value type: RoadCategoryType
Multiplicity: 1
Stereotypes:
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racteristics of the TimeCondition Class.

Table 12 — TimeCondition Class

Class <<DataType>> : TimeCondition

Definition: Specifies timing applicability relating to a road feature
Subtype of: Condition
Stereotypes: DataType

Attribute: validityPerio

d

Definition: Specifies the time period for which this time condition applies
Value type: Validity

Multiplicity: 1

Stereotypes:

Table 13 defines the cha

racteristics of the VehicleCondition Class.

Table 13 — VehicleCondition Class

Class <<DataType>> : VehicleCondition

Definition: Specifies vehicle type condition applicability relating to a road feature
Subtype of: Condition
Stereotypes: DataType

Attribute: vehicleCharacteristics

Definition: Specifies the vehicle characteristics that are applicable to the vehicle type
condition for a road feature

Value type: VehicleCharacteristics

Multiplicity: 1

Stereotypes:
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Table 14 defines the characteristics of the WeatherCondition Class.
Table 14 — WeatherCondition Class

Class <<DataType>> : WeatherCondition

Definition: Specifies weather type condition applicability relating to a road feature

Subtype of: Condition

Stereotypes: DataType

Attribute: weatherType

Definition: Specifies the available list of enumerations for the weather type condition for a
road feature by reference to an item in an external code list

Value type: WeatherType

Multiplicity: 1

Stereotypes:

Figure 4 defines the classes, attributes and relationships of the Validity package.
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«DataType»
Validity

+validityTimeSpecification 1

«DataType»
OverallPeriod

+ overallStartTime: DateTime
+ overallEndTime: DateTime [0..1]

«dataType»
+validPeriod 0.*  +exceptionPeriod 0.* FuzzyTimePeriod
+recurringFuzzyTimePeriod
«DataType» P + beginOrDuration: FuzzyTimeType
Period o |* endOrDuration: FuzzyTimeType
+ startOfPeriod: DateTime [0..1]
+ endOfPeriod: DateTime [0..1] «CodelList»
— [ periodName: CharacterString [0..1] (<@ FuzzyTimeType
+recurringSpecialDay o.* +recurringTimePeriodOfDay |/ 0..* +recurringDayWeekMonthPeriod 0.*
«DataType» «DataType» «DataType»
SpecialDay TimePeriodOfDay DayWeekMonth
+ intersectWithApplicableDays: Boolean + startTimeOfPeriod: Time + applicableDay: DayOfWeek [0..7]
+ specialDayType: SpecialDayType + endTimeOfPeriod: Time + applicableWeek: WeekOfMonth [0..5]
+ publicEvent: CharacterString [0..1] + applicableMonth: MonthOfYear [0..12]
«Enumeration» «Enumeration» «Enumeration»
DayOfWeek WeekOfMonth MonthOfYear
monday firstWeekOfMonth january
«DataType» tuesday secondWeekOfMonth february
PublicHoliday wednesday thirdWeekOfMonth march
thursday fourthWeekOfMonth april
+ publidolidayName: CharacterString friday fifthWeekOfMonth may
saturday sixthWeekOfMonth june
sunday july
august
september
«Codelist» october
SpecialDayType november
december

Figure 4 — Validity overview
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Table 15 defines the characteristics of the Validity Class.

Table 15 — Validity Class

Class <<DataType>>: Validity

Definition:

Specifies the periods of validity that relate to a road feature

Stereotypes:

Association role: validityTimeSpecification

Definition: A specification of periods of validity defined by overall bounding start and end
times and the possible intersection of valid periods with exception periods
(exception periods overriding valid periods). [SOURCE:
CEN/TS 16157-3:2011]

Value type: OverallPeriod

Multiplicity: 1

Stereotypes:

Table 16 defines the characteristics of the OverallPeriod Class.

Table 16 — OverallPeriod Class

Class <<DataType>> : OverallPeriod

Definition: A continuous or discontinuous period of validity defined by overall bounding
start and end times and the possible intersection of valid periods (potentially
recurring) with the complement of exception periods (also potentially
recurring). [SOURCE: CEN/TS 16157-3:2011]

Stereotypes: DataType

Attribute: overallStartTime

Definition: Start of bounding period of validity defined by date and time. [SOURCE:
CEN/TS 16157-3:2011]

Value type: DateTime

Multiplicity: 1

Stereotypes:

Attribute: overallEndTime

Definition: End of bounding period of validity defined by date and time. [SOURCE:

CEN/TS 16157-3:2011]

If not present the overall period is considered to continue indefinitely into the

future.
Value type: DateTime
Multiplicity: 0.1
Stereotypes:
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Class <<DataType>> : OverallPeriod

Association role: validPeriod

Definition: A single time period, a recurring time period or a set of different recurring
time periods during which validity is true. [SOURCE: CEN/TS 16157-3:2011]

Value type: Period

Multiplicity: 0.*

Stereotypes:

Association role: exceptionPeriod

Definition: A single time period, a recurring time period or a set of different recurring
time periods during which validity is false. [SOURCE: CEN/TS 16157-3:2011]

Value type: Period

Multiplicity: 0.*

Stereotypes:

Table 17 defines the characteristics of the Period Class.
Table 17 — Period Class

Class <<DataType>>: Period

Definition: A continuous time period or a set of discontinuous time periods defined by the
intersection of a set of criteria all within an overall delimiting interval.
[SOURCE: CEN/TS 16157-3:2011]

Stereotypes: DataType

Attribute: startOfPeriod

Definition: Start of period. [SOURCE: CEN/TS 16157-3:2011]

Specifies the start date and time of this period. If not present, the start of the
period is considered to be continuously on-going from an undefined date in
the past. 1

Value type: DateTime

Multiplicity: 0.1

Stereotypes:

Attribute: endOfPeriod

Definition: End of a period. [SOURCE: CEN/TS 16157-3:2011]

Specifies the end date and time of this period. If not present, the end of the
period is considered to be continuously on-going to an undefined date in the
future. 2

Value type: DateTime
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Class <<DataType>> : Period

Multiplicity:

0.1

Stereotypes:

Attribute: periodName

Definition: The name of the period. [SOURCE: CEN/TS 16157-3:2011]
Value type: CharacterString

Multiplicity: 0.1

Stereotypes:

Association role: recurringDayWeekMonthPeriod

Definition: Specification of periods defined by the intersection of days, weeks and
months. [SOURCE: CEN/TS 16157-3:2011]

Value type: DayWeekMonth

Multiplicity: 0.*

Stereotypes:

Association role: recurringFuzzyTimePeriod

Definition: defines a time period whose start, end or duration is based upon a non-precise
or variable qualified concept, resulting in a non-precise, potentially
circumstantial defined time period. 3

Value type: FuzzyTimePeriod

Multiplicity: 0.*

Stereotypes:

Association role: recurringTimePeriodOfDay

Definition: A recurring period of a day. [SOURCE: CEN/TS 16157-3:2011]
Value type: TimePeriodOfDay

Multiplicity: 0.*

Stereotypes:

Association role: recurringSpecialDay

Definition: A recurring period of a special type of day, possibly also a public holiday. Can
be country or region specific. [SOURCE: DATEX 3.0 Part 7 (EN 16157-7:2018)]
Value type: SpecialDay
Multiplicity: 0.*
Stereotypes:
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Class <<DataType>> : Period

An undefined start of Period shall be bounded by the overallStartTime of the Overall Period it is

contained within.

An undefined end of Period may be bounded by the overallEndTime of the Overall Period if specified.

NOTE

Example roads closed at the start of winter in mountainous areas, which is based on actual
experienced weather conditions and therefore is not pre-defined.

Table 18 defines the characteristics of the DayWeekMonth Class.

Table 18 — DayWeekMonth Class

Class <<DataType>> DayWeekMonth

Definition: A recurring period defined in terms of days of the week, weeks of the month
and months of the year. [SOURCE: CEN/TS 16157-3:2011]
Stereotypes: DataType

Attribute: applicableDay

Definition: Applicable day of the week. “All days of the week” is expressed by non-
inclusion of this attribute. [SOURCE: CEN/TS 16157-3:2011]

Value type: DayOfWeek

Multiplicity: 0..7

Stereotypes:

Attribute: applicableWeek

Definition: Applicable week of the month (1 to 5). “All weeks of the month” is expressed
by non-inclusion of this attribute. [SOURCE: CEN/TS 16157-3:2011]

Value type: WeekOfMonth

Multiplicity: 0.5

Stereotypes:

Attribute: applicableMonth

Definition: Applicable month of the year. “All months of the year” is expressed by non-
inclusion of this attribute. [SOURCE: CEN/TS 16157-3:2011]

Value type: MonthOfYear

Multiplicity: 0.12

Stereotypes:
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Table 19 defines the characteristics of the FuzzyTimePeriod Class.

Table 19 — FuzzyTimePeriod Class

Class <<DataType>> : FuzzyTimePeriod

Definition:

Specifies the time period with non-precise characteristics

Stereotypes:

DataType

Attribute: beginOrDuration

Definition: Time period begins with a fuzzy time or the duration is a fuzzy time
Value type: FuzzyTime

Multiplicity: 1

Stereotypes:

Attribute: endOrDuration

Definition: time period ends with a fuzzy time or the duration is a fuzzy time
Value type: FuzzyTime

Multiplicity: 0.1

Stereotypes:

Table 20 defines the characteristics of the SpecialDay Class.

Table 20 — SpecialDay Class

Class <<DataType>> : SpecialDay

Definition: Specification of a special type of day, possibly also a public holiday. Can be
country or region specific. [SOURCE: DATEX 3.0 Part 7 (EN 16157-7:2018)]
Stereotypes: DataType
Attribute: intersectWithApplicableDays

Definition: When true, the period is the intersection of applicable days and this special
day. When false, the period is the union of applicable days and this special day.
[SOURCE: DATEX 3.0 Part 7 (EN 16157-7:2018)]

Value type: Boolean

Multiplicity: 1

Stereotypes:

Attribute: specialDayType

Definition: Specification of a special day, for example schoolDay, publicHoliday, ..
[SOURCE: DATEX 3.0 Part 7 (EN 16157-7:2018)]
Value type: SpecialDayType
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Class <<DataType>> : SpecialDay

Multiplicity: 1

Stereotypes:

Attribute: publicEvent

Definition: Type of public event on this special day. [SOURCE: DATEX 3.0 Part 7
(EN 16157-7:2018)]

Value type: CharacterString

Multiplicity: 0.1

Stereotypes:

Table 21 defines the characteristics of the TimePeriodOfDay Class.
Table 21 — TimePeriodOfDay Class

Class <<DataType>> TimePeriodOfDay

Definition: Specification of a continuous period of time within a 24 h period. [SOURCE:
CEN/TS 16157-3:2011]

Stereotypes: DataType

Attribute: startOfTimeOfPeriod

Definition: Start of time period. [SOURCE: CEN/TS 16157-3:2011]

Value type: Time

Multiplicity: 1

Stereotypes:

Attribute: endTimeOfPeriod

Definition: End of time period. [SOURCE: CEN/TS 16157-3:2011]

Value type: Time

Multiplicity: 1

Stereotypes:

Table 22 defines the characteristics of the PublicHoliday Class.
Table 22 — PublicHoliday Class

Class <<DataType>> PublicHoliday

Definition: Specification of a specific public holiday in case specialDayType is set to
'publicHoliday'. [SOURCE: DATEX 3.0 Part 7 (EN 16157-7:2018)]

Stereotypes: DataType
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Class <<DataType>> PublicHoliday

Attribute: publicHolidayName

Definition: Specification of a specific public holiday by its name. [SOURCE: DATEX 3.0
Part 7 (EN 16157-7:2018)]
Value type: CharacterString

Multiplicity: 1

Stereotypes:

Figure 5 defines the classes, attributes and relationships of the VehicleCharacteristics package.

«DataType»
GrossWeightCharacteristic

«DataType»
HeightCharacteristic

+

comparisonOperator: ComparisonO perator

+ comparisonOperator: ComparisonO perator

«DataType»
LengthCharacteristic

+ comparisonOperator: ComparisonO perator
+ grossVehicleWeight: Measure + vehicleHeight: Measure + vehicleLength: Measure
+ typeOfWeight: WeightType
+heightCharacteristic 0..* +lengthCharacteristic 0.*
+grossWeightCharacteristic 0.*
@ «DataType» ®
VehicleCharacteristics
+numberOfAxlesCharacteristic 0.* + fuelType: FuelType [0.] +widthCharacteristic 0.*
+ loadType: LoadType [0..1]
«DataType» DataTh
. + vehicleEquipment: VehicleEquipment [0..1] «Datalype»
NumberOfAxlesCharacteristic : it
+ vehicleType: VehicleType [0..*] WidthCharacteristic
+ comparisonOperator: ComparisonOperator = vehiclel{sage: Yehicl'eUsage [0..1] + comparisonOperator: ComparisonO perator
+ numberOfAxles: Integer + yearOfFirstRegistration: Integer [0..1] +  vehicleWidth: Measure
+heaviestAxleWeightCharacteristic 0.% +emissions 0.
«DataType» ¢ «em{mergtlon»t «DataType»
HeaviestAxleWeightCharacteristic omparisonGperator Emissions
IT o s _
+ comparisonOperator: ComparisonOperator equi ?’h + emissionClassification Euro: Emission ClassificationEuro [0..1]
+ heaviestAxleWeight: Measure greaterihan + emissionClassificationOther: CharacterString [0..*]
greaterThanOrEqualTo - -
+ emissionlLevel: LowEmissionLevel [0..1]
lessThan
lessThanOrEqualTo
«CodelList» «Codelist» «Codelist» «CodelList»
FuelType LoadType VehicleEquipment VehicleType

34

«Codelist»
VehicleUsage

«Codelist» «Codelist»

WeightType

EmissionClassificationEuro

«Codelist»
LowEmissionLevel

«Codelist»
Uomldentifier

Figure 5 — VehicleCharacteristics overview
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Table 23 defines the characteristics of the VehicleCharacteristics Class.

Table 23 — VehicleCharacteristics Class

Class <<DataType>> : VehicleCharacteristics

Definition: A collection of parameters which characterize a vehicle. [SOURCE: DATEX 3.0
Part 7 (EN 16157-7:2018)]

Stereotypes: DataType

Attribute: fuelType

Definition: The type of fuel used by the vehicle. [SOURCE: CEN/TS 16157-3:2011]

Value type: FuelType

Multiplicity: 0.*

Stereotypes:

Attribute: loadType

Definition: The type of load carried by the vehicle, especially in respect of hazardous
loads. [SOURCE: CEN/TS 16157-3:2011]

Value type: LoadType

Multiplicity: 0.1

Stereotypes:

Attribute: vehicleEquipment

Definition: The type of equipment in use or on board the vehicle. [SOURCE:
CEN/TS 16157-3:2011]

Value type: VehicleEquipment

Multiplicity: 0.1

Stereotypes:

Attribute: vehicleType

Definition: Vehicle type. [SOURCE: CEN/TS 16157-3:2011]

Value type: VehicleType

Multiplicity: 0.*

Stereotypes:

Attribute: vehicleUsage

Definition: The type of usage of the vehicle (i.e. for what purpose is the vehicle being
used). [SOURCE: CEN/TS 16157-3:2011]

Value type: VehicleUsage

Documents
Document Shari%Hub

Full document details: PD CEN/TS 17268:2018


https://doi.org/10.3403/30370338
http://avadocuments2026.com/doc/pd-cen-ts-17268-2018
http://avadocuments2026.com/doc/pd-cen-ts-17268-2018

CEN/TS 17268:2018 (E)

Class <<DataType>> : VehicleCharacteristics

Multiplicity: 0.1

Stereotypes:

Attribute: yearOfFirstRegistration

Definition: Year of first registration of the vehicle [SOURCE: DATEX 3.0 Part7
(EN 16157-7:2018)]

Value type: Integer

Multiplicity: 0.1

Stereotypes:

Association role: emissions

Definition: Emission characteristics of vehicles. [SOURCE: DATEX3.0 Part7
(EN 16157-7:2018)]

Value type: Emissions

Multiplicity: 0.*

Stereotypes:

Association role: grossWeightCharacteristic

Definition: Gross weight characteristic of a vehicle. [SOURCE: CEN/TS 16157-3:2011]

Value type: GrossWeightCharacteristic

Multiplicity: 0.*

Stereotypes:

Association role: heaviestAxleWeightCharacteristic

Definition: Weight characteristic of the heaviest axle on the vehicle. [SOURCE:
CEN/TS 16157-3:2011]

Value type: HeaviestAxleWeightCharacteristic

Multiplicity: 0.*

Stereotypes:

Association role: heightCharacteristics

Definition: Height characteristic of a vehicle. [SOURCE: CEN/TS 16157-3:2011]

Value type: HeightCharacteristics

Multiplicity: 0.*

Stereotypes:

Association role: lengthCharacteristics
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Class <<DataType>> : VehicleCharacteristics

Definition: Length characteristic of a vehicle. [SOURCE: CEN/TS 16157-3:2011]

Value type: LengthCharacteristics

Multiplicity: 0.*

Stereotypes:

Association role: numberOfAxlesCharacteristics

Definition: Number of axles characteristic of a vehicle. [SOURCE: CEN/TS 16157-3:2011]

Value type: NumberOfAxlesCharacteristics

Multiplicity: 0.*

Stereotypes:

Association role: widthCharacteristics

Definition: Width characteristic of a vehicle. [SOURCE: CEN/TS 16157-3:2011]

Value type: WidthCharacteristics

Multiplicity: 0.*

Stereotypes:

Table 24 defines the characteristics of the Emissions Class.

Table 24 — Emissions Class

Class <<DataType>> : Emissions

Definition: Emission characteristics of vehicles. [SOURCE: DATEX3.0 Part7
(EN 16157-7:2018)]

Stereotypes: DataType

Attribute: emissionClassificationEuro

Definition: The minimum Euro emission classification the vehicle(s) have to comply with
according to the 1970 Directive 70/220/EEC and its several amendments.
Note that vehicleType and fuelType need to be provided in order to make this
classification explicit. [SOURCE: DATEX 3.0 Part 7 (EN 16157-7:2018)]

Value type: EmissionClassificationEuro

Multiplicity: 0.1

Stereotypes:

Attribute: emissionClassificationOther

Definition: Some other (probably locally defined) value(s) for emission classification.
[SOURCE: DATEX 3.0 Part 7 (EN 16157-7:2018)]
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Class <<DataType>> : Emissions

Value type: CharacterString

Multiplicity: 0.*

Stereotypes:

Attribute: emissionLevel

Definition: The low emission level of a vehicle. [SOURCE: DATEX3.0 Part7
(EN 16157-7:2018)]

Value type: LowEmissionLevel

Multiplicity: 0.1

Stereotypes:

Table 25 defines the characteristics of the GrossWeightCharacteristic Class.
Table 25 — GrossWeightCharacteristic Class

Class <<DataType>> : GrossWeightCharacteristic

Definition: Gross weight characteristic of a vehicle. [SOURCE: CEN/TS 16157-3:2011]

Stereotypes: DataType

Attribute: comparisonOperator

Definition: The operator to be used in the vehicle characteristic comparison operation.
[SOURCE: CEN/TS 16157-3:2011]

Value type: ComparisonOperator

Multiplicity: 1

Stereotypes:

Attribute: grossVehicleWeight

Definition: The gross weight of the vehicle and its load, including any trailers. [SOURCE:
CEN/TS 16157-3:2011]

Value type: Measure

Multiplicity: 1

Stereotypes:
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Class <<DataType>> : GrossWeightCharacteristic

Attribute: typeOfWeight

Definition: The meaning of the weight value [SOURCE: CEN/TS 16157-3:2011]

Value type: WeightType

Multiplicity: 1

Stereotypes:

Table 26 defines the characteristics of the HeaviestAxleWeightCharacteristic Class.
Table 26 — HeaviestAxleWeightCharacteristic Class

Class <<DataType>> : HeaviestAxleWeightCharacteristic

Definition: Weight characteristic of the heaviest axle on the vehicle. [SOURCE:
CEN/TS 16157-3:2011]

Stereotypes: DataType

Attribute: comparisonOperator

Definition: The operator to be used in the vehicle characteristic comparison operation.
[SOURCE: CEN/TS 16157-3:2011]

Value type: ComparisonOperator

Multiplicity: 1

Stereotypes:

Attribute: heaviestAxleWeight

Definition: The weight of the heaviest axle on the vehicle. [SOURCE:
CEN/TS 16157-3:2011]

Value type: Measure

Multiplicity: 1

Stereotypes:
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Table 27 defines the characteristics of the HeightCharacteristic Class.
Table 27 — HeightCharacteristic Class

Class <<DataType>> : HeightCharacteristic

Definition: Height characteristic of a vehicle. [SOURCE: CEN/TS 16157-3:2011]

Stereotypes: DataType

Attribute: comparisonOperator

Definition: The operator to be used in the vehicle characteristic comparison operation.
[SOURCE: CEN/TS 16157-3:2011]

Value type: ComparisonOperator

Multiplicity: 1

Stereotypes:

Attribute: vehicleHeight

Definition: The height of the highest part, excluding antennae, of an individual vehicle
above the road surface, in metres. [SOURCE: CEN/TS 16157-3:2011]

Value type: Measure

Multiplicity: 1

Stereotypes:
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Table 28 defines the characteristics of the LengthCharacteristic Class.
Table 28 — LengthCharacteristic Class

Class <<DataType>> : LengthCharacteristic

Definition: Length characteristic of a vehicle. [SOURCE: CEN/TS 16157-3:2011]

Stereotypes: DataType

Attribute: comparisonOperator

Definition: The operator to be used in the vehicle characteristic comparison operation.
[SOURCE: CEN/TS 16157-3:2011]

Value type: ComparisonOperator

Multiplicity: 1

Stereotypes:

Attribute: vehicleLength

Definition: The overall distance between the front and back of an individual vehicle,
including the length of any trailers, couplings, etc. [SOURCE:
CEN/TS 16157-3:2011]

Value type: Measure

Multiplicity: 1

Stereotypes:
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Table 29 defines the characteristics of the NumberOfAxlesCharacteristic Class.
Table 29 — NumberOfAxlesCharacteristic Class

Class <<DataType>> : NumberOfAxlesCharacteristic

Definition: Number of axles characteristic of a vehicle. [SOURCE: CEN/TS 16157-3:2011]

Stereotypes: DataType

Attribute: comparisonOperator

Definition: The operator to be used in the vehicle characteristic comparison operation.
[SOURCE: CEN/TS 16157-3:2011]

Value type: ComparisonOperator

Multiplicity: 1

Stereotypes:

Attribute: numberOfAxles

Definition: The total number of axles of an individual vehicle. [SOURCE:
CEN/TS 16157-3:2011]

Value type: Integer

Multiplicity: 1

Stereotypes:
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Table 30 defines the characteristics of the WidthCharacteristic Class.
Table 30 — WidthCharacteristic Class

Class <<DataType>> : WidthCharacteristic

Definition: Width characteristic of a vehicle. [SOURCE: CEN/TS 16157-3:2011]

Stereotypes: DataType

Attribute: comparisonOperator

Definition: The operator to be used in the vehicle characteristic comparison operation.
[SOURCE: CEN/TS 16157-3:2011]

Value type: ComparisonOperator

Multiplicity: 1

Stereotypes:

Attribute: vehicleWidth

Definition: The maximum width of an individual vehicle, in metres. [SOURCE:
CEN/TS 16157-3:2011]

Value type: Integer

Multiplicity: 1

Stereotypes:

6.4 Package location referencing

This package defines the classes needed for providing a location reference to specify the real-world
location of the road feature. Three types of location reference can be provided: (1) a location reference
based on a system for precoded location referencing; (2) a location reference based on a system for
dynamic location referencing; (3) a location reference based on encoded geometry. Each RoadFeature
shall have at least one location reference.

Methods for precoded location referencing include various methods of linear referencing, based on local
specification, as defined in EN ISO 19148, and the option to refer to a location by a code from an external
source, through a URL pointing to a source of precoded location references, for instance a repository with
codes for administrative units.

Methods for dynamic location referencing defined in , which references the AGORA-C
location referencing method, and the OpenLR method, as defined in the document OpenLR White Paper.
For both methods, the location reference can be provided either as a base64 character string, or in the
binary format as specified by the method.

Alocation reference based on encoded geometry is to be specified as a GM_Primitive object according to
EN ISO 19107.

Figure 6 defines the classes for location referencing.
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«FeatureType» HocationReference «DataType»
Road features::RoadFeature | @ LocationReference
1.*

+ Dimension(): Integer

«DataType» «DataType» «DataType»
PreCodedLocationReference DynamiclocationReference GeometrylocationReference

+ encodedGeometry: GM_Primitive

A A

«DataType»

«DataType»
LinearLocationReference

AgoralocationReference

+ name: CharacterString [0..1]

+ baseb64String: CharacterString
+ description: CharacterString [0..1]

+ agoraBinaryVersion: AgoraBinaryVersion

«CodelList»
AgoraBinaryVersion

«DataType» «DataType»
LocationByExternalReference OpenlLRLocationReference
+ predefinedLocationReference: Predefinedlocation + binarylocationReference: BinarylLocationReference [0..1] }----- -
+ xMLLocationReference: XMLLocationReference [0..1]

«Codelist»
OpenlLRBinaryVersion

«CodelList»

PredefinedLocation «DataType»

BinaryLocationReference

+ base64String: CharacterString
+ openlLRBinaryVersion: OpenLRBinaryVersion

«Invariant»
«DataType» {inv:binaryLocationReference->size() +
XMLLocationReference binaryLocationReference->size() > 0 : At
least one location reference must be
. set}
From OpenlR

Figure 6 — Classes for location referencing
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Table 31 defines the characteristics of the LocationReference Class.

Table 31 — LocationReference Class

Class <<FeatureType>>: LocationReference

Definition: Abstract class that specifies any type of location reference for TN-ITS

Subtype of:

Stereotypes: FeatureType

Operation: Dimension

Definition: Returns the dimension for the location reference:
0: Point

1: Linear

2: Area 1

Return type: Integer

Stereotypes:

NOTE The operation is currently only intended to be used to be able to specify the required location
reference dimension for the various road feature types in the application schema.

Table 32 defines the characteristics of the DynamicLocationReference Class.

Table 32 — DynamicLocationReference Class

Class <<FeatureType>>: DynamicLocationReference

Definition: Abstract class that specifies all types of dynamic location references in
accordance with EN ISO 19111.

Subtype of: LocationReference

Stereotypes: FeatureType

NOTE This kind of location reference is classified as “Dynamic” in the ISO 17572 series.
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Table 33 defines the characteristics of the AgoraLocationReference Class.

Table 33 — AgoraLocationReference Class

Class <<FeatureType>>: AgoraLocationReference

Definition: A type of dynamic location reference that uses coordinates and core
attribution according to [SO 17572-3.

Subtype of: DynamicLocationReference

Stereotypes: FeatureType

Attribute: base64String

Definition: The AGORA binary string encoded using base64
Value type: CharacterString

Multiplicity: 1

Stereotypes:

Attribute: agoraBinaryVersion

Definition: Provides reference to the version of the AGORA Binary string encoding used
by reference to an item in an external code list (see AgoraBinaryVersion Class)
Value type: AgoraBinaryVersion
Multiplicity: 1
Stereotypes:
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Table 34 defines the characteristics of the OpenLRLocationReference Class.

Table 34 — OpenLRLocationReference Class

Class <<FeatureType>>: OpenLRLocationReference

Definition: A type of dynamic location reference that uses coordinates and core
attribution according to the OpenLR specification (see bibliography)

Subtype of: DynamicLocationReference

Stereotypes: FeatureType

Attribute: binaryLocationReference

Definition: OpenLR location reference using binary encoding
Value type: BinaryLocationReference

Multiplicity: 0.1

Stereotypes:

Attribute: xMLLocatio

nReference

Definition: OpenLR location reference using XML encoding
Value type: XMLLocationReference

Multiplicity: 0.1

Stereotypes:

Constraint: OpenLRLocationReference
Natural language:

Each  OpenLRLocationReference
XMLLocationReference

shall contain either  binaryLocationReference  or

OCL: inv:binaryLocationReference- > size() + XMLLocationReference- > size() = 1

Table 35 defines the characteristics of the XMLLocationReference Class.

Table 35 — XMLLocationReference Class

Class <<DataType>> : XMLLocationReference

Definition: A OpenLR location reference encoded using XML according to the OpenLR
specification (see bibliography)

Subtype of:

Stereotypes: DataType
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Table 36 defines the characteristics of the PreCodedLocationReference Class.

Table 36 — PreCodedLocationReference Class

Class <<FeatureType>>: PreCodedLocationReference

Definition: Abstract class that serves as a placeholder for any type of precoded location
reference that may be used in TN-ITS. 1,23

Subtype of: LocationReference

Stereotypes: FeatureType

NOTE1 Examples of precoded location references are:
linear reference;

address;
location code.

NOTE 2  Linear referencing is the preferred location referencing method for data associated with the road
network in INSPIRE.

NOTE 3  This kind of location reference is classified as “PreCoded” in the ISO 17572 series.

Table 37 defines the characteristics of the LocationByExternalReference Class.

Table 37 — LocationByExternalReference Class

Class <<FeatureType>> : LocationByExternalReference

Definition: A type of precoded location reference that references a location by use of a
specified reference

Subtype of: PreCodedLocationReference

Stereotypes: FeatureType

Attribute: predefinedLocationReference

Definition: A location reference to an object that has pre-defined and stored for future
reference
Value type: PredefinedLocation

Multiplicity: 1

Stereotypes:
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